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INSTRUCTION MANUAL
MODEL:EM 201

19”7 IN-LINE COLOR MONITOR
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WARNING: Anisolation transformer should be used between the AC power line
and the AC plug of the monitor before testing or servicing is
performed since the chassis and heat-sink are directly connected
to one side of the AC power line which could present a shock
hazard. ,

The chassis of the monitor should never be connected to the
ground. Before testing or servicing is performed, read all the
precautions labelled on the CRT and chassis.

HEAD OFFICE: 12D World’s Fair Drive Somerset, New Jersey, U.S.A.
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SAFETY PRECAUTIONS

1
2.

O

Observe all cautions and safety label on the monitor chassis, CRT and Bracket.
Operation of monitor involves a shock hazard from the monitor power supplies.
Work on the monitor should not be attempted by anyone who is not throughly
familiar with precautions. Necessary when working on high voltage equipment.

. This monitor is a hot-chassis and must use a isolation transformer to avoid

a shock hazard from the monitor.

Keep wire away from high voltage or high temperature components.

It any fuse of this monitor is blown, replace it with the fuse specified in
the SPECIFICATIONS.

Always discharge the picture tube anode to the monitor chassis to keep
off the shock hazard before removing the anode cap.

. Perfectly discharge the high potential of the picture tube before handling

the tube. The picture tube is highly evacuated and if broken, glass fragments
will be violently expelled.

PERFORMANCE

1.
2.
3.

Apply a suitable power source to the monitor through an isolation Transformer
Apply a suitable signal source to the monitor

by K1 plug of Main Board
Set up Controls: All controls are preset at the factory, but may be adjusted
the suit program material.
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SPECIFICATIONS

. Picture Tube

2. Power Input

3. Power Transformer
4. Fuse

-

5. Input Signal

o Video Input

e SYNC Input

o Horizontal Frequency
e Vertical Frequency
6. Frequency Response

7. Video Resolution

8. Geometry Distortion

9. High Voltage
10. Operation Temperature
Storage Temperature
11. Humidity
12. Weight
13. Dimensions
14. Power Consumption

19” IN-Line Color,

90° Deflection

AC 120V 10% 60Hz
Isolate, AC 120V 0.65A
F801:4A/AC125V(UL Listed)

F802:1.2A/AC125V

(UL Listed)

TTL Regulation, positive, separate R. G. B.
TTL Regulation, Negative SYNC.
15625 Hz to 15750 Hz

50 Hz to 60 Hz
risetime 0.175pusec
falltime 0.05usec

overshort 10% (Max)

Horz. 480 Line
Vert. 255 Line

Horizontal Linear and Vertical
Linear distortion 10% (Max)
Pincushion distortion =3% (Max)

30KV at zero beam
0°C to 55°C
—30°C to 85°C

current OMA.

10% to 90% (Non Condense)

Approx. 20kg (44 .1

Ib)

Approx. 420XA463X426mm (W/H/D)

65W
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