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Low Prices — Guaranteed

We'll match the advertised price of any like product. It’s that simple! Jameco has made every effort to
provide current and accurate comparisons for your review. Competitive pricing data was collected at the latest
possible date (3/04/03) from our competitor’s web sites. Print screens are available upon request.

Integrated Circuits See pages 64 - 73 for our complete selection. ,

Why pay top dollar for a commodity product? Jameco specializes in high-quality, low-cost

integrated circuits. As the table below shows, you can save more than 50% in single unit
purchases, so you should save even more money when you buy in volume! |i 'I
|
Company Part Number Unit Price | Jameco P/N Jameco Price Savings!
Digi-K - - LM340T-5.0-ND $0.90 51262CP $0.35 $0.55 61%
Newa — - 38C7343 $0.69 23528CP $0.35 $0.34 49% |
Digi-K — - LM741CNNS-ND $0.47 24539CP $0.29 $0.18 38% |
Mous —— 512-DM74LS00N $0.52 46252CP $0.31 $0.21 40%
Fans

Our complete selection is on pages 56 - 59.

Don't get hot paying too much... Jameco has a wide selection of fans to meet your cooling
requirements and they’re competitively priced to save you money. Just compare the examples below!

Company | Part Number Unit Price | Jameco P/N Jameco Price Savings!

Mous — - 664-D5215HB1-12V $13.77 75344CP $7.69 $6.08 44%
Mous - — 664-D12025LB1-12V $17.48 75467CP $9.95 $7.53 43%
Newa — - 95B3703 $9.44 161699CP $7.95 $1.49 16%
Alli- - 599-1040 $9.52 102955CP $5.25 $4.27 45%

Power Supplies

See pages 6 - 31 for our complete selection.

Jameco just added 26 pages of affordable switching power supplies with detailed engineering specs. Each has
been priced to save you money while maximizing the reliability of your end product. We just added the Artesyn
high-quality U.S. brand and expanded our value-priced high-quality line of Mean Well power supplies.

Company Part Number Unit Price | Jameco P/N Jameco Price Savings! ;

Digi-K - - 62-1020-ND $169.14 123449CP $69.95 $99.19 59%
Alli —- 800-4065 $274.05 137656CP $97.95 $176.10 64%
Newa — - 52F8977 $71.38 218561CP $64.59 $6.79 10%
Newa —— 34C3470 $123.00 218991CP $116.85 $6.15 5%

DC-to-DC Converters

We just expanded our line of DC-to-DC converters to include new products from Artesyn, Mean Well and others.
Now you can save with our wider selection of products and highly competitive prices!

New products on pages 33 - 43.

Company |Part Number Unit Price Jameco P/N Jameco Price Savings!

Alli — - 628-0162 $72.55 155715CP $34.95 $37.60 52%

Digi—— | EXQ60-48D05-3V3-R-ND $142.00 218907CP $134.95 $7.05 5%

Alli —— 831-1365 $95.68 218544CP $64.95 $30.73 32%
Table-Top Power Supplies See pages 49 and 50 for our complete selection.

Why pay more than double when you can get exactly what you're looking for at a better
price? Feel assured you are saving significant sums of money, whether for a single
or a bulk purchase.

N

Company Part Number Unit Price | Jameco P/N Jameco Price Savings!
Digi-K — - EPS112-ND $107.00 155213CP $34.95 $72.05 67%
Newa - - 95B1387 $96.96 155053CP $54.95 $42.01 43%
Digi-K — - EPS131-ND $52.00 159353CP $39.95 $12.05 23%
Newa —— 92B5763 $42.09 183054CP $26.49 $15.60 37%
Wall Transformers (AC Adapters) See pages 51 - 54 for our complete selection.

Our broad selection of wall transformers is available for same day delivery. Simply place your order before

6 pm EST and we'll get it shipped the same day. You'll get your order quick and you can feel assured you're
getting the best value!

1

Company | Part Number Unit Price | Jameco P/N Jameco Price Savings!
Alli—— 928-6130 $17.06 100870CP $7.95 $9.11 53%
Mous - - | 412-112103 $8.69 196779CP $7.79 $0.90 10%
Digi-K — — | T405-P5P-ND $5.08 100853CP $4.49 $0.59 12%
New —— | 84F2071 $9.19 102277CP $4.95 $4.24 46%
Call for OEM Pricing Convenient On-Line Ordering www.Jameco.com Same Day Shipping

99% In Stock



New — 26 Pages of Additional Power Products!

Now you should look to Jameco to

supply your switching power and DC-to-DC
converter needs. We just added 26 new
pages of products, each full of the technical
information you need to make decisions on
this critical component. You’ll also find
more in-depth information, including
output derating curves, package dimensions
and specifications such as output ripple,
regulation, certifications, and more; so you
can be assured you made the right selection.

Need a quicker way to find the new
products we offer? Just turn to pages

New Products — Different Location
207 - 213 for many of the new products
this catalog offers. Be sure to check out this

I Computer
section for new tools, test equipment, solar

Products
products, batteries and battery holders. Each
offers the quality and value you expect from
Jameco Electronics.

For power products, including switching power
supplies and DC-to-DC converters, check out
pages 5 — 43. We’ve also added IC’s and

other product line extensions throughout the
catalog for your convenience.

-

Test
Equipment

%
w

o

Batteries &
Battery Holders

Solar
Products

Quick Reference

See detailed Product Index on pages 203-205 &
Manufacturer’s Index on page 206

Power Components...........ccccvveeeeenn.

Fans & Heat SinkS........cccvevievnnnnns

Electronic Design..........ccccceevvnes

Interconnect & Hardware

Soldering Equipment...................

Test Equipment ........................

Educational KitS ........ccovvvveennnen.

Order Info, Order Form,
Product & Manufacturers' Index 201-206

New ProductS.......c.ccvvvennees 2,3, 207-213

PRICES

Prices are effective 4-14-03.
Prices and discounts are subject to change without notice.

Order 24 /7 Toll Free 1-800-831-4242
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New Products

3X, 3-Bulb Adjustable Magnifying Lamp

Adjustable rectangular 3-diopter lens allows j
25

independent movement of your lens for best
lighting and viewing angles. Three 9-watt
compact fluorescent bulbs located to the side
and top of the lens provide superior lighting
to your workspace or job at hand. Enclosed
spring-balance arm reduces the chance of
pinched hands from springs and arm
movement, providing a sleek clean look.

* 47" long arm « 2 on/off buttons

« Color: beige UL listed :

Part No. Description 1 10

217517CP  Adjustable magnifying 1amp .......cccccovevivriniienieseene $79.95 $74.95 $69.95

4 . p-

<% Z3X Rectangle Magnifier Lamp
— VAR
3x diopter rectangular magnifying lens
provides a large viewing angle and compact
design. With its two 9-watt fluorescent lamps
located to the side of the lens, it provides
superior lighting for any job. Enclosed springs
in arms reduce the chance of pinched hands and
make it easier to clean this unit.

Wide View 2X Foldable
Magnifier

This folding 2X magnifier is very
popular among professionals

needing a large view magnifier

plus the convenience of portability.
Made of high-quality plastic, the
frame is light with a precision

glass lens. An easy-to-read scale

in both inches (scale of 1/16")

and millimeters are etched on the base.
« Size (unfolded): 6.1'W x 5.3'D x 6.5"H

Part No.
218296CP

Description 1 10
Foldable magnifier .............c....... $9.95

Tweezers with 8X
Magnifying Glass

The perfect combination
hand tool for professionals
working with small objects.
Magnifying glass stays in
perfect focus with

* 47" long arm tweezer heads.

* Color: beige « Stainless steel construction e« Precision tip tweezers

* UL listed « 1.2" diameter 8 diopter lens ¢ Length: 3.8"
Part No. Description 1 10 25 Part No. Description 1 5
217509CP  Magnifying [amp .....ccccooeieiiieiriecee s $69.95 $64.95 $59.95 217824CP Tweezer magnifier...........cooeen. $5.95 $5.39

See page 152 for our complete selection of magnification products.

Mini Thermo-Anemometer

Waterproof Thermometer

Waterproof, pocket size with air velocity, temperature

Waterproof
o g i
| =D o
Z;tft(')err — m completely
an submerged
reach * 2.75" stainless steel stem in water
« Digital display of 0.1° resolution
r « °C/’F switchable ranges -40°F to 392°F (-40°C to 200°C)
= m I * MAX/MIN recall of high and low temperature * HOLD and AUTO-OFF features
: Includes: LR44 button battery and protective cover
Part No. Description Size Weight (Ibs.) 1 5
218077CP Waterproof thermometer 59Lx0.8'Wx0.7'T 0.1 i $18.95  $17.95

and windchill, all in one. Ideal for checking blowers,
fans, exhaust hoods and balancing AC/HT ducts.

» Measures temperature and windchill

2dB Sound Level Meter

from O°F to 122°F (-18°C to 50°C)
» Measures wind speed in ft/min. MPH, m/s, km/h,
knots and Beaufort force
« Large dual display for air velocity and temperature
* Auto shut-off 20 minutes after last key is pressed
» Water resistant housing floats and drop tested to 6

Includes: CR2032 lithium battery and lanyard

Ideal instrument to measure OSHA compliance, equipment design,
community sound ordinances and sound system installations.

* High & low measuring ranges: High: 75 to 130dB; Low: 35 to 90dB w/ 0.1dB res.
» Aand C weighing < Large: 05", 3%-digit display

* Meets ANSI and IEC 651 Type Il standards

* Fast/slow response; max. hold with reset button

* Built in calibration check « Utilizes a 0.49" condenser microphone

o Size: 9.5'L x2.7'Wx 1.0'T  » Weight: 0.5 Ibs.

E —
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Part No. Description 1 5 -
218085CP  Mini thermo-anemometer ............ $88.95 $84.49 Includes: Hard vinyl case and 9V battery
S 136-147 f — n t Part No. Description 1 5
€€ pages - or more test equipment. 218114CP  Digital decibel sound meter .........ccccovvcviiiiiiiciniiniinicnns $248.95  $236.49
2 Convenient On-Line Ordering www.Jameco.com JAMECO



New Products

10MHz to 4.5GHz
Frequency Field
Strength Meter

Electromagnetic radiation is all around
us, some of it good, some bad; but there’s

never been an easier, more portable

device to detect and measure it, until
the ZAP Checker. Now you can
measure your microwave oven’s
emissions or take engineering
measurements of HF, VHF, or UHF
transmissions; ZAP Checker does

it all. Its portability, multiple settings,
ultra-high sensitivity and expanded
bandwidth allows you to search out
EMR whenever and wherever needed.
Part No.
217808CP

b otally
unique

Description 1 10
ZAP Checker .........ocvuveeniunns $129.95  $114.95

Heavy Duty pH/mV
= Temperature Meter

This is an ideal meter for field measurement of pH,
millivolts and temperature with laboratory-quality
accuracy at a very attractive price.

* Dual display for pH or
mV and temperature
 Degrees C/F switchable
« Easy 2-point slope and cal
adjustments at pH4 and pH7
e Minimum, maximum,
and average recall
 Super-large LCD with
contrast adjust
* Auto shutoff and data hold f'
 Low battery indicator
* Manual and auto
temperature compensation using temp probe
e Size: 7.0"L x 2.9"W x 1.3'Thick « Weight: 0.8 Ibs.

Part No. Description 1 5
28157CP Heavy duty temp. meter ........... $168.95 $159.95
218131CP  Tripak buffers for calibration ..... 24.95 23.69
218149CP  Vinyl carrying Case .........cccovvene 9.95 9.49

See pages 138 - 142 for other meters.

Insulation-Piercing Test
Clips with Banana Jack

Makes contact with
insulated wires without -

|
. . . -"’
cutting or stripping "__,-r R
insulation. Pierces I 4

insulation on wires
from 22 to 14 AWG (0.030"
through 0.180" diameter).

57-Piece Master Electronics Tool Kit

Simply every tool needed for field repair or
installation. All in a handsome lockable case,
with room for spare parts or special equipment.
Kit Includes 1 each:

- 5" & 6" side cutter

- 4.5" bent nose pliers

- 9.5" water pump pliers
- Testing driver

- 5" & 6" long nose pliers
- 8" combination pliers

- 9.5"crimping tool

- Alignment driver

- Utility knife - 6" tweezers

- IC extractor - 10" measuring ruler

- Heat sink - Oil can

- Solder wick - Soldering iron stand

- 6-piece open-end wrench set - 6" adjustable wrench

- PVC insulated tape - Brush

- Flashlight - 3-prong holder

- 6" stainless scissors - Parts tube - 5-piece file set

- Inspection mirror - Solder core - Desoldering pump

- 30W ceramic soldering iron - 3-piece soldering aid kit - 6-piece precision screwdrivers

- Utility component storage box - Carpenter hammer - 7-piece folding type hex-key wrench

- PRO-SOFT duplex color screwdrivers: 4 Phillips screwdrivers (#0 x 75, #1 x 75, #2 x 38, & #2 x 100mm);
4 slotted screwdrivers (3 x 75, 5 x 75, 6 x 38, and 6 x 100mm); 2 nut drivers (5 and 6mm)

- Carrying case has two removable pallets, adjustable compartments, and combination locks

Case Size
18'W x 13'D x 4.0'H 16.0 .o $131.95

Part No.
218245CP

Description Wt. (Ibs.) 1 5

$117.95

Master electronic tool kit

27-Piece Technician’s Tool Kit

All the essential technicians tools in a durable canvas
carrying case. Just grab it and go!

Kit Includes 1 each:

- 7-piece folding type hex wrench (1.3, 1.5, 2.0, 2.5, 3.0, 4.0, 4.5)
- 5" precision range side cutting pliers

- 5.3" precision range long nose pliers

- Mini soldering iron stand with sponge
- Crystal slotted screwdrivers (3, 5, 6mm)
- Crystal Phillips screwdrivers (#0, #1, #2)
- Flat and round needle files
- 7-in-1 crimping tool

- 30W ceramic soldering iron

- Desoldering pump - Brush

- Solder wick - Solder core

- Tweezers - Electric tape

- IC extractor tool - Alignment driver

- Utility knife - Utility components box - 6" adjustable wrench

- Mini flashlight - Digital multimeter - Nut screwdriver (1/4")

Part No. Description Case Size Wt. (Ibs.) 1 5
218229CP Technician's tool kit 16.2'W x 13.0'D x 3.0'H 71 . $115.95 $104.95

25-Piece Field Repair Tool Kit and Briefcase

Two-in-one design allows user to carry a tool case and
a briefcase in one. Features a separate case for tools
that attaches to the briefcase with zippers.

Kit Includes 1 each:

- 5" diagonal cutting nippers

- 6" combination pliers

- 2-in-1 utility knife (saw and knife)
- 7-piece folding type hex wrench

- Tweezers

- Solder core

- 30W ceramic soldering iron

- Crystal line screwdrivers: #0, #1, #2 Phillips; 3, 5, 6mm slotted

- 5" snipe nose pliers
- Alignment driver

- IC extractor

- 6" adjustable wrench
- 10" measuring tape
- Desoldering pump

Part No. Description 1 10 25 Part No. Description Case Size Wt. (Ibs.) 1 5
217453CP Piercing clipS ......ccccoeun.. $29.95 $27.95 $25.49 218211CP  Master electronic tool kit 14.2'W x 11.0'D x 4.7'H 6.6 ..coeene. $66.95 $58.95
More test leads on pages 144 & 145. See pages 152 & 153 for Jameco's selection of tools and tool kits.
Cindar Ciale Laguasd

Mew S8 Oix Soewr

Order 24 /7 Toll Free 1-800-831-4242



Committed to Convenience — Savings and Availability Since 1974

The Jameco Advantage Open an Account Today!

L. It’s easy to open an account at Jameco. Simply give us
Same Day Shipping — FREE! a call and we’ll take the information over the phone.
99% of orders placed by

If it's more convenient, we can fax you a credit
6 PM EST are shipped the application right away. And don’t worry about
same day, SO you can time. Most applications are processed within minutes.
have it quicker!

_ _ Just in Time Stocking — Get It at Jameco
Low-Price Commitment Take advantage of our “Just In Time”
We’ll match the advertised

fast delivery. Jameco has stocking levels
price of any like product. that guarantee 99% in-stock
o~ availability, without the exceptions
.l others may impose. Place your order

Just call us. It’s that simple!
Around-the-Clock Ordering any weekday before 6:00 PM EST, and you
can be assured your order is on its way that day!

Call us any time, day or night,
weekday, weekend or holiday; at )
Our Low-Price Guarantee

1-800-831-4242 to place your

\

order. Of course, you can order Doesn’t Get Much Use...

on the web too! www.Jameco.com ... and we like it that way! But it is offered
for a good reason. We take our pricing and

Help Avoid Duplicate Catalogs product sourcing seriously, searching around

While we don’t intend to send multiple catalogs to the the world to identify sources for the lowest

same person, on occasion we do make prices and highest quality products.

mistakes. If you're incorrectly receiving @ We've Added Resources

multiple catalogs, please visit our web site at Many of the products we offer have free

www.Jameco.com/DupCats and we’ll remove
the duplicates. Alternatively, you can mail the duplicate
back-covers to us:

Jameco Electronics - Duplicate Catalogs
1355 Shoreway Rd., Belmont, CA 94002

technical documents online, so you don’t
have to wait for snail mail. And in addition
to placing orders on the web, you can also
request RMAs. For more information visit
www.Jameco.com today!

5 i 1

Contact Information Identify Products Faster! _ Color Code Lapend

Looking for new products or great savings? Now Mew Sale Ofy Save

Order Desk 24/7, 365 Days a Year you can find both faster with our simplified legend!
Phone: 1-800-831-4242 . .
Fax: 1-800-237-6948 Find New Products Quickly
E-mail: sales@Jameco.com Look for the part numbers in red. We added a complete line [[part No._Product No.
Website www.Jameco.com @ of power products, as well as hundreds of other products. 182991 RMHOSLP
International Order Desk Save with Quantity Discounts
Phone: 650-592-8097 Buy in quantity and save! Corporate buyers will
Fax: 650-592-2503 i : : : o : T — T
E-mail: international@Jameco.com . especially appreciate savings up to 62% off single et S

Technical Support unit prices. Look for products highlighted in green.

Phone: 1-800-831-4242 Save on Sale Items! .

E-mail: tech@Jameco.com Sale products are highlighted in yellow, so you can identify g)Ak\%Eﬂ z

Customer Service items whose prices have been reduced in all quantities. ' Tg i

Phone: 1-800-831-4242 .

E-mail: custservice@Jameco.com Last Chance Opportunities

Credit Department Unfortun.ately we’re not alvyays able to res.tock certain e Pred NG

Phone: 650-592-8097 hard-to-find products. In this case vye’ll print blue part 155643 _DC6O3FL

E-mail: credit@lameco.com numbers, so if we know there’s limited stock, you’ll also know.

International Toll-Free Fax Numbers Hard-to-Find Products Part No. Product No.

Columbia: 980-9-136748 121232 AWI10DIGA

Mexico: 001-800-593-1449 Some products are no longer produced, and yet we know you

Indonesia: 1-803-015-237-6948 need them. That’s why we occasionally offer pulled or refurbished —
il: - - - H H Part No. Product No.

Brazil: 000 817-455-6119 products. Pulled part numbers are clearly printed in purple and 5101 MC146818

New Zealand: 080-044-0470

refurbished in brown. Each is backed by our standard Jameco warranty.

4 Convenient On-Line Ordering www.Jameco.com JAMECO



Switching Power Supplies
for Every Application

/ For many years, Jameco has been known as a leading source of
power supply products, providing high levels of personalized
service to customers with modest quantity requirements.

Jameco continues to expand its F
commitment to switching T
power supplies. In addition i
to offering 26 new pages of _.-:3_ L,
power products, new name =3
Open-Frame Power brands and great savings, = ﬁu’ui :

Supplies from
Artesyn, Mean Well
and many others.

we’re providing more of the

information you need to make
good engineering decisions. And if
you have on-going needs, be sure to ask for an Inside Sales representative. You’ll be
\assigned to the same rep order after order, so you can be assured we’ll be aware of your unique requirementy

AL

Enclosed Power Supplies
from 10 to 1,000 Watts.

Name Brands You Can Trust make Technical Selections from the Catalog \
Jameco has greatly expanded its line of switching @ As part of our commit- T DR

power supplies to better serve your needs. Not only ment to the expanding .

have we signed a new distribution agreement with U.S. power supply line, we - e

branded Artesyn Technologies, one of the world’s top have added additional | =

suppliers of power products, we have also significantly information to help 5 L '
expapde_d our value-priced, high- ARTES 2 N you make mft_nr_med ; OO

quality line from Mean Well. e cuonotofstc s technical decisions. — _

Now you can get immediate delivery of many popular Now you have more on we ac ae mT wn W B
Artesyn products and avoid the hassles of going through in-depth information, s THA (1

including output derat-
ing curves, package dimensions and specifications
including output ripple, regulation, certifications, and
more. Plus, the charts in this catalog allow you to easily
compare specifications of

"large company" distribution channels. Be sure to see
pages 6-31 for Artesyn's and Mean Well's switching
power supplies, and pages 33-43 for Artesyn's and Mean
Well's world-renowned DC-to-DC converters.

Save More in Larger Quantities! ] it 1| | multiple manufacturers’

- L8
Looking to save even more? We already guarantee 0 1 | products.
the lowest price, but you can save even more when ol lof | /M. o [ Need more help deciding?
you purchase in larger quantities! Simply call us at Dimensions You can always call our
1-800-831-4242, ask for an Inside Sales rep, and let us = ot i s e | tOI1-free tech support

know your specific requirements. Our Inside Sales rep- — | ot 1_800-831-4242.
resentatives are there to get you the best value on your
quantity purchases, and they’ll make sure you get any
additional service and information you need!

Our senior technicians are available to help solve your
power supply challenges.

. _— < \\/E Not sure of the meaning UNDERSTANDING
Save with Limited Supply Items o of a power supply term? POWER SUPPLIES #3
In addition to providing you with products suitable We’ve featured NUMErous o ¢ ¢ poweR FACTOR CORRECTION:
for long-term production runs, Jameco also continues to explanations throughout Standard AC/DC converters draw line
offer limited-supply products at great savings. We've the power section current in pulses around the peaks in

line voltage. This may be undesirable for

negotiated great deals for these limited availablility offering the definition several reasons. PFC circuits ensure that
supplies, and you can be assured we’re passing the of the terms used the line current is drawn sinusoidally and
h . . in phase with the sinusoidal line voltage.
savings on to you. All of our power products are in this catalog and
backed by Jameco’s 90-day warranty. Qe industry. J
e S o e Order 24/7 Toll Free 1-800-831-4242 5




10 to 25-Watt Switching DC Power Supplies 10 to 25-Watt Switching DC Power Supplies

25-Watt Enclosed

S-25 Series: Single Output

* 100% full-load burn-in
* No minimum load required 1.2 watts/in®

« 105°C output capacitor * Two-year warranty
* Mating connectors: 103587CP, pg 119

« -10°C to +60°C working temp. (see output derating)
Highlighted below in tan, the Mean Well

S-25 series are low-cost, high-quality

enclosed switchers that feature universal

input of 85 to 264VAC, as well as

120 to 370VDC for battery-supported

25-Watt Open Frame

NLP-25 Series: Single & Triple Outputs
* 100% full-load burn-in * Universal AC input

 1U Package: 4" x 2.1" x 0.9" » Two-year warranty

* 3.3 watts/in®

» 0°C to +50°C working temp. (see output derating)

* Mating connectors:

P/Ns 104432CP & 104723CP, pg 125
Detailed below in blue, the NLP25 series
provides 25W of power with free-air
convection cooling that can peak at 30W for
60 seconds. Standard features include over-voltage

25-Watt Open Frame

PS-25 & PD-25 Series: Single & Dual Outputs
» 100% full-load burn-in * Universal AC input
o 2.1 watts/in® * Two-year warranty
» 105°C output capacitor

 Mating conn.: P/Ns 104432CP & 104715CP, pg 125
» -10°C to +60°C working temp (see output derating)
Shown below in buff color, the Mean Well

PS-25 & PD-25 series are low-cost, high-

quality open-frame 25-watt switchers that can

be used for many lower-power commercial
applications, both single and dual-output. Full

* Universal AC input

and short.-circuit protection. The NLP25 series, - o B rated power is available with free-air convection applications. Full rated power is
with full international safety approvals CAITFUT DERATING =t cooling in an ind.ustry—'standard package size AL, C€E AL available with free-air
and the CE mark, meets conducted =ty and mounting dimensions. They feature univer- 8 e convection cooling. OUTPUT DERATING
and radiated emissions EN55022 level B ri sal input prrpp— Protections include
and complies to EN61000-4-2/3/4/5/6 I P o and numerous | ¥ | short-circuit,
immunity standards. 1 Dimensions features such 1 .I - .II_ over-voltage and
The NLP25 series is perfect for use in off- | = . as short - ™ Dimensions 1 overload with auto-
line, low-power data networking and £ vy - circuit, TN —— [ recovery. They are
computer applications with limited space. |- | red T over-voltage, bl il " ! approved by UL and
Examples include hubs, routers, POS e e e e ot -] | overload TUYV, and carry the
terminals, external disk storage and T WE EE = L i .1 and over- . - CE mark for
cable modems. i temperature e use worldwide.
.| protection.
Size Mounting Holes| Power | Ripple & | Load | Line Inrush |Isolation| Leakage | Rise | Hold-up Voltage Jameco
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage | Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) (LXWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAQ (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Artesyn NLP25-7605 +5V@0-5A 25.0W | 90-264@47-440 | see diagram see diagram 3.31 50 2.0 2.0 — 3,000 0.4 — 5 5-500Hz, 2.4G — 70 150,000 0.3 UL/CSA/VDE/CE 218472CP $41.29 | $35.29| $33.29
Artesyn NLP25-7612 +12V@0-2.08A 25.0W | 90-264@47-440 | see diagram see diagram 331 120 2.0 2.0 — 3,000 0.4 — 5) 5-500Hz, 2.4G — 70 150,000 0.3 UL/CSA/VDE/CE 218481CP 41.29 35.29 33.29
Artesyn NLP25-7624 +24V@0-1.04A 25.0W | 90-264@47-440 | see diagram see diagram 3.31 150 2.0 2.0 R S — 3,000 0.4 — 5) 5-500Hz, 2.4G — 70 150,000 0.3 UL/CSA/VDE/CE 218499CP 41.29 35.29 33.29
Artesyn NLP25-7608 +5V@0.2-2A; +12V@0.1-0.8A; -12V@0-0.1A| 20.8W | 90-264@47-440 | see diagram see diagram 2.75 50 2.0 2.0 — 3,000 0.4 — 5) 5-500Hz, 2.4G — 70 150,000 0.3 UL/CSA/VDE/CE 218501CP 41.29 35.29 33.29
GE) Mean Well PS-25-3.3 +3.3V@0-5A 16.5W | 85-264@47-63 see diagram see diagram 1.32 80 25 0.5 40 3,000 0.5 30 17 10-500Hz, 2G — 66 576,000 0.3 UL/CUL/TUVICE 212361CP 18.95 17.95 17.19 -8
© Mean Well PS-25-5 +5V@0-5A her \Jersions 25.0W | 85-264@47-63 see diagram see diagram 2.06 80 2.0 0.5 40 3,000 0.5 30 17 10-500Hz, 2G = 74 576,000 0.3 UL/CUL/TUVICE 212353CP 18.95 17.95 17.19 %
"CL Mean Well PS-25-12 +12V@0-2.1A -8 ilable: call 25.2W | 85-264@47-63 see diagram see diagram 2.08 100 1.0 0.3 40 3,000 0.5 30 17 10-500Hz, 2G — 78 576,000 0.3 UL/CUL/TUVICE 148603CP 18.95 17.95 17.19 I
8_ Mean Well PS-25-15 +15V@0-1.7A 283_831-1\ 25.5W | 85-264@47-63 see diagram see diagram 2.11 100 1.0 0.3 40 3,000 0.5 30 17 10-500Hz, 2G — 78 576,000 0.3 UL/CUL/TUVICE 216768CP 18.95 17.95 17.19 g
(@] Mean Well PS-25-24 +24V@0-1A 24.0W | 85-264@47-63 see diagram see diagram 1.98 240 0.5 0.2 e S 40 3,000 0.5 30 17 10-500Hz, 2G — 79 576,000 0.3 UL/CUL/TUVICE 212345CP 18.95 17.95 17.19 @
Mean Well PD-2505 +5V@0.1-3A; -5V@0.1-2.5A 25.0W | 85-264@47-63 see diagram see diagram 2.06 50 4.0 1.0 40 3,000 0.5 30 16 10-500Hz, 2G — 73 507,000 0.3 UL/CUL/TUVICE 212311CP 19.95 18.95 17.95
Mean Well PD-25A +5V@0.2-2.5A; +12V@0.1-1.5A 25.0W | 85-264@47-63 see diagram see diagram 2.06 50 1.0 0.5 40 3,000 0.5 30 16 10-500Hz, 2G — 71 507,000 0.3 UL/CUL/TUVICE 212337CP 19.95 18.95 17.95
Mean Well PD-25B +5V@0.2-2A; +24V@0.1-1A 25.2W | 85-264@47-63 see diagram see diagram 2.08 50 1.0 0.5 40 3,000 0.5 30 16 10-500Hz, 2G — 7 507,000 0.3 UL/CUL/TUVICE 212329CP 19.95 18.95 17.95
Mean Well PD-2512 +12V@0.1-1.2A; -12V@0.1-1A 24.0W | 85-264@47-63 see diagram see diagram 1.98 50 3.0 0.5 40 3,000 0.5 30 16 10-500Hz, 2G — 74 507,000 0.3 UL/CUL/TUV/CE 148689CP 19.95 18.95 17.95
- Mean Well S-25-5 +5V@0-5A 25.0W | 85-264@47-63 see diagram see diagram 1.17 50 1.0 0.5 15 3,000 0.75 50 10 10-500Hz, 2G 10 72 330,000 0.8 UL/TUV/CE 123246CP 39.95 35.95 25.49
% Mean Well S-25-12 +12V@0-2.1A 25.2W | 85-264@47-63 see diagram see diagram 1.18 100 0.5 0.5 > 15 3,000 0.75 50 10 10-500Hz, 2G 10 76 330,000 0.8 UL/TUV/CE 123254CP 39.95 35.95 25.49
= Mean Well S-25-15 +15V@0-1.7A 25.5W | 85-264@47-63 see diagram see diagram 1.20 100 0.5 0.5 15 3,000 0.75 50 10 10-500Hz, 2G 10 7 330,000 0.8 UL/TUVICE 123262CP 39.95 35.95 25.49
|_|CJ Mean Well S-25-24 +24V@0-1.1A 26.4W | 85-264@47-63 see diagram see diagram 1.24 100 0.5 0.5 15 3,000 0.75 50 10 10-500Hz, 2G 10 80 330,000 0.8 UL/TUV/CE 123271CP 39.95 35.95 25.49

* Primary Output

Limited Supply — Special Offers — 90-Day Warranty

Size Mounting Holes| Power | Ripple & | Load | Line Inrush |Isolation| Leakage | Rise | Hold-up Voltage Jameco . )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage | Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) (LXWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAQ (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Skynet SNP-0502-B +5V@0-2A 10.0W | 115/230@50-60 | 4.4x1.6x0.8 | 4.0x1.3x0.14 1.78 50 1.0 1.0 30 — — — — — — 70 150,000 | 0.2 UL/CULITUV 184866CP $10.95 $9.95 $8.95
g CINCO CFM2001S +5V@4.4A 20.0W | 100-240@50-60 3.5x2.0x0.7 3.2x1.7x0.13 4.08 50 1.0 0.5 20 3,000 — — 16 — — 73 — 13 UL/CUL/TUVICE 203422CP 8.95 7.95 6.95 .g
[CJl Condor GSC2024 +24V@0.85A 20.0W | 100-240@50-60 | 3.5x2.0x0.8 | 3.0x1.7x0.12 3.57 180 0.2 — | ——| 32 — 0.36 — 15 — — 70 — 0.3 UL/CSAITUV 196664CP 10.05 8.05 6.05 =
LI;E Tamura 79642191 +5V@1A; +12V@1A 17.0W | 120/230@50-60 4.7x2.4x1.1 — 1.37 — — — — — — — — — — — — 0.4 — 189747CP 8.95 7.19 5.39 T
TR AUTEC UPS20-2002 +5V@1A; +12V@1.5A 23.0W | 115/230@50-50 | 5.0x3.0x1.1 | 5.1x1.6x0.16 1.39 50 2.0 1.0 20 — — — 20 — — 68 — 0.5 UL/CSA/TUV 173374CP 8.95 7.19 5.39 %
[SIE Super Mac U002512010 +5V@2.5A; +12V@1A 24.5W | 100-240@50-60 | 3.7x2.5x1.2 — 221 — — — — — — — — — — — — 04 UL/CSA/TUV 166967CP 12.95 10.99 8.25 @
ST G25AC-51333 +5.1V@3A; +12.5V@0.75A; +33.3V@0.02A | 25.0W 120@60 4.0x2.2x1.3 — 2.19 — — — — — — — — — — — — 0.5 UL 210770CP 7.95 7.19 6.49
Volgen EXU-120R9 +12V@0.9A 10.0W | 100/120@50-60 | 3.7x2.9x0.9 | 2.3x1.7x0.08 1.04 — 0.8 04 | €=——>| 30 — 1.0 200 — 10-55Hz, 20G 10 72 — 04 UL/CSA 205719CP 12.95 11.69 10.49
Volgen EXU-150R7 +15V@0.7A 10.0W | 100/120@50-60 3.7x2.9x0.9 2.3x1.7x0.08 1.04 — 0.8 0.4 30 — 1.0 200 — 10-55Hz, 20G 10 72 — 0.4 UL/CSA 205751CP 12.95 11.69 10.49 &
§ Volgen EXU-15001 +15V@1A 15.0W | 100/120@50-60 | 4.4x2.9x0.9 | 2.3x1.7x0.08 131 — 0.8 04 30 — 1.0 200 — 10-55Hz, 20G 10 67 — 04 UL/CSA 205727CP 14.95 13.49 12.15 =l
= Volgen EXU-240R5 +24V@0.45A 10.0W | 100/120@50-60 | 3.7x2.9x0.9 | 2.3x1.7x0.08 1.04 — 0.8 0.4 30 — 1.0 200 — 10-55Hz, 20G 10 72 — 0.4 UL/CSA 205760CP 12.95 11.69 10.49 | =)
8 Volgen PRK15U-0512W | +5V@2.5A; +12V@0.7A 16.0W 120@50-60 4.6x3.2x1.1 4.0x2.5x0.08 0.99 100 1.0 0.4 > 12 — 1.0 100 20 10-55Hz, 20G 5] 64 — 0.5 UL/CSA 208952CP 14.95 13.49 12.15 §
- Volgen PRK15U-0524W | +5V@2.5A; +24V@0.4A 15.0W 120@50-60 4.6x3.2x1.1 | 4.0x2.5x0.08 0.93 100 1.0 04 12 — 1.0 100 20 10-55Hz, 20G 5 64 — 0.5 UL/CSA 208961CP 14.95 13.49 12.15
Volgen PRK15U-1212W | +12V@1A; +12V@0.5A 15.0W | 100/120@50-60 5.2x3.2x1.1 4.0x2.5x0.08 0.82 170 1.0 0.4 12 — 1.0 100 20 10-55Hz, 20G 5 64 — 0.4 UL/CSA 205794CP 14.95 13.49 12.15
* Primary Output
6 Convenient On-Line Ordering www.Jameco.com JAMECO N :‘*T‘:_W_m Order 24 /7 Toll Free 1-800-831-4242 7




25 to 45-Watt Switching DC Power Supplies

25 to 45-Watt Switching DC Power Supplies

40-Watt Open Frame

NFS-40 Series: Single & Triple Outputs

* 100% full-load burn-in * Universal AC input
* No minimum load required 2.2 watts/in®

50 watts with 20 CFM of air = Two-year warranty
 1U Package: 5" x 3"x 1.2"

» Mating connectors: P/Ns 104432CP & 104731CP, pg 125
« 0° to +70°C working temperature (see output derating)
Detailed below in blue, the Artesyn NFS40 series are

industry-standard 40W power supplies with the

capability to supply 50 watts with forced air cooling
and to automatically operate from any input voltage
from 85 to 264VAC. Over-voltage and short-circuit

protection are standard features. The NFS40 is ideal

for use in equipment installed around the world
of its UL, CSA, VDE, EN60950 and IEC 950 appr

because
ovals.

40-Watt Enclosed
S-40 & T-40 Series: Single & Triple Output

» 100% full-load burn-in * Universal AC input

* 1.3 watts/in® * Two-year warranty

+ 105°C output capacitor

* Mating connectors: 103587CP, pg 119

+ -10°C to +60°C working temperature (see output derating)
Highlighted in tan below, the S-40 and T-40 series from

Mean Well derive their impressive reliability from a conservative
design, the exclusive use of high-quality components, and 100%
full-load burn-in. Assured to operate correctly anywhere in the
world, these switchers feature universal input voltage ranges

of 85-264VAC and 120-370VDC. Protection includes short-circuit,
overload and over-voltage; and a novel soft-start circuit

limits the AC surge current. Manufacturer guaranteed safety

MW

. . GInel A standards comprise UL1012, UL1950 and TUV EN60950; =
These Iow-prof.ﬂe sw1tch(.er s with high power density are and these products have earned the European CE mark. - s “ {
perfect for use in small digital systems of all types.
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Size Mounting Holes| Power | Ripple & | Load | Line Inrush |Isolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) (LXWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (#%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Artesyn NFS40-7605 +5.1V@0-6A 30.6W | 85-264@47-440 | see diagram | see diagram 1.70 100 20 | 02 12 3,000 0.32 — 14 | 5-500Hz, 2.4G 5 70 170,000 | 0.6 UL/CSA/VDE/CE | 218510CP $52.95 | $45.25| $42.55
= g Artesyn NFS40-7612 +12V@0-3.3A 39.6W | 85-264@47-440 | see diagram | see diagram 2.20 120 2.0 0.2 12 3,000 0.32 — 14 | 5-500Hz, 2.4G 5 70 170,000 | 0.6 UL/CSA/VDE/CE | 218528CP 52.95| 45.25 42.55
3 o Artesyn NFS40-7624 +24V@0-1.6A 38.4W | 85-264@47-440 | see diagram see diagram 2.13 240 2.0 0.2 12 3,000 0.32 — 14 | 5-500Hz, 2.4G 5 70 170,000 | 0.6 UL/CSA/VDE/CE | 218536CP 52.95| 45.25 42.55
O Artesyn NFS40-7608 +5V@0-3A; +12V@0-2A; -12V@0-0.35A 43.2W | 85-264@47-440 | see diagram | see diagram 2.40 50 2.0 0.2 12 3,000 0.32 — 14 | 5-500Hz, 2.4G 5 70 170,000 | 0.6 UL/CSA/VDE/CE | 190086CP 52.95| 45.25 42.55
Artesyn NFS40-7610 +5V@0-3A; +15V@0-2A; -15V@0-0.35A 50.2W | 85-264@47-440 | see diagram | see diagram 2.79 50 2.0 0.2 12 3,000 0.32 — 14 | 5-500Hz, 2.4G 5 70 170,000 | 0.6 UL/CSA/VDE/CE | 218552CP 52.95 | 45.25 42.55
Mean Well S-40-5 +5V@0-8A Sions 40.0W | 85-264@47-63 see diagram see diagram 1.34 75 1.0 0.5 60 3,000 1.0 50 15 10-500Hz; 2G 10 72 314,000 1.0 UL/CUL/TUV/CE 123289CP 44.95 39.95 29.95
Mean Well S-40-12 +12V@0-3.5A Othe_‘\;s;._ call 42.0W | 85-264@47-63 | see diagram | see diagram 141 100 0.5 0.5 30 3,000 1.0 50 15 10-500Hz; 2G 10 76 314,000 | 1.0 UL/CUL/TUV/CE | 123297CP 44.95| 39.95 29.95
E Mean Well S-40-15 +15V@0-2.8A 2‘5’8{8314242 42.0W | 85-264@47-63 | see diagram see diagram 141 100 0.5 0.5 30 3,000 1.0 50 15 10-500Hz; 2G 10 76 314,000 | 1.0 UL/CUL/TUV/CE | 202139CP 44.95| 39.95 29.95
=l | Mean Well S-40-24 +24V@0-1.8A 43.0W | 85-264@47-63 | see diagram see diagram 1.44 100 0.5 0.5 30 3,000 1.0 50 15 10-500Hz; 2G 10 78 314,000 | 1.0 UL/CUL/TUV/CE | 123318CP 44.95| 39.95 29.95
= | Mean Well T-40A +5V@0.6-3A; +12V@0.2-2A; -5V@0.1-0.5A | 41.5W | 85-264@47-63 | see diagram see diagram 1.43 100 0.5 0.5 20 3,000 35 50 16 10-500Hz, 2G 10 72 305,600 | 1.0 UL/CUL/CE 201988CP 49.95| 44.95 32.69
= Mean Well T-40B +5V@0.6-3A; +12V@0.2-2A; -12V@0.1-0.5A| 45.0W | 85-264@47-63 see diagram see diagram 1.55 100 0.5 0.5 20 3,000 Si5 50 16 10-500Hz, 2G 10 72 305,600 1.0 UL/CUL/CE 201996CP 49.95 44.95 32.69
Mean Well T-40C +5V@0.6-3A; +15V@0.2-1.5A; -15V@0.1-0.5A| 45.0W | 85-264@47-63 | see diagram see diagram 1.55 100 0.5 0.5 20 3,000 8IS 50 16 10-500Hz, 2G 10 72 305,600 | 1.0 UL/CUL/CE 202008CP 49.95| 44.95 32.69

* Primary Output

Limited Supply — Special Offers — 90-Day Warranty

Size

Mounting Hole | Power | Ripple & | Load Inrush |Isolation| Leakage Hold-up Voltage Jameco . "L/
Manufacturer Output Input Inches Size (In.) Density | Noise Reg. | Reg. Curr. (A)| Voltage | Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) (LxWxH) (LxWxDia.) (W/in°) | (mV p-p)*| (z%)*| (z%)* @250VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
P Power-One MAP42-1005 +5V@0-8A 40.0W | 120-240@50-60 | 5.0x3.0x1.3 | 4.6x2.6x0.16 2.05 50 1.0 0.2 38 2,600 0.5 20 15 10-2kHz, 6G 10 70 311,000 | 0.6 UL/CSAITUVICE | 210841CP $19.95| $14.99| $10.49 o
% Autec UPS40-1002 +5V@0.2-3A; +12V@0.1-2A 40.0W | 115/230@50-60 | 7.0x2.0x1.2 | 6.6x1.6x0.16 2.38 50 3.0 0.5 20 3,600 — — — _ — 65 — 05 UL/CSAITUV 173551CP 8.95 6.99 5.25 [
il Skynet SNP-9031 +5V@0-2A; +12V@0-1.5A; -12V@0-0.3A | 31.6W | 115/230@50-60 | 5.1x2.8x1.1 | 4.7x2.4x0.16 2.01 50 1.0 1.0 30 — — — 16 — — 70 — 0.3 UL/CSA/VDE 210788CP 9.95 8.95 7.95 _I:’_I
S Astec BM41012 +5V@3.75A; +12V@1.5A; -12V@0.4 41.0W 115@50-60 6.4x3.2x1.7 — 1.18 — — — — — — — — — — — — 1.0 UL/CSA/VDE 28927CP 3.29 2.99 2.75 >
8— Samsung PSPL430201A +5V@5A; 12V@1.5A 43.0W | 100-120@50-60 | 6.1x2.1x1.0 — 3.28 — — — — — — — — — — — — 0.6 uL/CuL 163985CP 14.95 11.99 8.99 g
Power-One SPL40-4000 +5V@5A; +12V@0.5A; -5V@0.5A; -12V@0.5A| 40.0W | 115/230@47-63 | 6.4x3.9x1.7 | 4.8x3.2x0.16 0.94 50 1.0 0.3 9 — — — 20 — 1 70 — 0.8 UL/CSA/TUV 204599CP 19.95| 17.95 16.19
Volgen EXU-5006 +5V@6A 30.0W 120@50-60 4.7x2.9x1.4 — 1.57 — 0.8 0.4 30 2,000 0.5 200 — 10-55Hz, 2G 10 76 — 0.6 UL/CSA 208944CP 19.95 17.99 16.19
Volgen MRE-05006U +5V@6A 30.0W | 115/240@50-60 | 6.2x3.9x1.4 — 0.88 100 0.8 0.4 — 3,000 0.7 200 — 10-55Hz, 20G 10 — — 0.5 UL/CSAITUV 205882CP 19.95| 17.99 16.19
=/ | Volgen EXU-15002 +15V@2A 30.0W | 100/120@50-60 | 5.4x2.9x1.3 | 3.9x1.3x0.12 1.47 — 0.8 0.4 30 2,000 0.5 200 — 10-55Hz, 2G 10 76 — 0.5 UL/CSA 205735CP 19.95| 17.99 16.19 | sl
g Volgen MRE-15002U +15V@2A 30.0W | 115/240@50-60 | 6.1x3.9x1.5 | 2.2x1.8x0.08 0.84 200 0.8 0.4 22 3,000 0.7 200 — 10-55Hz, 20G 10 — — 0.5 UL/CSA/TUV 205866CP 19.95| 17.99 16.19 %
= | Volgen EXU-480R6 +48V@0.6A 30.0W | 100/120@50-60 | 5.4x2.9x1.3 | 3.9x1.3x0.12 1.47 — 0.8 0.4 30 2,000 0.5 200 — 10-55Hz, 2G 10 76 — 0.5 uL 205778CP 19.95| 17.99 16.19 |
LE Volgen PRK30U-0512W | +5V@3A; +12V@1.2A 30.0W | 100/120@50-60 | 6.3x3.6x1.5 4.0x2.5x0.08 0.88 100 1.0 0.4 85) 1,500 0.5 100 20 10-55Hz, 2G 5] 75 — 0.6 UL/CSA 205807CP 19.95 17.99 16.19 o
Volgen PRK30U-0524W | +5V@3A; +24V@0.6A 30.0W | 100/120@50-60 | 6.3x3.6x1.5 | 4.0x2.5x0.08 0.88 100 1.0 0.4 35 1,500 0.5 100 20 10-55Hz, 2G 5 75 — 0.6 UL/CSA 205815CP 19.95| 16.19 16.19
Volgen PRK30U-1212W |+12V@1A; +12V@1A 30.0W | 100/120@50-60 | 6.3x3.6x1.5 | 4.0x2.5x0.08 0.88 170 1.0 0.4 35 1,500 0.5 100 20 10-55Hz, 2G 5 75 — 0.6 UL/CSA 205823CP 19.95| 17.99 16.19
* Primary Output
8 Convenient On-Line Ordering www.Jameco.com JAMECO s L Order 24 /7 Toll Free 1-800-831-4242 9




45 to 60-Watt Switching DC Power Supplies s 5o 45 to 60-Watt Switching DC Power Supplies

45-Watt Open Frame 60-Watt Enclosed MW
PS-45, PD-45 & PT-45 Series: Single, Dual & Triple Outputs S-60, D-60, T-60 & Q-60 Series: Single, Dual, Triple & Quad Outputs
* 100% full-load burn-in « Universal AC input * 100% full-load burn-in * Universal AC input .
o 2.5 watts/in®  Two-year warranty o 1.7 watts/in® * Two-year warranty

» 105°C output capacitor
* Mating connectors: 103587CP, pg 119
» -10°C to +60°C working temperature (see output derating)

Highlighted in brown tan, these highly popular
series have long been among Mean Well’s most
requested products. The solid, reliable, low-cost

» 105°C output capacitor
» Mating connectors: 104432CP & 104731CP, pg 125
» -10°C to +60°C working temperature (see output derating)

Detailed in blue below, the Mean Well PS-45,
PD-45 and PT-45 series offer excellent
performance with high reliability in a

small open-frame package. These design features overload protection to 150% of
45-watt switchers support full output rated load with auto-recovery, and over-voltage DUTFUT DERATING h o ——
power with free-air convection protection to 135% of rated output voltage. Input - \ il 1 gaias
cooling. The high-density open-frame AC surge current is limited to a safe level by a
package features industry-standard novel soft-start circuit. Working temperature 7 = .
mounting dimensions and only 1.1" is -10°C to 60°C, with derating below 0°C Tha *
component height. Intended for virtually and above 45°C. Safety standards include - - .
any medium power-application, these UL1012, UL1950, IEC950 and TUV EN60950, " " Dimensions
units provide short-circuit and Aimensions 3 and these products all carry the European -
over-voltage protection, as well as | = CE mark. The DC output Voltage can be . I = = = =
overload protection with auto-recovery. Loia . adjusted +10% of nominal rating. ALEREHT T LA —
. Size Mounting Holes| Power | Ripple & | Load | Line Inrush |Isolation| Leakage | Rise | Hold-up Voltage Jameco ) .
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage | Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price

Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) (LXWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @250VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50

Mean Well PS45-5 +5V@0-8A " 40.0W | 90-264@47-440 | see diagram see diagram 2.22 100 3.0 1.0 20 3,000 0.5 30 20 10-500Hz; 2G 10 74 300,000 | 0.5 UL/CUL/TUVICE 217331CP $27.95| $25.19| $19.95
GE') Mean Well PS45-12 +12V@0-3.7A Qther \’e'?\g;\s\ 44.4W | 90-264@47-440 | see diagram see diagram 2.47 100 2.0 1.0 20 3,000 0.5 30 20 10-500Hz; 2G 10 76 300,000 0.5 UL/CUL/TUV/CE 213727CP 27.95 25.19 19.95 _g)
(G Mean Well PS45-24 +24V@0-1.9A Ava“ag\;_' 42 | 45.6W | 90-264@47-440 | see diagram | see diagram 2.53 100 2.0 10 | €«=—>»| 20 3,000 0.5 30 20 | 10-500Hz; 2G 10 78 300,000 | 0.5 UL/CUL/TUV/CE | 213719CP 27.95| 25.19| 19.95 [
"'C‘ Mean Well PS45-48 +48V@0-1A 800-8 48.0W | 90-264@47-440 | see diagram see diagram 2.67 100 2.0 1.0 20 3,000 0.5 30 20 10-500Hz, 2G 10 78 300,000 | 0.5 UL/CUL/TUVICE 213701CP 27.95 25.19 19.95 I
8_ Mean Well PD45A +5V@0.4-3.2A; +12V@0.2-2 40.0W | 90-264@47-440 | see diagram see diagram 2.42 50 3.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 7 288,000 0.5 UL/CUL/TUVICE 194861CP 32.95 29.69 20.79 %
o Mean Well PD45B +5V@0.4-3.2A; +24V@0.2-1.2A 44.8W | 90-264@47-440 | see diagram see diagram 2.72 50 3.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 78 300,000 0.5 UL/CUL/TUV/CE 194870CP 32.95 29.69 20.79 @

Mean Well PT45B +5V@0.4-3A; +12V@0.2-2A; -12V@0-0.3A | 45.0W | 90-264@47-440 | see diagram see diagram 1.88 50 3.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 75 262,000 0.5 UL/CUL/TUV/CE 88401CP 34.95 31.49 21.95

Mean Well S-60-5 +5V@0-12A 60.0W | 85-264@47-63 see diagram see diagram 1.67 120 1.0 0.5 30 3,000 & 50 10 10-500Hz; 2G 10 73 316,000 1.2 UL/CUL/TUVICE 123326CP 52.95| 47.69 33.19

Mean Well S-60-12 +12V@0-5A 60.0W | 85-264@47-63 see diagram see diagram 1.67 120 0.5 05 | €=——> 30 3,000 815 50 10 10-500Hz: 2G 10 76 316,000 12 UL/CUL/TUVICE 123334CP 52.95| 47.69 839

Mean Well S-60-15 +15V@0-4A 60.0W | 85-264@47-63 see diagram see diagram 1.67 150 0.5 0.5 30 3,000 815 50 10 10-500Hz; 2G 10 7 316,000 1.2 UL/CUL/TUVICE 123342CP 52.95| 47.69 33.19

Mean Well S-60-24 +24V@0-2.5A 60.0W | 85-264@47-63 see diagram see diagram 1.67 150 0.5 0.5 30 3,000 35 50 10 10-500Hz; 2G 10 79 316,000 1.2 UL/CUL/TUVICE 123351CP 52.95| 47.69 33.19 &
§ Mean Well D-60A +5V@0.3-4A; +12V@0.2-3A 56.0W | 85-264@47-63 see diagram see diagram 1.56 75 0.5 0.5 30 3,000 1.0 50 10 10-500Hz; 2G 10 73 301,000 1.2 UL/CUL/TUV/CE 123457CP 54.95| 49.95 35.09 =
o Mean Well D-60B +5V@0.3-3A; +24V@0.2-1.8A 58.0W | 85-264@47-63 see diagram see diagram 1.62 75 0.5 0.5 30 3,000 1.0 50 10 10-500Hz; 2G 10 76 301,000 1.2 UL/CUL/TUVICE 123465CP 54.95| 49.95 35.09 o
8 Mean Well T-60A +5V@0.5-5A; +12V@0.2-2.5A; -5V@0-0.5A | 57.5W | 85-264@47-63 see diagram see diagram 1.60 100 1.0 0.5 30 3,000 1.0 50 10 10-500Hz; 2G 10 72 281,000 1.2 UL/CUL/TUV/CE 123473CP 54.95 49.95 34.49 é
= Mean Well T-60B +5V@0.5-5A; +12V@0.2-2.5A; -12V@0-0.5A | 61.0W | 85-264@47-63 see diagram see diagram 1.70 100 1.0 05 | €=—>» 30 3,000 1.0 50 10 10-500Hz; 2G 10 72 281,000 1.2 UL/CUL/TUVICE 123481CP 54.95 49.95 34.49

Mean Well T-60C +5V@0.5-5A; +15V@0.2-2A; -15V@0-0.5A | 62.5W | 85-264@47-63 see diagram see diagram 1.61 100 1.0 0.5 30 3,000 1.0 50 10 10-500Hz; 2G 10 72 281,000 1.2 UL/CUL/TUV/CE 123490CP 54.95| 49.95 34.49

Mean Well Q-60B +5V@0.5-5.5A; +12V@0.1-2A,; 60.0W | 85-264@47-63 see diagram see diagram 1.63 100 0.5 0.5 18 3,000 1.0 20 12 10-500Hz; 2G 10 70 284,000 12 uL/CuL 147045CP 59.95 53.95 38.49

-5V@0-0.5A; -12V@0-0.5A

* Primary Output

Limited Supply — Special Offers — 90-Day Warranty Limited Supply — Special Offers — 90-Day Warranty

A\'/‘/ Size Mounting Hole | Power | Ripple & Inrush |Isolation| Leakage Hold-up Voltage Jameco . YIre
Manufacturer Output Input Inches Size (In.) Density | Noise Reg. | Reg. Curr. (A) | Voltage | Current |Time | Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) (LXWxH) (LxWxDia.) (W/in%) | (mV p-p)*| (x%)*| (+%)* @250VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
DVE DSP-453A-6 +5V@9A 45.0W | 100-250@47-63 | 5.0x3.0x1.1 | 4.6x2.6x0.14 2.73 — 5.0 — — — — — — — — 70 — 0.6 UL/CSAITUV 203414CP $9.95| $8.95 $8.95
Digital Power | US50-105 +5V@0.1-10A 50.0W | 90-250@47-63 5.0x3.0x1.1 | 4.6x2.6x0.15 3.03 50 3.0 0.2 25 — — — 8  |5-500Hz; 0.75G — 75 280,000 | 0.5 |UL/CUL/CSA/TUVICE | 204556CP 19.95 17.99 16.19
oy Delta SMP-43EP-10A | +5V@8A; +12V@0.5 46.0W | 100-240@50-60 | 5.0x3.0x1.3 4.6x2.6x0.13 2.36 — — — 30 — 0.75 100 10 — — 65 50,000 0.6 UL/CSA 190297CP 3.79 3.45 3.15 o
% Phihong PSA50201 +5V@1-8A; +12V@0-0.5A 46.0W | 100-240@50-60 | 5.0x3.0x1.2 | 4.6x2.6x0.16 2.56 50 2.0 10 | =—>»| 20 1,500 1.0 — 16 10-55Hz; 2G 1 70 — 0.6 uL/CuL/Tuv 190300CP 3.95 3.59 3.25 S
il |PD Power SRW-45-2003 +5V@5A; +24V@1.5A 45.0W | 85-264@47-63 5.0x3.0x1.2 | 4.6x2.6x0.16 2.50 — 0.5 — 40 4,250 — — 16 — 10 68 150,000 | 0.5 UL/CSA/TUV/CE | 204513CP 19.95 17.99 16.19 ?n
g IPD Power SRW-45-3102 +5V@2.5A; +14.5V@2A; -5.2V@3A 45.0W | 85-264@47-63 5.0x3.0x1.2 4.6x2.6x0.16 2.50 — 0.5 — 40 4,250 — — 16 — 10 68 150,000 0.5 — 204548CP 19.95 14.99 10.49 o
8— IPD Power SRW-45-3002 +5V@5A; +15V@2A; -15V@0.7A 45.0W | 85-264@47-63 5.0x3.0x1.2 | 4.6x2.6x0.16 2.50 — 0.5 — 40 4,250 — — 16 — 10 68 150,000 | 0.5 UL/CSAITUV 204521CP 19.95 17.99 16.19 %
IPD Power SRW-45-4008 +3.3V@5A; +3.3V@3A; +5V@3A; +12V@0.7A| 45.0W | 85-264@47-63 5.0x3.0x1.2 4.6x2.6x0.16 2.50 — 0.5 — 40 4,250 — — 16 — 10 68 150,000 0.5 UL/CUL/TUV/CE 204530CP 19.95 17.99 16.19
IPD Power SRW-45-4002 +5V@5A; +15V@0.7A; -5V@2A; -15V@0.7A | 45.0W | 85-264@47-63 5.0x3.0x1.2 | 4.6x2.6x0.16 2.50 — 0.5 — 40 4,250 — — 16 — 10 68 150,000 | 0.5 UL/CSAITUVICE | 204492CP 19.95 14.99 10.49
IPD Power SRW-45-4004-27 | +5V@5A; +15V@0.7A; +27V@1A; -15V@0.7A| 45.0W | 85-264@47-63 5.0x3.0x1.1 4.6x2.6x0.16 2.73 — 0.5 — 40 4,250 — — 16 — 10 68 150,000 0.5 UL/CUL/TUV/CE 204476CP 19.95 17.99 16.19
Fortron SU65P10C +5V@0-10A 50.0W | 85-264@47-63 6.1x4.2x2.2 | 4.8x3.2x0.17 0..87 50 — 0.5 15 3,000 0.85 — 10 — — 70 400,000 | 15 UL/CSAITUVICE | 211115CP 8.95 7.95 7.29
Volgen MRE-124R2U +12V@4.2A 50.0W | 115/240@50-60 | 7.1x3.9x1.6 | 6.7x3.6x0.08 1.13 — — — — — — — — — — — — 0.7 UL/CSA/TUV/CE | 205874CP 21.95 19.79 17.79
2 Volgen EXU-481R1 +48V@1.1A 52.8W 120@50-60 4.7x3.6x1.5 — 2.08 — 0.8 0.4 30 2,000 0.5 200 — 10-55Hz; 20G 10 78 — 0.8 uL 208936CP 21.95 19.79 17.79 m
] Autec UPS50-2002 +5V@0.2-3A; +12V@0.1-3A 51.0W | 90-264@47-440 | 5.0x3.0x1.9 | 4.6x2.6x0.16 1.79 50 3.0 0.5 20 3,750 — — 20 — — 70 — 0.7 UL/CSAITUV 169050CP 9.95 7.95 5.95 %
o Volgen PRK50U-1515W | +15V@1.5A; +15V@1.5A 50.0W | 100/120@50-60 7.6x3.7x1.5 6.0x3.0x0.08 1.19 200 1.0 0.4 <> — 1,500 0.5 100 20 10-55Hz; 20G 5 75 — 0.6 UL/CSA 205831CP 21.95 19.79 17.79 (%]
] Skynet SNP-9F43-2 +5V@0-3A; +12V@0-3.5A 57.0W | 115/230@50-60 | 5.0x3.0x1.3 | 4.6x2.6x0.16 2.92 50 1.0 1.0 30 — — — 20 — — 70 — 0.5 UL/CSA/TUV 206463CP 12.95 10.39 7.79 2
Volgen ESK50U-0524W | +5V@3A; +24V@1.5A 51.0W | 115/220@50-60 | 7.1x4.0x1.2 — 1.50 — — — — — — — — — — — — 0.8 uL 205680CP 21.95 19.79 17.79
Volgen ERK50-0524W +5V@6A; +24V@1.5A 50.0W | 120/240@50-60 7.9x4.1x1.6 — 0.96 — — — — — — — — — — — — 1.4 — 205997CP 21.95 19.79 17.79

* Primary Output
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60 to 75-Watt Switching DC Power Supplies

60 to 75-Watt Switching DC Power Supplies

65-Watt Open Frame
NLP65-76 Series: Single & Triple Outputs

* 100% full-load burn-in « Universal AC input

* 3.3 watts/in®  Two-year warranty

* 75 watts with 20 CFM of air

» 1U Package: 5" x 3" x 1.3"

» Mating connectors: P/Ns 104432CP & 104731CP, pg 125

+ 0" to +70°C working temperature (see output derating)
Detailed in blue below, the Artesyn NLP65 series is
onab5"x 3" card with maximum component height
of 1.26" — one of the smallest in the industry and
perfect for 1U applications. With just 20 CEM of air,
the power can be boosted 15% to 75 watts from the
free-air power of 65 watts. The NLP65 series, with
full international safety approvals, and the CE mark,
meets conducted and radiated emissions EN55022;
and complies to EN61000-4-2/3/4/5/6 immunity
standards. If Power Factor Correction is required, the
Artesyn NLP65-96 series is also available in the
same package (see pages 14-15).

The NLP65 is designed for use in low power

data networking, computer and telecom

65-Watt Open Frame
PS-65, PD-65 & PT-65 Series: Single, Dual & Triple Outputs

» 100% full-load burn-in « Universal AC input

o 2.7 watts/in® » Two-year warranty

+ 105°C output capacitor

* Mating connectors: P/Ns 104432CP & 104731CP, pg 125

+ -10°C to +60°C working temperature (see output derating)
Highlighted in tan below, the PS-65 and PT-65
series open-frame switchers from Mean Well are
packaged in a high-density board with industry-
standard mounting dimensions and only 1.7"
component height. Their impressive reliability
derives from a conservative design, the exclusive
use of high-quality components, and 100% full-load
burn-in. Full rated power is available with free-air
convection cooling. They are approved by UL and
TUV, and carry the CE mark, for use worldwide.
Assured to operate correctly anywhere in the world,
these switchers feature universal voltage input ranges
of 85-264VAC and 120-370VDC.
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. Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Artesyn NLP65-7605 +5V@0-13A 65.0W | 85-264@47-63 | — |see diagram| see diagram 8188 50 2.0 2.0 17 3,000 0.7 1000 16 5-500Hz; 2.4G - 72 150,000 0.6 | UL/CUL/CSA/VDEICE |218561CP $64.59 | $57.95| $54.59
Artesyn NLP65-7612 +12V@0-5.4A 64.8W | 85-264@47-63 | — |see diagram| see diagram 3.32 120 2.0 2.0 17 3,000 0.7 1000 16 5-500Hz; 2.4G — 72 150,000 0.6 | UL/CUL/CSA/VDE/CE |218579CP 64.59 57.95 54.59
Artesyn NLP65-7608 +5V@0-7.5A; +12V@0-2.5A; -12V@0-0.65A | 75.3W | 85-264@47-63 | — |see diagram| see diagram 3.86 50 2.0 2.0 17 3,000 0.7 1000 16 5-500Hz; 2.4G — 72 150,000 0.6 | UL/CUL/CSA/VDEICE |218587CP 64.59 57.95 54.59
Mean Well PS-65-5 +5V@0-12A 60.0W |90-264@47-440 | — |see diagram| see diagram 2.50 100 3.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 76 300,000 0.6 UL/CUL/TUV/CE 201937CP 30.95 27.89 21.95
GEJ Mean Well PS-65-12 +12V@0-5.2A ersions 62.4W |90-264@47-440 | — |see diagram| see diagram 2.60 100 2.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 79 300,000 0.6 UL/CUL/TUVICE 148638CP 30.95 27.89 21.95 -((33
< Mean Well PS-65-15 +15V@0-4.2A Ot\'\?" e’ call 63.0W |90-264@47-440 | — |see diagram| see diagram 2.63 100 2.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 79 300,000 0.6 UL/CUL/TUVICE 216750CP 30.95 22.89 21.95 g
'-'C- Mean Well PS-65-24 +24V@0-2.7A A\lg\_\g?)l_.t\zﬂf'l 64.8W |90-264@47-440 | — |see diagram| see diagram 2.70 100 2.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 80 300,000 0.6 UL/CUL/TUV/CE 148646CP 30.95 27.89 21.95 o
8_ Mean Well PS-65-27 +27V@0-2.4A 80 64.8W |90-264@47-440 | — |see diagram| see diagram 2.70 100 2.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 80 300,000 0.6 UL/CUL/TUVICE 201945CP 30.95 27.89 21.95 %
(@) Mean Well PS-65-48 +48V@0-1.35A 64.8W |90-264@47-440 | — |see diagram| see diagram 2.70 100 2.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 80 300,000 0.6 UL/CUL/TUV/CE 201953CP 30.95 27.89 21.95 D
Mean Well PD65A +5V@0.4-7A;+12V@0.2-3.2A 61.1W |90-264@47-440 | — |see diagram| see diagram 2.72 50 3.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 78 288,000 0.6 UL/CUL/TUVICE 194888CP 34.95 31.49 23.49
Mean Well PD65B +5V@0.4-3.5A; +24V@0.2-2A 65.5W |90-264@47-440 | — |see diagram| see diagram 291 50 4.0 2.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 81 288,000 0.6 UL/CUL/TUV/CE 194896CP 34.95 31.49 23.49
Mean Well PT-65B +5V@0.4-5.5A; +12V@0.2-2.5A; -12V@0-0.5A| 63.5W |90-264@47-440 | — |see diagram| see diagram 2.49 50 4.0 2.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 7 277,000 0.6 UL/CUL/TUVICE 216733CP 31.95 28.79 25.95
Mean Well PT-65C +5V@0.4-5.5A; +15V@0.2-2A; -15V@0-0.5A | 65.0W |90-264@47-440 | — |see diagram| see diagram 2.55 50 3.0 1.0 20 3,000 0.5 20 20 10-500Hz; 2G 10 7 277,000 0.6 UL/CUL/TUVICE 216725CP 31.95 28.79 25.95

* Primary Output

Limited Supply — Special Offers — 90-Day Warranty

A, Zad Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco ) %A
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power| (VAC@Hz) [PFC| (LxWxH) (LxWxDia.) (W/in°) | (mV p-p)*| (z%)*| (z%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
P Autec UPS65-1051 +5V@0.2-13A 65.0W | 115/230@50-60 | — | 6.0x3.5x1.5 | 4.8x3.2x0.16 2.06 50 1.0 0.5 20 3,750 — — 20 — — 70 — 0.8 UL/CSA/VDE 169068CP $11.95| $9.59 $7.19 S
ISI |PD Power SRW-65-2006 +5V@9A; +12V@2A 65.0W | 85-264@47-63 | — | 6.0x4.0x1.1 | 5.7x3.5x0.15 2.46 50 1.0 — 40 4,250 — — 16 — 10 72 150,000 | 0.9 UL/CUL/TUVICE | 204468CP 21.95| 19.79 17.79 =2
I_Eli Encad U006612010 +5.2V@3A ; +24V@2A 65.0W | 90-250@50-60 | — | 6.3x3.9x1.5 — 1.76 — — — — — — — — — — — — 0.6 uL/cuL/Tuv 196824CP 15.95| 14.39 12.95 =
S Digital Power | US70-421-60 +5V@TA; +12V@4A; -12V@1A 70.0W | 90-250@47-63 | — | 5.0x3.2x1.5 — 2.50 50 3.0 0.2 25 — — — 6 — — 75 250,000 | 0.8 UL/CSA/TUVICE | 208725CP 21.95| 19.79 17.79 5'
8_ IPD Power SRW-65-4003 +5V@5A; +12V@2A; +24V@1A; -12V@2A | 65.0W | 85-264@47-63 | — [6.0x4.0x1.1 | 5.7x3.5x0.16 2.46 — 1.0 — 40 4,250 — — 16 — 10 72 150,000 0.9 UL/CSA/TUV 204484CP 21.95 19.79 17.79 3
Mean Well PT-65D +5V@0.5-4A; +12V@0.2-2A; +24V@0.2-1A| 65.0W |90-264@47-440| — |5.0x3.0x1.5 | 4.6x2.6x0.15 2.89 50 2.0 1.0 20 3,000 0.5 30 20 10-500Hz; 2G 10 79 277,000 | 0.6 UL/CUL/TUV/CE | 215706CP 29.95| 26.95 24.29 @
* Primary Output
12 Convenient On-Line Ordering www.Jameco.com JAMECO N ii:'_":‘" T'uﬂ.- Order 24 /7 Toll Free 1-800-831-4242 13




60 to 75-Watt Switching DC Power Supplies (continued)

60 to 75-Watt Switching DC Power Supplies (continued)

o 75 watts with 20 CFM of air

» 1U Package: 5" x 3" x 1.3"

65-Watt Open Frame with Power Factor Correction
NLP65-96 Series: Single & Triple Outputs

* 100% full-load burn-in
* No minimum load required

* Universal AC input

* 3.3 watts/in®

* Two-year warranty
 Power Factor Correction

» Mating connectors: P/Ns 104432CP & 104731CP, pg 125
« 0° to +70°C working temperature (see output derating)

Detailed in blue below, the Artesyn NLP65 series are

ona 5" x 3" card with maximum component height of

1.26" — one of the smallest in the industry and perfect for

1U applications. With just 20 CEM of air, the power can be
boosted 15% to 75 watts from the free-air power of 65 watts.
The NLP65 series, with full international safety approvals,
and the CE mark, meets conducted and radiated emissions
EN55022; and complies to EN61000-4-2/3/4/5/6 immunity 4
standards. The Artesyn NLP65-96 models provide input

harmonic current correction (Power Factor Correction) to satisfy
EN61000-3-2. If Power Factor Correction is not required, the Artesyn
NLP65-76 series is also available in the same package (see pages 12-13).

The NLP65 is designed for use in low power
data networking, computer and telecom applications

75-Watt Enclosed with Power Factor Correction
SP-75 Series: Single Output

* 100% full-load burn-in

+ No minimum load required
+ 105°C output capacitor

* Power Factor Correction
 Mating connectors: P/N 103587CP, pg 119

» -10°C to +60°C working temperature (see output derating)
Highlighted in tan below, the Mean Well SP-75

series features input Power Factor Correction that
meets EN61000-3-2, required in Europe for power
supplies 75 watts and above. They are approved

by UL and TUV, and carry the CE mark for use
worldwide. The high-density enclosed packaging
results in a profile of only 1.3" and a power density

of 2.1 watts per inch’. As with all Mean Well power
products, every SP-75 product is subjected to 100%
full-load burn-in testing. This rigorous production
procedure detects infant product failures, contributing
to Mean Well’s world-class reliability. Protection
includes short-circuit, overload and over-voltage.

« Universal AC input
¢ 2.1 watts/in®
* Three-year warranty

such as hubs, routers POS terminals, internet servers, T
cable modems and PBXs; as well as many industrial applications. J| "
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Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (lbs.) Certification Number 1 10 50
= g Artesyn NLP65-9612 +12V@0-5.4A 64.8W | 85-264@47-63 | [J |see diagram | see diagram 3.32 120 2.0 2.0 17 3,000 0.7 1000 16 | 5-500Hz, 2.4G — 72 150,000 | 0.6 | UL/CUL/CSA/VDEICE | 218595CP $79.19 | $67.69 | $63.69
8 < Artesyn NLP65-9624 +24V@0-2.7A 64.8W | 85-264@47-63 | O | see diagram | see diagram 3.32 240 2.0 2.0 17 3,000 0.7 1000 16 5-500Hz; 2.4G — 72 150,000 0.6 | UL/CUL/CSA/VDE/CE | 218608CP 79.19 67.69 63.69
© i Artesyn NLP65-9608 +5V@0-7.5A; +12V@0-2.5A; -12V@0-0.65A | 75.3W | 85-264@47-63 | [ |see diagram | see diagram 3.86 50 2.0 2.0 17 3,000 0.7 1000 16 | 5-500Hz; 2.4G — 72 150,000 | 0.6 | UL/CUL/CSA/VDE/CE | 218616CP 79.19 | 67.69 63.69
Mean Well SP75-5 +5V@0-15A 75.0W | 85-264@47-63 | [ |see diagram | see diagram 211 80 1.0 0.5 40 3,000 2.0 60 20 10-500Hz; 2G 10 72 208,800 | 1.2 UL/CUL/TUV/CE | 194829CP 70.95| 63.89 50.89
5| Mean Well SP75-12 +12V@0-6.3A [ Versions 75.6W | 85-264@47-63 | O |see diagram| see diagram 2.13 80 0.5 0.5 40 3,000 2.0 60 20 10-500Hz; 2G 10 7 208,800 | 1.2 UL/CUL/TUVICE | 194837CP 70.95| 63.89 50.89
§ Mean Well SP75-15 +15V@0-5A Ot\'\;\ab\e._ call 75.0W | 85-264@47-63 | O |see diagram| see diagram 211 80 0.5 0.5 40 3,000 2.0 60 20 10-500Hz; 2G 10 79 208,800 | 1.2 UL/CUL/TUV/CE | 194845CP 70.95| 63.89 50.89
‘= | Mean Well SP75-24 +24V@0-3.2A A;0_831_42A2 76.8W | 85-264@47-63 | [ |see diagram | see diagram 2.16 100 0.5 0.5 40 3,000 2.0 60 20 10-500Hz; 2G 10 80 208,800 | 1.2 UL/CUL/TUV/CE | 194853CP 70.95| 63.89 50.89
= | Mean Well SP75-48 +48V@0-1.6A = 76.8W | 85-264@47-63 | O |see diagram | see diagram 2.16 100 0.5 0.5 40 3,000 2.0 60 20 10-500Hz; 2G 10 80 208,800 | 1.2 UL/CUL/TUVICE | 216805CP 70.95| 63.89 50.89

* Primary Output

Limited Supply — Special Offers — 90-Day Warranty

oplE

Limited Supply — Special Offers — 90-Day Warranty

Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco g
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC@Hz) |PFC| (LxWxH) (LxWxDia.) (W/in°) | (mV p-p)*| (%)*| (z%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
P Artesyn NLP70-9693 +3.3@10.5A; +5V@10.5A; +12V@0.65A 70.0W [100-240@50-60| [ |5.5x3.0x1.3| 4.6x2.6x0.16 3.26 — 2.0 2.0 17 3,000 0.7 — 16 | 5-500Hz; 2.4G — 70 150,000 | 0.8 UL/CSA/VDE/CE | 182916CP $3.95| $3.55 $3.25 =
8 I=J Delta DPS-60MPB +3.3V@0.8-8A; +5V@1-9A; 65.0W |90-270@47-63 | — |5.8x3.3x1.4 — 2.24 50 2.0 2.0 40 — 2.0 100 16 — — 65 — 1.0 UL/CUL/TUV 171731CP 7.95 6.39 4.79 Y] %
& g +12V@0-1A; -12V@0-0.2A 33
Autec UPS61-1004-T | +3.3V@4A; +5V@2A; +12V@3A; +32V@0.5A | 65.0W |115/230@50-60| — |5.0x3.5x1.8 — 1.90 — — — — — — — — — — — — 0.8 CSA/CE 189966CP 5.89 5.29 4.75
Volgen ESK70U-0524WA | +5V@2.5A; +24V@2.5A 72.5W |115/220@50-60| — |8.7x3.9x1.5 — 1.42 — — — — — — — — — — — — 13 205989CP 24.95 22.49 20.25
§ Volgen ESK80U-1515 +5V@10A; +15V@0.8A; -15V@0.8A 74.0W (115/220@50-60| — |8.7x5.0x1.5 — 1.13 — — — — — — — — — — — — 1.9 UL/CSA 205698CP 24.95| 22.49 20.25 rgn
K=} Volgen PRK70U-1515 +5V@5A; +15V@2A; -15V@1A 70.0W |100/120@50-60| — |8.7x4.1x2.8 | 6.9x3.4x0.08 0.70 80 0.8 0.4 35 1,500 0.5 100 20 10-55Hz; 20G 5 73 — 1.0 UL/CSA 205840CP 24.95 22.49 20.25 o
8 Volgen JRK-115B +5V@4.5A; +15V@3.5A; 75.0W |100/240@50-60| — (10.5x5.0x2.5 — 0.36 — — — — — — — — — — — — 24 — 205858CP 24.95 22.49 20.25 %
= +24V@0.4A; -5V@1.6A; -15V@1.5A =
* Primary Output
14 Convenient On-Line Ordering www.Jameco.com JAMECO N ii:'_":‘" L:;—'-:-l-t’.ul Order 24 /7 Toll Free 1-800-831-4242 15




75 to 100-Watt Switching DC Power Supplies s 75 to 100-Watt Switching DC Power Supplies

100-Watt Open Frame MW 100-Watt Open Frame
LPS-100 Series: Single Output [ mia mnis | _ PQ-100 Series: Quad Outputs

* 100% full-load burn-in * Auto-switch AC input * 100% full-load burn-in « Universal AC input
* No minimum load required e 3.4 watts/in® * 1.8 watts/in®  Two-year warranty
» 105°C output capacitor * Three-year warranty » 105°C output capacitor
* Mating connectors: * Mating connectors:
P/Ns 215950CP & 215976CP, pg 125 P/Ns 104723CP, 104766CP & 104432CP pg 125
» -10°C to +60°C working temp + -10°C to +60°C working temp (see output derating)
(see output derating) Shown below in buff color, this impressive
Detailed below in blue series of quad-output 100-watt switchers
is one of Mean Well’s features universal input voltage ranges of 90-
premium series that 264VAC and 127-370VDC. The solid, reliable,
carries an unusually : a low cost design features overload protection to
long 3-year warranty. . 140% of rated load with auto-recovery, and
The LPS-100 benefits over-voltage protection to 135% of rated output
from a modern state-of- voltage. Additional protection includes short-
the-art design using highly

circuit and a soft-start circuit that limits the AC
integrated components. Assured to operate correctly anywhere in the world,

surge current to a safe value. With free-air
these open-frame switchers feature universal voltage input ranges of convection the 100-watt rated power is available

100-Watt Enclosed MW
S-100F Series: Single Output [ i L |

¢ 100% full-load burn-in
* No minimum load required 1.7 watts/in®
+ 105°C output capacitor » Two-year warranty
* Mating connectors: 103587CP, pg 119
« -10°C to +60°C working temp.
(see output derating)
Highlighted below in tan
and surprisingly
inexpensive for its
capabilities, the S-100F series
is one of Mean Well’s most
successful enclosed power
supplies. With only free-air
convection, the 100-watt rated power
is available from 0°C to 50°C ambient
temperature. These switchers derive their impressive reliability from a conservative design,
the exclusive use of high-quality components, and 100% full-load burn-in. Protection includes

85-264VAC and 120-370VDC. The highly compact layout results in an impressive from -10°C to 50°C ambient temperature, and short-circuit, overload and over-voltage. A novel soft-start circuit limits the AC surge current
power density of 3.4 watts per inch’ and a maximum height of 1.3". These products 60°C with fan cooling. Withstand voltage is to a safe value. Guaranteed safety standards comprise UL1012, UL1950 and TUV EN60950;
are approved by UL, CUL and TUV; and carry the CE mark for use worldwide. EMC 3kVAC for input/output & 1.5kVAC and these products have earned the European CE mark.
standards met are EN55022 (CISPR22) Class B and IEC1000-2/3/4. input/ground. i
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. Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Mean Well LPS100-5 +5V@0-20A 100.0W| 88-264@47-63 | — |see diagram| see diagram 4.35 100 15 0.5 30 3,000 1.0 50 20 10-500Hz: 2G 10 7 203,000 | 0.8 UL/CUL/TUV/CE | 213591CP $49.95| $44.95| $38.49
Mean Well LPS100-12 +12V@0-8.4A other \IeYS\O“\S\ 100.8W| 88-264@47-63 — | see diagram | see diagram 4.39 100 15 0.5 30 3,000 1.0 50 20 10-500Hz: 2G 10 79 203,000 | 0.8 UL/CUL/TUVICE 173471CP 49.95 44.95 38.49
GE’ Mean Well LPS100-15 +15V@0-6.7A pvailable: CzaAZ 100.5W| 88-264@47-63 | — |see diagram| see diagram 4.38 100 15 0.5 30 3,000 1.0 50 20 10-500Hz: 2G 10 80 203,000 | 0.8 UL/CUL/TUVICE | 216717CP 49.95| 44.95 38.49 (RS
© Mean Well LPS100-24 +24V@0-4.2A 9300'3?’1'A 100.8W| 88-264@47-63 | — |see diagram| see diagram 4.39 150 0.5 05 | €=—>»| 30 3,000 1.0 50 20 10-500Hz: 2G 10 80 203,000 | 0.8 UL/CUL/TUV/CE | 173462CP 49.95| 44.95 38.49 @
LC'- Mean Well LPS100-48 +48V@0-2.1A 100.8W| 88-264@47-63 | — |see diagram| see diagram 4.39 200 0.5 0.5 30 3,000 1.0 50 20 10-500Hz: 2G 10 81 203,000 | 0.8 UL/CUL/TUVICE | 216709CP 49.95| 44.95 38.49 l
IS Mean Well PQ-100B +5V@2-10A; +12V@0.5-3.5A; 100.5W| 100-264@47-63 | — |see diagram | see diagram 1.89 80 2.0 1.0 50 3,000 1.0 50 20 10-500Hz: 2G 10 72 258,000 | 1.1 UL/CUL/TUV/CE | 217306CP 64.95| 58.49 46.49 %
o -5V@0-0.5A; -12V@0-0.5A @
Mean Well PQ-100D +5V@2-5A; +12V@0.5-2A; 103.0W| 100-264@47-63 | — |see diagram | see diagram 1.80 80 1.0 1.0 50 3,000 1.0 50 20 10-500Hz: 2G 10 7 258,000 | 1.1 UL/CUL/TUVICE | 217293CP 64.95| 58.49 46.49
+24V@0.4-2A; -12V@0-0.5A
Mean Well S-100F-5 +5V@0-20A 100.0W |88-132/176-264@47-63| — | see diagram | see diagram 2.19 100 1.0 0.5 30 3,000 1.0 30 15 10-500Hz: 2G 10 76 314,000 | 1.4 UL/TUVICE 201961CP 64.95| 58.95 38.49 o
E Mean Well S-100F-12 +12V@0-8.5A 102.0W|88-132/176-264@47-63| — | see diagram | see diagram 2.24 125 0.5 05 | =€=—>»| 30 3,000 1.0 30 15 10-500Hz: 2G 10 80 314,000 | 1.4 UL/TUVICE 123385CP 64.95| 58.95 38.49 | =
=1 Mean Well S-100F-15 +15V@0-6.7A 100.5W|88-132/176-264@47-63| — | see diagram | see diagram 2.20 125 0.5 0.5 30 3,000 1.0 30 15 10-500Hz: 2G 10 81 314,000 | 1.4 UL/TUVICE 212450CP 64.95| 58.95 38.49 [ 5
‘= Mean Well S-100F-24 +24V@0-4.5A 108.0W |88-132/176-264@47-63| — | see diagram | see diagram 2.37 150 0.5 0.5 30 3,000 1.0 30 15 10-500Hz: 2G 10 83 314,000 | 1.4 UL/TUVICE 201970CP 64.95| 58.95 38.49 | )
= Mean Well S-100F-48 +48V@0-2.2A 105.6W |88-132/176-264@47-63| — | see diagram | see diagram 2.31 150 0.5 0.5 30 3,000 1.0 30 15 10-500Hz: 2G 10 84 314,000 | 1.4 UL/TUV/CE 216792CP 64.95 58.95 38.49 =

* Primary Output

7 Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price

Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (lbs.) Certification Number 1 10 50
PRl A\stec LPS112 +5V@0-16A 80.0W [100-250@50-60| — |7.0x4.0x1.7 | 6.5x3.5x0.16 1.68 50 — — 18 — 0.5 — 20  |5-500Hz; 0.75G 5 70 550,000 1.2 UL/CSA/VDE/CE 190676CP $7.89 $6.99 $6.39 o
% Digital Power | USS100-245 +5V@20A 100.0W | 90-250@50-60 | — |5.0x3.2x1.5| 2.7x2.7x0.08 4.17 100 3.0 0.2 e 25 — — — 6 5-500Hz; 0.75G — 75 160,000 0.8 | UL/CUL/CSA/TUVICE |208750CP 29.95 26.99 24.29 _8
il £OS VLT100-1004 48V@0.2-2.1A 100.0W [100-240@50-60| « |5.0x3.0x1.0| 4.6x2.6x0.16 6.67 480 3.0 0.3 35 — — 50 10 — — 85 200,000 0.5 UL/CUL/VDE/CE 203326CP 27.95 24.95 22.49 _|3_|
% Lambda PW-G-00790 +3.3V@15A; +5V@7A 85.0W [100-240@50-60| — |8.0x3.5x1.3 — 2.34 — — — — — — — — — — — — 1.2 UL/CSA/TUVICE 196251CP 3.39 3.09 2.85 o
8— Digital Power |US100-313 +3.3V@6A; +5V@12A; +12V@0.8A 90.0W |90-250@47-63 | — |6.0x4.0x1.0| 2.7x2.7x0.12 3.75 100 3.0 0.2 25 — — — 6 5-500Hz; 0.75G — 75 160,000 1.0 |UL/CUL/CSA/TUVICE |157913CP 24.95 22.49 20.25 g

Power-One MAP80-4003 +5V@14A; +5V@3.5A; -5V@1A; -15V@1A | 80.0W [100/230@47-63| — |7.2x4.3x1.8| 6.7x3.2x0.17 1.44 50 1.0 0.2 e 45 2,600 0.5 20 20 10-2kHz; 6G — 75 175,000 2.0 UL/CSA/TUV/CE 202876CP 24.95 22.49 20.29

Volgen MRE-156R6U | +15V@6.6A 100.0W [115/240@50-60| — |8.6x3.9x2.0 — 1.49 — — — — — — — — — — — — 12 UL/CSA/TUV 205971CP 31.95| 28.79| 25.89

* Primary Output

16 Convenient On-Line Ordering www.Jameco.com JAMECO e et Lugnd Order 24/7 Toll Free 1-800-831-4242 17
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75 to 100-Watt Switching DC Power Supplies (continued) 75 to 100-Watt Switching DC Power Supplies (continued)

100-Watt Open Frame MW 100-Watt Open Frame 100-Watt Enclosed MW
With Power Factor Correction e with Power Factor Correction With Power Factor Correction e o ]
LPP-100 Series: Single Output ' PPQ-1003 & PPQ-100 Series: Quad Outputs SP-100, TP-100 & QP-100 Series: Single, Triple & Quad Outputs
* 100% full-load burn-in * Auto-switch AC input ¢ 100% full-load burn-in * Auto-switch AC input ¢ 100% full-load burn-in * Universal AC input

* No minimum load required e 3.4 watts/in® o 4.2 watts/in® * Power Factor Corrected ¢ 2.0 watts/in® * Power Factor Correction
« 105°C output capacitor * Three-year warranty » 105°C output capacitor * Three-year warranty « 105°C output capacitor * Three-year warranty
 Power Factor Correction * Mating connectors: PPQ1003-P/Ns 104766CP & » Mating connectors: 103587CP, pg 119

« Mating connectors: two 104432CP, pg 125; PPQ100-P/Ns = « -10°C to +60°C working temp. (see output derating)

104715CP & two 104723CP, pg 125;
+ -10°C to +60°C working temp (see output derating)

Shown below in buff color, for applications
requiring 3.3VDC and a total of four outputs,

P/Ns 215950CP & 215976CP, pg 125

» -10°C to +60°C working temp
(see output derating)

Detailed below in blue, one of

Highlighted below in tan, this Mean Well

family of 100-watt enclosed switchers feature
input Power Factor Correction of 0.98 at 115VAC
that complies with EN61000-3-2, required in Europe

Mean Well’s newest and most these series offer excellent performance, high for power supplies 75 watts and above. They
modern designs, the open-frame reliability and surprisingly low cost. These open- are approved by UL and TUV, and carry the L§
LPP100 series features input frame switchers include both input Power Factor CE mark, for use worldwide. The high-density v .
Power Factor Correction that Correction and universal input voltage ranges of enclosed packaging results in a profile of only
meets EN61000-3-2, required in 85-264VAC and 120-370VDC. Full 100-watt out- 1.8" and a power density of 2.0 watts per inch’. i .
Europe for power supplies 75 watts c“‘us “ = put power is available from -10°C to 50°C with As with all Mean Well products, all SP-100, . -
and above. Couple this with their full 17CEM of forced air cooling, and 80 watts is TP-100 and QP-100 products are subject to 100% Dimensions QP-100/TP-100
range universal input ranges of 85-264VAC and 120-370VDC, and these switchers available to 60°C. Protection includes short-cir- full-load burn-in testing. This rigorous production procedure
are ready for use worldwide. Meeting the requirements of UL1950 and TUV EN60950, cuit, overload and over-voltage; and a novel detects infant product failures, contributing to Mean Well’s It L T
these products are approved by UL, CUL, and TUV; and carry the CE mark, for soft-start circuit limits the AC surge current to a world-class reliability. Protection includes short-circuit, L ¥ L ';!:-'
use worldwide. EMC standards met are EN55022 Class B and EN61000-4-2/3/4/5/6/8/11. safe value. Guaranteed safety standards com- overload and over-voltage.
The highly compact layout results in an impressive power density of 3.4 watts per inch? prise UL1950 and TUV EN60950, and these S
and maximum height of 1.3". products have earned the European CE mark. , - Dimensions
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. Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (lbs.) Certification Number 1 10 50
Mean Well LPP-100-5 +5V@0-20A 100.0W | 85-264@47-63 | # |see diagram| see diagram 3.42 100 1.0 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 75 224,300 0.8 UL/CUL/TUVICE 216696CP $60.95 | $54.89 | $44.79
Mean Well LPP-100-12 +12V@0-8.5A Qther \]er§\0“5 102.0W | 85-264@47-63 | # |see diagram| see diagram 3.49 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 79 224,300 0.8 UL/CUL/TUVICE 216688CP 60.95 54.89 44.79
Mean Well LPP-100-15 +15V@0-6.7A A\la\\ab\el call 100.5W | 85-264@47-63 | « |see diagram| see diagram 4.38 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 80 224,300 0.8 UL/CUL/TUVICE 216670CP 60.95 54.89 44.79
Mean Well LPP-100-24 +24V@0-4.2A 800_831-42A2 100.8W | 85-264@47-63 | « |see diagram| see diagram 3.45 150 0.5 0.5 B S 40 3,000 2.0 30 20 10-500Hz: 2G 10 83 224,300 0.8 UL/CUL/TUVICE 204610CP 60.95 54.89 44.79
GE-’ Mean Well LPP-100-48 +48V@0-2.1A 100.8W | 85-264@47-63 | # |see diagram| see diagram 3.45 250 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 83 224,300 0.8 UL/CUL/TUVICE 216653CP 60.95 54.89 44.79 _g
© Mean Well PPQ-1003B +3.3V@0-10A; +5V@2-10A; 110.6W | 90-264@47-63 | « |see diagram | see diagram 2.30 100 2.0 1.0 40 3,000 1.0 50 16 10-500Hz: 2G 10 72 150,600 11 UL/CUL/TUVICE 213815CP 81.95 73.79 61.95 g
'-C'- +12V@0.2-2A; -12V@0-0.3A :l:l
8_ Mean Well PPQ-1003D +3.3V@0-10A; +5V@2-10A; 114.2W | 90-264@47-63 | « |see diagram | see diagram 2.37 100 2.0 1.0 40 3,000 1.0 50 16 10-500Hz: 2G 10 72 150,600 11 UL/CUL/TUVICE 213807CP 81.95 73.79 61.95 g
(@) +12V@0.2-2A; +24V@0-0.3A 1]
Mean Well PPQ-100B +5V@2-10A; +12V@0.3-3.4A; 101.0W | 90-264@47-63 | ¢ |see diagram| see diagram 2.10 100 2.0 1.0 40 3,000 35 50 16 10-500Hz: 2G 10 75 162,500 11 UL/CUL/TUVICE 217277CP 81.95 73.79 61.95
-12V@0-0.6A; -5V@0-0.6A
Mean Well PPQ-100D +5V@2-8; +24V@0.3-2A; 102.4W | 90-264@47-63 | # |see diagram| see diagram 213 100 2.0 1.0 40 3,000 315 50 16 10-500Hz: 2G 10 78 162,500 11 UL/CUL/TUV/CE 217285CP 81.95 73.79 61.95
+12V@0-0.6A; -12V@0-0.6A
Mean Well SP100-3.3 +3.3V@0-20A 66.0W | 86-264@47-63 | « |see diagram| see diagram 1.48 100 1.0 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 70 211,000 13 UL/CUL/TUV/CE 212441CP 81.95 73.79 57.29
Mean Well SP100-5 +5V@0-20A (sions 100.0W | 86-264@47-63 | « |see diagram| see diagram 2.24 100 1.0 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 76 211,000 1.3 UL/CUL/TUVICE 194790CP 81.95 73.79 57.29
Mean Well SP100-12 +12V@0-8.5A Qt\’\e'f \le\e. call 102.0W | 86-264@47-63 | « |see diagram| see diagram 2.29 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 80 211,000 1.3 UL/CUL/TUVICE 194802CP 81.95 73.79 57.29
Mean Well SP100-15 +15V@0-6.7A AVa‘\agl;AzAZ 100.5W | 86-264@47-63 | ¢ |see diagram| see diagram 2.25 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 82 211,000 1.3 UL/CUL/TUVICE 212433CP 81.95 73.79 57.29
Mean Well SP100-24 +24V@0-4.2A 800-8 100.8W | 86-264@47-63 | « |see diagram | see diagram 2.26 150 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 84 211,000 1.3 UL/CUL/TUVICE 194811CP 81.95 73.79 57.29
Mean Well SP100-48 +48V@0-2.1A 100.8W | 88-264@47-63 | « |see diagram| see diagram 2.26 250 0.5 0.1 40 3,000 2.0 30 20 10-500Hz: 2G 10 82 211,000 13 UL/CUL/TUVICE 212425CP 81.95 73.79 57.29
- Mean Well TP-100A +5V@3-10A; +12V@0.4-4A; -5V@0-0.6A 101.0W | 90-264@47-63 | « |see diagram | see diagram 1.85 100 3.0 1.0 40 3,000 B15) 60 20 10-500Hz: 2G 10 75 170,100 1.6 UL/CUL/TUVICE 213794CP 134.95 | 121.49 88.89 m
8 Mean Well TP-100B +5V@3-10A; +12V@0.4-4A; -12V@0-0.6A 105.2W | 90-264@47-63 | # |see diagram| see diagram 1.93 100 3.0 1.0 40 3,000 BI5 60 20 10-500Hz: 2G 10 78 170,100 1.6 UL/CUL/TUVI/CE 213786CP 134.95 | 121.49 88.89 Csl
% Mean Well TP-100C +5V@3-10A; +15V@0.4-3A; -15V@0-0.6A 104.0W | 90-264@47-63 | ¢ |see diagram| see diagram 1.90 100 3.0 1.0 40 3,000 &5 60 20 10-500Hz: 2G 10 7 170,100 1.6 UL/CUL/TUVICE 213778CP 134.95 | 121.49 88.89 8
UCJ Mean Well TP-100D +5V@3-10A; +24V@0.3-2A; +12V@0-0.6A | 105.2W | 90-264@47-63 | « |see diagram| see diagram 1.93 100 3.0 1.0 40 3,000 B15) 60 20 10-500Hz: 2G 10 78 170,100 1.6 UL/CUL/TUVICE 213760CP 134.95 | 121.49 88.89 3
Mean Well QP-100-3B +3.3V@0-8A; +5V@2-8A; 100.0W | 90-264@47-63 | « |see diagram| see diagram 1.64 100 2.0 1.0 40 3,000 35 50 16 10-500Hz: 2G 10 74 139,900 1.6 UL/CUL/TUV/CE 213639CP 149.95 | 134.95 98.49
+12V@0.3-2.2A; -12V@0-0.6A
Mean Well QP-100-D +5V@2-8A; +12V@0-2.4A,; 100.0W | 90-264@47-63 | # |see diagram| see diagram 1.64 120 2.0 1.0 B S 40 3,000 B85 50 16 10-500Hz: 2G 10 78 139,900 1.6 UL/CUL/TUV/CE 213621CP 149.95 | 134.95 98.49
+24V@0.3-1A; -12V@0-0.6A
Mean Well QP-100F +5V@2-8A; +15V@0-2A; 103.0W | 90-264@47-63 | « |see diagram| see diagram 1.69 120 2.0 1.0 40 3,000 815) 50 16 10-500Hz: 2G 10 78 139,900 1.6 UL/CUL/TUV/CE 213612CP 149.95 | 134.95 98.49
+24V@0.3-1A; -15V@0-0.6A

* Primary Output
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100 to 120-Watt Switching DC Power Supplies 100 to 120-Watt Switching DC Power Supplies

110-Watt Open Frame AL
NFS110-76 & NFS110-79 Series: Single & Quad Outputs

* 100% full-load burn-in « Universal AC input
* 110W with 20 CFM of air * 2.1 watts/in®

110-Watt Open Frame

With Power Factor Correction

NLP110 Series: Single & Triple Outputs
* 100% full-load burn-in  « Universal AC input
* 4.4 watts/in® * Power Factor Corrected
» 105°C output capacitor Two-year warranty
* 1U package: 6.5"x 3" x 1.3"
* 110W with 20 CFM of air
* Mating connectors:

P/Ns 104432CP & 104731CP (2), pg 125
» 0°C to +70°C working temp. (see output derating)
Shown below in buff color, the Artesyn NLP110
series is Power Factor Corrected to meet
EN61000-3-2. The multiple output models can
deliver equal amounts of current on multiple
low voltage outputs to support designs that
still span the industry transition from 5-volt to

120-Watt Enclosed MW
D-120 & Q-120 Series: Dual & Quad Outputs L===="

¢ 100% full-load burn-in * 1.8 watts/in®

+ 105°C output capacitor * Two-year warranty
» Mating connectors: 103587CP, pg 119

« -10°C to +60°C working temp. (see output derating)
Highlighted below in tan, the workhorse
D-120 and Q-120 have long been amongst the
most popular Mean Well series of enclosed
switching power supplies. Their efficiency and low
working temperature contribute to their very high A
MTBF c:gf 272,%00 hours. Full 120 watts of pox}//ver%s s AL 2 C€
available over the ambient temperature range of 0°C to 50°C. With derating (see below) the
range extends to -10°C to 60°C. The solid, reliable, low-cost design features overload protec-
tion to 135% of rated load with auto-recovery, and over-voltage protection to 135% of rated
output voltage. Additional protection includes short-circuit and a soft-start circuit that limits
the AC surge current to a safe value.

» Mating connectors: P/Ns 104723CP,
104766CP & 104432CP, pg 125
» Medical Safety approval (NFS110-79 only) -
* 0°C to +70°C working temp. (see output derating)
Detailed below in blue, the Artesyn NFS110
series are 110 watt universal-input power supplies
ona?7"x425"x1.8" card. The NFS110-76 models
have proven to be highly reliable and versatile for
a wide range of communication and industrial
applicatior;gs, with a very high peak current s @ A ce
capability on each output for drive and motor applications. The NFS110-76 series is popular in low
power data networking, computer, telecom and industrial applications such as servers, thermal print-

ers, storage devices, vending machines and POS equipment. The NFS110-96 feature safety leakage S e TR S T e
.3-volt logic. The s hi, ower densi : ;
ggg?z?gllf;?ilﬁiggo\gﬁ:;e el b L r . results in ? package only 1.5” lgng}z:r than the 6?)’- OUTPUT DERATIMG D120 7 .
of 4000VAC. These models have| & " 2 . : - watt Artesyn NLP-65. The NLP110 series, with o r: :
full medical safety approval to - : e full international safety approvals, and the CE o L1 . k:
EN60601 and UL2601, and meet E mark, meets conducted and radiated emissions £ L | E: — |
conducted emissions . | Dimensions EN55022 and complies to EN61000-4-2/3/4/5/6 " - ! L M ||
! = . ] i :
requirements of EN55022 level | £ immunity standards. The NLP110 is primarily ) ) b pr— s B 3
A. They are designed for usein | # . : designed for networking applications in 1TU Dimensions T e R T | S— .
low power medical, dental and ' B shelves or boxes that have a heavy logic content L o B e g 1 Dimensions 1
laboratory applications. - such as access concentrators, midrange routers, el T THARF {1 o : - =
LAN switchers and shared media hubs.
Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (#%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Artesyn NFS110-7612 | +12V@0-7A 84.0W | 85-264@47-440 | — |see diagram| see diagram 1.67 120 2.0 0.1 35 3,000 0.2 — 17 | 5-500Hz; 2.4G 3 72 125,000 | 1.2 [UL/CUL/CSA/VDE/CE | 218982CP | $126.95 | $108.49 | $102.15
Artesyn NFS110-7624 +24V@0-3.5A 84.0W | 85-264@47-440 | — |see diagram| see diagram 1.67 240 2.0 0.1 35 3,000 0.2 — 17 5-500Hz; 2.4G 3 75 125,000 1.2 | UL/CUL/CSA/VDEICE | 218974CP 126.95| 108.49| 102.15
Artesyn NFS110-7602P | +5.1V@0-8A; +12V@0-4.5A; 103.3W| 85-264@47-440 | — |see diagram| see diagram 2.60 50 2.0 0.1 85 3,000 0.2 — 17 | 5-500Hz; 2.4G 3 70 125,000 | 1.3 |UL/CUL/CSA/VDE/CE | 218966CP 126.95 | 108.49 | 102.15
-5V@0-0.5A; -12V@0-0.5A B S
Artesyn NFS110-7604 +5.1V@0-8A; +15V@0-4A; 110.6W| 85-264@47-440 | — |see diagram| see diagram 2.78 50 2.0 0.1 35 3,000 0.2 — 17 5-500Hz; 2.4G & 70 125,000 1.3 | UL/CUL/CSA/VDEICE | 220231CP 126.95| 108.49| 102.15
-5V@0-0.5A; -15V@0-0.5A
GEJ Artesyn NFS110-7901P | +5.1V@0-8; +12V@0-4.5A; 103.3W| 90-253@47-440 | — |seediagram| see diagram 191 50 — 0.1 17 4,000 0.1 — 17 5-500Hz; 2.4G 3 70 125,000 13 UL/CSA/VDE/CE 220222CP 131.15| 112.15| 105.55 -8
] (medical) -5V@0-0.5A; -12V@0-0.5A o
LCL Artesyn NFS110-7902P | +5.1V@0-8A; +12V@0-4.5A; +24V@0-3.5A[110.0W| 90-253@47-440 | — |see diagram| see diagram 341 50 — 0.1 17 4,000 0.1 — 17 5-500Hz; 2.4G ) 70 125,000 1.3 UL/CSA/VDE/CE 220214CP 131.15| 112.15| 105.55 iy
8 (medical) -12V@0-0.5A g
(@] Artesyn NLP110-9605 | +5V@0.5-15A other \Jersions 75.0W 90-264@47-63 / |seediagram| see diagram 2.96 50 2.0 2.0 18 3,000 0.45 1000 | 16.7 | 5-500Hz; 2.4G 3 75 220,000 0.6 UL/CUL/CSA/VDE | 218915CP 107.65 96.65 90.95 @
Artesyn NLP110-9612 |+12V@0.3-6.4A pvailable: 9322 76.8W | 90-264@47-63 | « |seediagram| see diagram 3.03 120 2.0 20 | €=—>»| 13 3,000 045 1000 | 16.7 |5-500Hz;2.4G 3 75 220,000 | 0.6 UL/CUL/CSA/VDE | 218923CP 107.65| 96.65 90.95
Artesyn NLP110-9624 | +24V@0.2-3.2A 800-331'A'Z 76.8W | 90-264@47-63 | # |seediagram| see diagram 3.03 240 2.0 2.0 18 3,000 045 1000 | 16.7 |5-500Hz;2.4G 3 75 220,000 | 0.6 UL/CUL/CSA/VDE | 218931CP 107.65| 96.65 90.95
Artesyn NLP110-9693 | +3.3V@0.2-13A; 110.0W| 90-264@47-63 | # |see diagram| see diagram 4.56 50 2.0 2.0 18 3,000 045 1000 | 16.7 |5-500Hz;2.4G 3 75 220,000 | 0.6 UL/CUL/CSA/VDE | 218940CP 107.65| 96.65 90.95
+5V@0.5-13A; +12V@0-0.65A
Artesyn NLP110-9608 | +5V@0.2-13A; +12V@0.2-6.5A; 110.0W| 90-264@47-63 / |seediagram| see diagram 5!95 120 2.0 2.0 18 3,000 0.45 1000 | 16.7 | 5-500Hz; 2.4G 3 75 220,000 0.6 UL/CUL/CSA/VDE | 218958CP 107.65 96.65 90.95
-12V@0-0.65A
Mean Well D-120A +5V@2-12A; +12V@0.5-5A 120.0W|88-132/176-264@47-63| — | see diagram |  see diagram 1.79 60 0.5 0.5 & 3,000 <35 50 20 10-500Hz; 2G 10 78 272,000 | 1.9 UL/CUL/TUVICE | 132409CP 69.95| 62.95 47.39
2 Mean Well D-120B +5V@2-6A; +24V@0.4-4A 126.0W|88-132/176-264@47-63| — | see diagram | see diagram 1.88 60 0.5 05 | €=——>| 35 3,000 <35 50 20 10-500Hz; 2G 10 80 272,000 | 1.9 UL/CUL/TUVICE | 132396CP 69.95| 62.95 46.39 m
2 Mean Well Q-120B +5V@2-11A; -5V@0.2-1A; 120.0W|88-132/176-264@47-63| — | see diagram |  see diagram 1.79 80 0.5 0.5 35 3,000 <35 50 20 10-500Hz; 2G 10 77 261,000 | 1.9 UL/CUL/TUVICE | 132388CP 74.95| 67.95 54.39 %
=] 12V@0.5-4A; -12V@0.2-1A (7]
Wil Mean Well Q-120D +5V@2-8A; +24V@0.2-2A; 124.0W|88-132/176-264@47-63| — | see diagram |  see diagram 1.85 80 0.5 0.5 35 3,000 <35 50 20 10-500Hz; 2G 10 80 261,000 | 1.9 UL/CUL/TUVICE | 132370CP 74.95| 67.95 54.39 2
+12V@0.2-2A; -12V@0.2-1A
* Primary Output
g Limited Supply — Special Offers — 90-Day Warranty %
A\f/ 7 Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco ) % A\'
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
PO Astec AA20140 +5V@1-20A; +12V@0.2-2A 120.0W [100-240@50-60| « |7.0x4.2x1.5| 6.5x3.8x0.17 2.72 50 — — 40 — 2.0 — 15 32-2kHz; 1G 5 65 200,000 | 1.1 UL/CSA/VDE 190422CP $6.39 | $5.85 $5.29 )
% Astec NTQ123 +3.3V@0-25A; +5V@2-24A, 120.0W | 85-264@47-63 | & |7.0x4.0x1.5 — 2.86 50 — — B S 38 — 0.75 — 20 5-500Hz; 0.7G 5 65 1,000,000 1.6 UL/CSA/VDE/CE 196701CP 28.95 25.95 19.95 _%
I +12V@0-2A; -12V@0-1A 2
S Power-One MAP110-4000P |+5V@12A; +12V@5A; -5V@1A; -12V@1A [110.0W |85-264@47-63 | — | 7.0x4.3x1.9| 6.5x3.8x0.17 1.92 50 05 0.2 41 2,600 0.75 20 20 — — 75 134,000 | 1.6 UL/CSA/TUV/CE | 202868CP 29.95| 26.99 24.29
8— IPD Power SRW-115-4001 [+5V@12A; +12V@4A; -5V@4A; -12V@2A |115.0W | 85-264@47-63 | — | 7.0x4.3x1.2| 6.0x3.8x0.16 3.18 — 1.0 — 40 4,250 — 1000 16 — 10 72 150,000 | 1.3 UL/CUL/TUVICE 204505CP 29.95 22.49 15.75 (%
IPD Power SRW-115-4001-48 | +5V@15A; +12V@1A; -5V@3A; -48V@1A |115.0W |85-264@47-63 | — | 7.0x4.3x1.2| 6.0x3.8x0.16 3.18 — 1.0 — 40 4,250 — 1000 16 — 10 72 150,000 | 1.3 UL/CUL/TUV/CE | 204450CP 29.95| 26.99 24.29
W Volgen EXU-482R2 +48V@2.2A 105.0W [100/120@50-60 | — |6.9x3.7x1.8 | 4.6x3.2x0.12 2.28 — 0.8 0.4 30 2,000 0.5 200 — 10-55Hz: 20G 10 86 —_ 0.6 uL 205786CP 31.95 28.79 25.89
* Primary Output
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120 to 150-Watt Switching DC Power Supplies

120 to 150-Watt Switching DC Power Supplies

150-Watt Enclosed
S-150 Series: Single Output

* 100% full-load burn-in
* No minimum load required

« 105°C output capacitor

: = - and TUV, and carry the CE mark, for use worldwide. EMC standards met 1 SP-150 TP-150/QP-150
. - - are EN55022 Class B and EN61000-4-2/3/4/5/6/8/11. T oy
AN N CUTFUT DERATIMNG N — 3 I — —
! '.\\““:1 JpPLIES *5 Dimensions OUTPUT DERATING  SP-150 oUTPUT DERATHEG 17150/ R RRTRI + T il
pOW R cent : QP-150 --I -‘! | s ! |
TION: The P e toad z » AT [ ™ s 4 ¢ e e I N
AD REG! {voltage as the i - A = s P 12 i - - {
nange " p; nimum t© mThe a s 2 3 g =y : -5 s .
i Cha“;?:c S‘annempee's:‘;‘\er jlfor = ; — = 2 : ": - Sy Dimensions
Y\‘;\:(\;‘;:ha“g m\?agij‘f) \ \oad, SUC - s I_J:'_'"” . e—a i .'j ' il S | - " Dimensions L3 I 7
0 i & 10 JU 00 an B e v = 0 e 30 B 43 a8 BS SoeRITETE L odl W AT e r - 1 =‘r
other tha! 1o ful \oad W g 18 N IR =1 o o ¢ e e - ] - H [T B L . | b
s 20 AEENT TR [0 —r ] ALESTNT THMP. [T T ._'_':i'._:;:.'.::;.,':.,'.,"_"_“% ool =
.|
. Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) PFC|  (LXxWxH) (LxWxDia.) (W/in°) | (mV p-p)*| (z%)*| (z%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Mean Well S-150-5 5V@0-30A 150.0W (88-132/176-264@47-63| — | see diagram | see diagram 2.24 150 0.5 0.5 85 3,000 85 50 20 10-500Hz; 2G 10 78 286,000 | 1.8 UL/CUL/TUVICE | 123393CP $69.95 | $62.95| $43.95
Mean Well S-150-7.5 7.5V@0-20A 150.0W [88-132/176-264@47-63| — | see diagram | see diagram 2.24 150 0.5 0.5 35 3,000 315 50 20 10-500Hz; 2G 10 80 286,000 | 1.8 UL/CUL/TUVICE | 123414CP 69.95 | 62.95 43.95
Mean Well S-150-12 12V@0-12.5A 150.0W (88-132/176-264@47-63| — | see diagram | see diagram 2.24 180 0.3 0.3 85 3,000 &85 50 20 10-500Hz; 2G 10 82 286,000 | 1.8 UL/CUL/TUVICE | 123422CP 69.95 | 62.95 43.95
Mean Well S-150-13.5 13.5V@0-11.2A 151.2W (88-132/176-264@47-63| — | see diagram | see diagram 2.25 180 0.3 0.3 35 3,000 35 50 20 10-500Hz; 2G 10 83 286,000 | 1.8 UL/CUL/TUVICE | 202024CP 69.95 | 62.95 43.95
Mean Well S-150-15 15V@0-10A 150.0W |88-132/176-264@47-63| — | see diagram | see diagram 2.24 180 0.3 0.3 85 3,000 oI5 50 20 10-500Hz; 2G 10 84 286,000 1.8 UL/CUL/TUV/CE 123431CP 69.95 62.95 43.95
Mean Well S-150-24 24V@0-6.5A Other \ersions 156.0W (88-132/176-264@47-63| — | see diagram | see diagram 2.33 240 0.2 0.2 35 3,000 35 50 20 10-500Hz; 2G 10 85 286,000 | 1.8 UL/CUL/TUVICE | 123449CP 69.95 | 62.95 43.95
Mean Well S-150-27 27V@0-5.6A A\,a\\ab\e'- call 151.2W (88-132/176-264@47-63| — | see diagram | see diagram 2.25 240 0.2 0.2 35 3,000 315 50 20 10-500Hz; 2G 10 86 286,000 | 1.8 UL/CUL/TUVICE | 202032CP 69.95 | 62.95 43.95
Mean Well S-150-48 48V@0-3.2A 300-831—4242 153.6W (88-132/176-264@47-63| — | see diagram | see diagram 2.29 240 0.2 0.2 35 3,000 &85 50 20 10-500Hz; 2G 10 87 286,000 | 1.8 UL/CUL/TUVICE | 167345CP 69.95 | 62.95 43.95
Mean Well SP-150-3.3 3.3V@0-30A 99.0W | 85-264@47-63 | « |seediagram| see diagram 1.63 100 1.0 0.5 40 3,000 2.0 30 20 10-500Hz; 2G 10 67 191,000 | 1.7 UL/CUL/TUVICE | 201902CP 91.95 | 82.79 65.95
Mean Well SP-150-5 5V@0-30A 150.0W| 85-264@47-63 | « |see diagram| see diagram 2.47 100 1.0 0.5 40 3,000 2.0 30 20 10-500Hz; 2G 10 75 191,000 1.7 UL/CUL/TUV/CE 201911CP 91.95 82.79 65.95
k=B Mean Well SP-150-12 12V@0-12.5A 150.0W | 85-264@47-63 | # |seediagram| see diagram 2.47 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz; 2G 10 80 191,000 | 1.7 UL/CUL/TUVICE | 173420CP 91.95| 82.79 65.95 [y
2 Mean Well SP-150-15 15V@0-10A 150.0W| 85-264@47-63 | « |see diagram| see diagram 2.47 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz; 2G 10 81 191,000 1.7 UL/CUL/TUVICE 173411CP 91.95 82.79 65.95 %
Il Mean Well SP-150-24 24V@0-6.3A 150.0W | 85-264@47-63 | « |seediagram| see diagram 247 150 0.5 0.5 40 3,000 2.0 30 20 10-500Hz; 2G 10 83 191,000 | 1.7 UL/CUL/TUVICE | 173403CP 91.95| 82.79 65.95 2
Al Mean Well SP-150-48 48V@0-3.2A 153.6W| 85-264@47-63 | « |see diagram| see diagram 2.52 250 0.5 0.5 40 3,000 2.0 30 20 10-500Hz; 2G 10 84 191,000 | 1.7 UL/CUL/TUVICE | 201929CP 91.95 | 82.79 65.95 =S
Mean Well TP-150A 5V@2-15A; 12V@0.4-6A; -5V@0-0.6A  [150.0W | 90-264@47-63 | « |see diagram| see diagram 2.75 100 3.0 1.0 45 3,000 86 60 20 10-500Hz; 2G 10 75 161,600 | 1.8 UL/CUL/TUVICE | 213858CP 149.95 | 134.95| 100.49
Mean Well TP-150B 5V@2-15A; 12V@0.4-5.5A; -12V@0-0.6A | 148.2W | 90-264@47-63 | « |see diagram| see diagram 2.71 100 3.0 1.0 45 3,000 35 60 20 10-500Hz; 2G 10 7 161,600 | 1.8 UL/CUL/TUV/CE | 213840CP 149.95 | 134.95| 100.49
Mean Well TP-150C 5V@2-15A; 15V@0.4-4.5A; -15V@0-0.6A |151.5W | 90-264@47-63 | « |see diagram | see diagram 2.77 100 3.0 1.0 45 3,000 o155 60 20 10-500Hz; 2G 10 7 161,600 1.8 UL/CUL/TUVICE 213831CP 149.95 | 134.95| 100.49
Mean Well TP-150D 5V@2-15A; 24V@0.4-3A; 12V@0-0.6A  [154.2W| 90-264@47-63 | « |see diagram| see diagram 2.82 100 3.0 1.0 45 3,000 85 60 20 10-500Hz; 2G 10 78 161,600 | 1.8 UL/CUL/TUVICE | 213823CP 149.95 | 134.95| 100.49
Mean Well QP-150-3B 3.3V@0-10A; 5V@3-10A; 150.2W | 90-264@47-63 | # |see diagram| see diagram 2.47 100 2.0 1.0 45 3,000 315 50 16 10-500Hz; 2G 10 75 141,500 | 1.8 UL/CUL/TUV/CE | 213633CP 169.95 | 152.95 | 112.59
12V@0.4-5A; -12V@0-0.6A
Mean Well QP-150D 5V@3-10A; 12V@0-4A; 150.2W | 90-264@47-63 | « |see diagram| see diagram 247 120 2.0 1.0 45 3,000 35 50 16 10-500Hz; 2G 10 78 141,500 | 1.8 UL/CUL/TUVICE | 213655CP 169.95 | 152.95| 112.59
24V@0.4-2A; -12V@0-0.6A
Mean Well QP-150F 5V@3-10A; 15V@0-3A; 152.0W| 90-264@47-63 | # |seediagram| see diagram 2.50 120 2.0 1.0 45 3,000 35 50 16 10-500Hz; 2G 10 78 141,500 | 1.8 UL/CUL/TUVICE | 213647CP 169.96 | 152.95| 112.59
24V@0.4-2A; -15V@0-0.6A

» Mating connectors: P/N 103587CP, pg 119
» -10° to +60°C working temperature (see output derating)

Highlighted in blue below, the highly popular S-150 series from Mean
Well derives its impressive reliability from a conservative design, the
exclusive use of high-quality components, and 100% full-load burn-in.
Assured to operate correctly anywhere in the world, these switchers
feature universal voltage input ranges of 85-264VAC and 120-370VDC.
Protection includes short-circuit, overload and over-voltage; and a novel
soft-start circuit limits the AC surge current. Manufacturer guaranteed safety
standards comprise UL1950 and TUV EN60950, and these products have earned the
European CE mark. The DC output voltage can be adjusted +10% of nominal rating.

« Two-year warranty
* 2.2 watts/in®

150-Watt Enclosed with Power Factor Correction

SP-150, TP-150 & QP-150 Series: Single, Triple & Quad Outputs
» 100% full-load burn-in
» Power Factor Correction
» 105°C output capacitor
* Mating connectors: P/N 103587CP, pg 119
» -10°C to +60°C working temperature (see output derating)

Detailed below in tan, these advanced switchers are part of Mean Well’s
family of premium power supplies that carry an unusually long three-year
manufacturer’s warranty. Their performance, reliability and low cost result
from a modern state-of-the-art design using integrated components. The

« Universal AC input
¢ 2.5 watts/in®
* Three-year warranty

SP-150, TP-150 and QP-150 all offer input Power Factor Correction that

meets EN61000-3-2. Assured to operate correctly anywhere in the world,

these enclosed switchers feature universal voltage input ranges of

85-264VAC and 120-370VDC. These products are approved by UL, CUL

* Primary Output

Limited Supply — Special Offers — 90-Day Warranty

Limited Supply — Special Offers — 90-Day Warranty

% Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) PFC| (LxWxH) (LxWxDia.) (W/in°) | (mV p-p)*| (z%)*| (z%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (lbs.) Certification Number 1 10 50
- Volgen EXU-05030 5V@30A 150.0W | 100/120@50-60 | — |7.7x3.7x2.3| 5.0x2.2x0.16 2.29 — 0.8 0.4 30 2,000 0.5 200 — 10-55Hz: 20G 10 80 — 1.6 UL/CSA 205701CP $34.95| $31.49| $28.35 gy
8 Volgen EXU-15010 15V@10A 150.0W | 100-120@50-60 | — |7.7x3.8x2.3| 5.0x2.2x0.16 2.23 — 0.8 0.4 30 2,000 0.5 200 — 10-55Hz: 20G 10 80 — 1.9 UL/CSA 205743CP 34.95 31.49 28.35 g
<IN \Volgen MRE-15010U 15V@10A 150.0W | 120/240@50-60 | — |9.6x4.1x2.4 — 1.59 — — — — — — — — — — — — — UL/CSAITUV 206009CP 34.95| 31.49 28.35 §
u% Globtek RT-35150-24 24V@6.5A 150.0W | 115/230@50-60 | — |7.9x4.3x1.9| 6.8x3.8x0.14 2.32 100 5.0 5.0 35 3,000 35 — 20 — 5 80 50,000 1.8 UL/CE 199515CP 69.95| 62.99 56.69 ey
SSI SQV140-1333 5V@20A; 15V@5A; 15V@3A; 15V@3A [140.0W | 120/240@50-60 | — [10.5x5.0x2.5| 8.9x3.9x0.12 1.07 50 1.0 0.2 15 3,750 — — 16 — B) 75 — 4.6 UL/CSA/TUV 205663CP 22.29 20.25 18.25
* Primary Output
22 Convenient On-Line Ordering www.Jameco.com JAMECO N ii:'"j‘" LT:-':-H-'.A..I Order 24/7 Toll Free 1-800-831-4242 23




120 to 150-Watt Switching DC Power Supplies

150-Watt Open Frame

With Power Factor Correction
NLP150 Series: Single & Quad Output

150-Watt Open Frame

With Power Factor Correction
LPP-150 Series: Single Output

* 100% full-load burn-in * Universal AC input « 100% full-load burn-in « Auto-switch AC input
* 4.5 watts/in® * Power Factor Correction « No minimum load required « 3.6 watts/in®
» 150W with 300LFM of air * Two-year warranty + 105°C output capacitor « Three-year warranty

 1U package: 6.8"x 3.8"x 1.3"

« Parallel operation (current sharing)

» Mating connectors: P/N 104432CP & 103587CP, pg 119
« 0" to +70°C working temperature (see output derating)
Highlighted in blue below, the Artesyn NLP150
series are Power Factor Corrected to meet the
EN61000-3-2 standard, and they support current
sharing on Vi and Vs. Standard features include
universal input, over-voltage and short-circuit
protection, as well as power fail detection. This
series carries UL, CSA and VDE approvals; and
are CE marked. With a height of only 1.26", these
supplies are commonly used in 1U shelves and
boxes, and are primarily intended for networking
applications that have a heavy logic content, such
as access concentrators, midrange routers, LAN
switches and shared media hubs.

» Power Factor Correction
* Mating connectors:

P/N 215950CP & 215968CP, pg 124
» -10°C to +60°C working temperature (see output derating)
Detailed below in tan, the LPP-150 series
is Mean Well’s most powerful open-frame
switching power supply. It features input
Power Factor Correction that complies with
EN61000-3-2 and achieves 0.98 at 115VAC.
Couple this with the full-range universal
input ranges of 85-264VAC and 120-370VDC,
and these switchers are ready for use worldwide. Full 150-watt output power is available from 0°C to 50°C with 18 CFM
of forced air cooling and 120-watts is available to -10°C and 60°C. Meeting the requirements of UL1950 and TUV
EN60950, these products are approved by UL, CUL, and TUV; and carry the CE mark. The highly compact layout
results in an impressive power density of 3.6 watts per inch® and maximum height of 1.6".

Dimensions
yisnG X QUTPFUT DERATING
[TV SR———— _ \\'."‘"\\\'K" >
NG ynDE PPLIES gl BT
L '\DE\{‘:«L—\'\U L5 & 10 CANTPUT DEAATING POWER St i CET |
N pPLIES T 0 . The P ] | i
OWER qupeL o g NRUsHCURR.ENT;TcunemdraW““V K rte e, ML UVLLLCC UL LR &
v inum F i L PR P il £ 5T o naneous nput o, J : -
LATION VOLTA nti sis g " - " Quad st e supply 2 . L. ¥
S 4 " 0! || . .
ngo\tagew ich o out dlor cha E b 7 P ap TioN: The @ Q‘Zf\“pux | Dimensions
o from input E MATURAL rasn e BTEE & LINE REGULATC G rcent e 118 Y
apphie Lppl- : CONVECTION i T — i tvoltege i PE 0 - necifie
fap er SUP (;c\,\ﬂe“.so g oD Dimensions | 1 outpy s varie over “fnperature g O 0 K s e m o | =1* . e
Jor cnass! E I i 10 i ; volted 0ad and t© L =
LEAKAGE OVF tput opecified rang®: - L e b et imits, with ! AMBIENT TEMP (G
fiowing fro™ \ i - i constant
an isolat e ol i r i . 1 e &1
AMINENT TEMP ) L ! S S |
Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in°) | (mV p-p)*| (z%)*| (z%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Artesyn NLP150L-96S3 | +3.3V@1-22A 72.6W | 90-264@47-63 | « |see diagram | see diagram 2.16 50 2.0 2.0 40 3,000 0.99 — 20 | 5-500Hz; 2.4G — 73 350,000 1.2 UL/VDE/CE 218991CP $116.85 | $99.95| $94.15
Artesyn NLP150L-96S5 | +5.1V@1-22A 112.2W| 90-264@47-63 | # |see diagram | see diagram 3.34 50 2.0 2.0 40 3,000 0.99 — 20 | 5-500Hz; 2.4G — 73 350,000 1.2 UL/VDE/CE 219011CP 116.85| 99.95 94.15
GE) Artesyn NLP150L-96S8 | +24V@0.15-4.6A 110.4W| 90-264@47-63 | « |see diagram| see diagram 3.29 240 2.0 20 | =—>| 40 3,000 0.99 — 20 | 5-500Hz; 2.4G — 73 350,000 1.2 UL/VDE/CE 219002CP 116.85| 99.95 94.15 _g)
ISRl Artesyn NLP150L-96Q5366| +3.3V@0.5-10A; +5.1V@1.5-20A; 120.0W| 90-264@47-63 |  |see diagram | see diagram 4.33 50 2.0 2.0 40 3,000 0.99 1500 20 | 5-500Hz; 2.4G — 73 350,000 1.2 UL/CSA/VDE/CE | 219029CP 116.85| 99.95 94.15 @
Lo +12V@0-2A; +12V@0-0.65A o
g;_ Mean Well LPP-150-5 +5V@0-30A ersions 150.0W| 85-264@47-63 | « |see diagram | see diagram 3.59 100 1.0 0.5 40 3,000 3.5 30 20 10-500Hz; 2G 10 72 191,000 1.2 UL/CUL/TUVICE  |213698CP 66.95| 60.29 51.25 %
[€3 Mean Well LPP-150-12 +12V@0-12.5A 0;32{\,&“\@, call 150.0W| 85-264@47-63 | # |see diagram | see diagram 3.59 100 1.0 05 | w=—>| 40 3,000 35 30 20 10-500Hz; 2G 10 79 191,000 1.2 UL/CUL/TUVICE | 213680CP 66.95| 60.29 51.25 @
Mean Well LPP-150-24 +24V@0-6.3A 800_8314242 150.0W| 85-264@47-63 | o |see diagram | see diagram 3.59 150 0.5 0.5 40 3,000 315} 30 20 10-500Hz; 2G 10 83 191,000 1.2 UL/CUL/TUVICE  |213671CP 66.95| 60.29 51.25
Mean Well LPP-150-48 +48V@0-3.2A 153.6W| 85-264@47-63 | # |see diagram | see diagram 3.68 250 0.5 0.5 40 3,000 3.5 30 20 10-500Hz; 2G 10 83 191,000 1.2 UL/CUL/TUVICE | 216645CP 66.95| 60.29 51.25

* Primary Output

e Limited Supply — Special Offers — 90-Day Warranty Limited Supply — Special Offers — 90-Day Warranty A
v Size Mounting Holes| Power | Ripple & | Load | Line Inrush |Isolation| Leakage | Rise | Hold-up Voltage Jameco g) '

h g Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price

Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50

EOS VLT130-1100 +5V@0.5-26A 130.0W [100-240@50-60| « |5.1x3.1x0.8| 4.6x2.6x0.16 | 10.28 50 1.0 0.3 40 — — 10 15 — — 82 200,000 | 0.6 UL/VDE/CE 185560CP $10.25| $9.35| $8.45
@ Digital Power | USS150-124 +24V@6A 150.0W | 90-250@47-63 | — |6.9x3.9x1.5 — 3.72 — — — — — — — — — — — 88,000 1.4 | UL/CUL/CSAITUVICE | 204572CP 31.95 28.79 25.89 o
% Power-One MAP140-1024 | +24V@5.8A 140.0W | 85-264@47-63 | — | 7.0x4.3x1.9| 6.5x3.8x0.17 245 240 0.5 1.0 41 2,600 0.5 20 20 10-2kHz; 6G — 70 180,000 | 1.5 UL/CSA/TUVICE | 204601CP 29.95| 26.99 24.29 ]
fragl Power-One MPU1503300S240| +3.3V@30A; +12V@3A 135.0W | 85-250@50-60 | — |8.1x4.2x1.5| 6.5x3.8x0.16 2.65 50 15 0.6 35 2,600 0.13 20 20 10-2kHz; 6G — 75 340,000 | 1.9 UL/CSAITUV 208670CP 29.95| 26.99 24.29 _|3_|
qC) Cherokee MQT154A1t +3.3V@8A; +5V@26A; +12V@6A; -12V@1A [150.0W (100-240@47-63| — [8.0x4.3x1.5| 6.4x2.5x0.13 291 — — — — — — — — — — _ — 2.0 UL/CSA 220193CP 28.95 23.19 17.39 >
8_ EOS VLT130-4100 +3.3V@0.5-16A; +5V@0.5-14A; 130.0W [100-240@50-60| « |5.0x3.0x0.9| 4.6x2.6x0.16 9.63 50 1.0 0.3 40 — — 10 15 — — 82 200,000 | 0.7 UL/CUL/VDE/CE | 210876CP 19.95| 17.95 15.95 ('BD

+12V@0.1-1.5A; -12V@0.1-1.5A
Cherokee QT24A1V +5V@15A; +12V@5A; -5V@1A; -12V@1A |150.0W [115-240@50-60| — | 6.8x3.9x1.5| 6.4x2.5x0.08 3.77 50 5.0 5.0 35 2,600 — — 16 — — 75 — 14 UL/CSAITUV 203431CP 29.95| 26.95 23.95
* Primary Output T 8" power cord included

24 Convenient On-Line Ordering www.Jameco.com JAMECO e et Lugnd Order 24/7 Toll Free 1-800-831-4242 25
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150 to 240-Watt Switching DC Power Supplies
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150 to 240-Watt Switching DC Power Supplies

200-Watt Enclosed

With Power Factor Correction
SP-200 Series: Single Output

* 100% full-load burn-in

* Universal AC input

* No minimum load required

 Power Factor Correction

* Three-year warranty

« 105°C output capacitor

3.3 watts/in®

* Built-in fan cooling

» Mating connectors:
P/Ns 103587CP, pg 119

« -10° to +60°C working temperature
(see output derating)

Detailed below in blue, this advanced switcher

¥ ]

. 1.1:-|_r et

line is part of Mean Well’s family of premium
power supplies that carry an unusually long
three-year warranty. Their performance,
reliability and low cost result from a modern

state-of-the-art design using highly integrated
components. The SP-200 offers input Power Factor
Correction that meets EN61000-3-2, required in
Europe for power supplies 75 watts and above.
Assured to operate correctly anywhere in the

world, these open-frame switchers feature
universal voltage input ranges of 85-264VAC
and 120-370VDC. The built-in cooling fan

200-Watt Enclosed

With Power Factor Correction
QP-200 Series: Quad Output

* 100% full-load burn-in  « Universal AC input
* Remote sense * Power Factor Correction
» 105°C output capacitor e« Three-year warranty
* Built-in fan cooling
* 3.3 watts/in®
» Mating connectors: P/Ns 103587CP, pg 119
» -10° to +60°C working temperature

(see output derating)
Shown below in buff color, the Mean Well QP-
200 quad-output, enclosed switcher features
remote sensing for precise point-of-load voltage
control on V1 and V2, and full isolation on V4.
The built-in cooling fan assures safe operation at
full power output over the ambient temperature
range of -10°C to 50°C, with derating to 60°C
(see below). The impressive performance,
reliability and low-cost of the QP-200 series
results from a modern state-of-the-art design
using highly integrated components. It offers
input Power Factor Correction that meets
EN61000-3-2, required in Europe for power
supplies 75 watts and above. Assured to
operate correctly anywhere in the world,
these open-frame switchers feature
universal voltage input ranges of

240-Watt Enclosed

S-240 Series: Single Output

* 100% full-load burn-in * Auto-switch AC input
* No minimum load required  « 3.3 watts/in®
+ 105°C output capacitor
« Auto cooling fan
* Two-year warranty
« Mating connectors: 103587CP, pg 119
« -10°C to +60°C working temp.

(see output derating)
Highlighted below in tan,
with a built-in cooling fan
that operates from an automatic
thermal switch, the workhorse
Mean Well 5-240 produces 240 watts
of power from 0°C to 50°C, and is
derated to -10°C and 60°C (see below).
The input features an auto-sensing
circuit that switches between 88-132VAC
and 176-264VAC. The impressive reliability
derives from a conservative design, the
exclusive use of high-quality components,
and 100% full-load burn-in. Protection
includes short-circuit, overload and
over-voltage. A novel soft-start circuit
limits the AC surge current. Guaranteed
safety standards comprise UL1950 and
TUV EN60950, and these products carry
the European CE mark. The DC output
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. Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco .
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) PFC| (LXWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Mean Well SP-200-3.3 +3.3V@0-40A 132.0W 85-264@47-63 # |seediagram| see diagram 2.17 100 1.0 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 65 183,000 1.9 UL/CUL/TUVICE 212417CP $102.95 | $92.69 | $73.39
Mean Well SP-200-5 +5V@0-40A 200.0W 85-264@47-63 / |seediagram| see diagram 3.29 100 1.0 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 71 183,000 1.9 UL/CUL/TUVICE 202041CP 102.95 92.69 73.39
Mean Well SP-200-12 +12V@0-16.7A \Jersions 200.4W 85-264@47-63 + |see diagram| see diagram 3.29 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 79 183,000 1.9 UL/CUL/TUVICE 194773CP 102.95 92.69 73.39
Mean Well SP-200-13.5 +13.5V@0-14.9A Om:{\ab\e: call 201.1W 85-264@47-63 7/ |see diagram| see diagram Sl 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 80 183,000 1.9 UL/CUL/TUVICE 212409CP 102.95 92.69 73.39
Mean Well SP-200-15 +15V@0-13.4A 82;0.3'31-42 201.0W 85-264@47-63 +/ |seediagram| see diagram 3.30 100 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 81 183,000 1.9 UL/CUL/TUVICE 202059CP 102.95 92.69 73.39
Mean Well SP-200-24 +24V@0-8.4A 201.6W 85-264@47-63 #/ |see diagram| see diagram 3.31 150 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 83 183,000 1.9 UL/CUL/TUVICE 194781CP 102.95 92.69 73.39
Mean Well SP-200-48 +48V@0-4.2A 201.6W 85-264@47-63 / |seediagram| see diagram Sl 250 0.5 0.5 40 3,000 2.0 30 20 10-500Hz: 2G 10 84 183,000 1.9 UL/CUL/TUVICE 202067CP 102.95 92.69 73.39
8 Mean Well QP-200-3B +3.3V@0-15A; +5V@3-15A; 204.9W 90-264@47-63 # |see diagram| see diagram 2.50 100 2.0 1.0 45 3,000 2.0 50 16 10-500Hz: 2G 10 72 160,600 24 UL/CUL/TUVICE 213743CP 179.95 | 162.79 | 120.95 g"
2 +12V@0.5-6A; -12V@0-0.7A %
E Mean Well QP-200-3D +3.3V@0-15A; +5V@3-10A; 203.9W 90-264@47-63 v |seediagram| see diagram 2.49 100 2.0 1.0 45 3,000 2.0 50 16 10-500Hz: 2G 10 74 160,600 2.4 UL/CUL/TUVICE 213735CP 179.95 | 162.79 | 120.95 %
L +24V@0.4-4A; -12V@0-0.7A o
Mean Well QP-200D +5V@3-15A; +12V@0-4A; 203.4W 90-264@47-63 +/ |seediagram| see diagram 2.40 100 2.0 1.0 45 3,000 2.0 50 16 10-500Hz: 2G 10 75 160,600 24 UL/CUL/TUVICE 213751CP 179.95 | 162.79 120.95
+24V@0.4-3A; -12V@0-0.7A
Mean Well S-240-5 +5V@0-40A 200.0W |88-132/176-264@47-63| — |see diagram | see diagram 2.60 150 1.0 0.5 18 3,000 12 20 20 10-500Hz: 2G 10 78 179,000 25 UL/CUL/TUVICE 202083CP 97.95 88.19 84.49
Mean Well S-240-12 +12V@0-18A 216.0W |88-132/176-264@47-63| — |see diagram | see diagram 2.81 150 0.5 0.5 18 3,000 1.2 20 20 10-500Hz: 2G 10 82 179,000 25 UL/CUL/TUVICE 137648CP 97.95 88.19 84.49
Mean Well S-240-15 +15V@0-15A 225.0W |88-132/176-264@47-63| — |see diagram | see diagram 2.92 150 0.5 0.5 18 3,000 12 20 20 10-500Hz: 2G 10 83 179,000 25 UL/CUL/TUVICE 202075CP 97.95 88.19 84.49
Mean Well S-240-24 +24V@0-10A 240.0W |88-132/176-264@47-63| — |see diagram | see diagram 3.12 180 0.5 0.5 18 3,000 1.2 20 20 10-500Hz: 2G 10 84 179,000 25 UL/CUL/TUV/CE 137656CP 97.95 88.19 84.49
Mean Well S-240-48 +48V@0-5A 240.0W |88-132/176-264@47-63| — | see diagram | see diagram 3.12 240 1.0 1.0 18 3,000 1.2 20 20 10-500Hz: 2G 10 87 179,000 2.5 UL/CUL/TUV/CE 167337CP 97.95 88.19 84.49
* Primary Output
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240 to 375-Watt Switching DC Power Supplies 240 to 375-Watt Switching DC Power Supplies

300-Watt Enclosed 320-Watt Enclosed MW 375-Watt Enclosed
With Power Factor Correction Sﬁ)gsfe;'fsa Sb'”g"? O“tp“/t_\t I_ With Power Factor Correction
SP-300 Series: Single Output * WO duf-load burn-in - = AUT0 CO0lINg fan . ies:
* 100% full-load burn?in . 5niversa| AC input » No minimurn load required - 4.2 watts/ir e Qua'd OUtpUt' i
0 11 : " p « 105°C output capacitor « Two-year warranty * 100% fuII-_Ioad burn-in « Universal AC input
= o b (ot el s 2 il « Mating connectors: P/Ns 103587CP, pg 119 * 2.8 watts/in® * Remote sense
. Pov!er Factor Correptlon * Auto cooling fan « -10° to +60°C working temp. (see output derating) « Auto cooling fan « Three-year warranty
* 105_C output capacitor  « Three-year warranty Shown below in buff color, the workhorse S-320 + 105°C output capacitor
* Mating connectors: P/Ns 103587CP, pg 119 series has long been amongst the most popular * Mating connectors: 103587CP, pg 119
* -10" to +60°C working temp. (see output derating) series of Mean Well enclosed power supplies. « -10°C to +60°C working temp. (see output derating)
Detailed below in blue, the Mean Well SP-300 series features input Power Factor Correction that Full 320 watts of power is available over the Highlighted below in tan, the Mean Well QP-375 AW - VRN ce
meets EN61000-3-2, required in Europe for power supplies 75 watts and above. These advanced ambient temperature range of 0°C to 50°C. Woith series is a unique quad-output switcher design that c TS =
switchers are part of Mean Well’s family of premium power supplies that carry an unusually deratlr‘ig (see belo.w) thg range extends to -10°C offers no minimum current requirement for V2 & V3. Additionally, both V1 and V2 are fully
long three-year warranty. Couple this with the full range universal input ranges of 85-264VAC and 60°C. The solid, reliable, low-cost design fea- - isolated so they can be operated with + polarity. Greater versatility results from availability of
and 120-370VDC, and these swltchers are ready for use - tures overload protection to 135% of rated load i remote sensing for precise point-of-load voltage control
worldwide. Meeting the requirements of UL1950 and . with auto-recovery, and over-voltage protection : ¥ _ and a “power good/ fail signal”. The built-in cooling
TUV EN60950, they ik & to 145% of rated output voltage. } i . i 'i fan assures safe operation at full power output over the
%rE Zﬁgrrﬁzjﬁ{? la?,\d oy L L R =T L.:-f T EE—— , ] ...'.'" !. | a}nbleﬂnt temEeratqre range
4 . il HL s : - . (0) -lOCtO45 C, with SUTPUT DERATIG
carry _the CE m_ark. = . i ;! e . | i L I derating to 60°C (see ;
The high-density = . ' 5 | y = o -l below). The QP-375 series o
enclosed packaging | = i 5 [ - o o oy . offers input Power Factor P
and a power E - - = - A | Correction that meets Y
density of = A ter 3 - : Dimensions EN61000-3-2. This &y
2.5 watts per inch’. " Mardey - - Syenslons oz iy oy — enclosed switcher line m imensi }
Protection R ey [ ; =1 L Zie Gt o - | f g i Dimensions ol
. WL = 5} m a0 N e e =, e et | eatures universal Voltage T T | | |
H}dufies short- RMEENT TEREP (T3 | T | AT TE T B iy e I - T s input ranges of e . ———— . ————
circuit, overload L YT, 5| edmmosmadnat, 47 90-264VAC & 120-370VDC. AR TELE [('ES
and over-voltage.
. Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco ) .
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number Voltage@Current (min-max) Power (VAC @ Hz) PFC| (LXWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (lbs.) Certification Number 1 10 50
Mean Well SP-300-5 +5V@0-50A 250.0W 88-264@47-63 / |see diagram | see diagram 3.09 150 1.0 0.5 18 3,000 1.0 50 20 10-500Hz: 2G 10 75 168,000 2.6 UL/CUL/TUV/CE 202091CP | $175.95 | $158.39 | $115.39
Mean Well SP-300-12 +12V@0-24A 288.0W 88-264@47-63 # |see diagram | see diagram 3.56 150 0.5 0.3 18 3,000 1.0 50 20 10-500Hz: 2G 10 83 168,000 26 UL/CUL/TUV/CE 137390CP 175.95| 158.39 | 115.39
Mean Well SP-300-13.5 +13.5V@0-21A 285.0W 88-264@47-63 ¥ |see diagram | see diagram 3.52 150 0.5 0.3 18 3,000 1.0 50 20 10-500Hz: 2G 10 83 168,000 2.6 UL/CUL/TUVICE 212396CP 175.95| 158.39 | 115.39
Mean Well SP-300-15 +15V@0-19A 285.0W 88-264@47-63 # |seediagram | see diagram 3.52 150 0.5 03 | =—> 18 3,000 1.0 50 20 10-500Hz: 2G 10 83 168,000 2.6 UL/CUL/TUV/CE 202104CP 175.95| 158.39 | 115.39
Mean Well SP-300-24 +24V@0-12.5A 300.0W 88-264@47-63 ¢ |see diagram | see diagram 3.70 150 0.5 0.2 18 3,000 1.0 50 20 10-500Hz: 2G 10 85 168,000 2.6 UL/CUL/TUV/CE 137402CP 175.95 | 158.39 | 115.39
Mean Well SP-300-48 +48V@0-6.25A ersion 300.0W 88-264@47-63 # |see diagram | see diagram 3.70 240 0.5 0.2 18 3,000 1.0 50 20 10-500Hz: 2G 10 85 168,000 2.6 UL/CUL/TUV/CE 161980CP 175.95| 158.39 | 115.39
Mean Well $-320-5 +5V@0-50A other bﬁe' Cal 250.0W [88-132/176-264@47-63| — | see diagram | see diagram 3.27 150 1.0 0.5 20 3,000 35 20 20 10-500Hz: 2G 10 7 188,000 25 uL/cuL 216776CP 129.95| 116.95 90.89
= Mean Well $-320-7.5 +7.5V@0-36A A\’a\\gsl_. 270.0W |88-132/176-264@47-63| — | see diagram |  see diagram 3.53 150 05 05 20 3,000 35 20 20 10-500Hz: 2G 10 80 188,000 2.5 uL/cuL 207212CP 129.95 | 116.95 90.89 m
b Mean Well $-320-12 +12V@0-25A 800- 300.0W [88-132/176-264@47-63| — | see diagram | see diagram 3.92 150 0.5 0.5 c 3 20 3,000 35 20 20 10-500Hz: 2G 10 82 188,000 25 uL/cuL 207204CP 129.95| 116.95 90.89 2
% Mean Well $-320-24 +24V@0-12.5A 300.0W |88-132/176-264@47-63| — | see diagram |  see diagram 3.92 150 0.5 0.5 20 3,000 3.5 20 20 10-500Hz: 2G 10 86 188,000 225 uL/cuL 196656CP 129.95 | 116.95 90.89 §
S Mean Well S-320-48 +48V@0-6.5A 312.0W |88-132/176-264@47-63| — | see diagram | see diagram 4.08 240 0.5 0.5 20 3,000 3.5 20 20 10-500Hz: 2G 10 87 188,000 2.5 uL/cuL 207191CP 129.95 | 116.95 90.89 z
Mean Well QP-375-5A +5V@3.5-30A; +12V@0-10A; 378.0W 88-264@47-63 ¢ |see diagram | see diagram 2.77 100 0.8 0.5 45 3,000 2.0 50 20 10-500Hz: 2G 10 7 — 5.1 UL/CUL/TUV/CE 220302CP 352.95 | 297.95| 264.95
+12V@0-6A; +12V@0-3A
Mean Well QP-375-5B +5V@3.5-30A; +12V@0-10A; 357.0W 88-264@47-63 # |see diagram | see diagram 2.62 100 0.8 0.5 45 3,000 2.0 50 20 10-500Hz: 2G 10 7 = 5.1 UL/CUL/TUV/CE 220290CP 352.95 | 297.95| 264.95
+12V@0-6A; +5V@0-3A
Mean Well QP-375-5D +5V@3.5-30A; +12V@0-9A; 378.0W 88-264@47-63 # |seediagram | see diagram 2.77 100 0.8 05 | €=——> 45 3,000 2.0 50 20 10-500Hz: 2G 10 78 = 5.1 UL/CUL/TUV/CE 220281CP 352.95 | 297.95| 264.95
+12V@0-4A; +24V@0-3A
Mean Well QP-375-24B +24V@1-10A; +5V@0-10A; 386.0W 88-264@47-63 # |see diagram | see diagram 2.83 240 0.8 0.5 45 3,000 2.0 50 20 10-500Hz: 2G 10 78 — 51 UL/CUL/TUV/CE 220273CP 352.95 | 297.95| 264.95
+12V@0-4A; +12V@0-4A

* Primary Output

Limited Supply — Special Offers — 90-Day Warranty imi - i - 90- Sg%

A) ad Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco ) \\)A

Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price

Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (#%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50

Digital Power | USS250-115 +15V@0-16.5A 250.0W [ 90-250@47-63 | — |8.0x4.5x2.0 | 7.6x3.2x0.08 3.47 50 1.0 0.2 25 — — — 16  |5-500Hz; 0.75G — 80 140,000 1.7 | UL/CUL/CSA/TUVICE | 204564CP $49.95 | $44.99| $40.49

Cherokee QP2A2-1A-A +5V@40A; +12V@2.5A 230.0W [115/230@50-60 | — |10.0x4.3x2.5| 7.5x3.0x0.15 2.14 50 0.25 | 0.25 35 — — — 20 — 5 75 — 3.4 TV 196795CP 15.65 14.25 12.95
GE) Digital Power | UP300-201 +5V@1-40A; +12V@0.2-12A 300.0W | 90-250@47-63 | — |8.0x4.5x2.0 | 7.6x3.2x0.10 4.17 50 1.0 02 | €=—>»| 25 — — — 16  |5-500Hz; 0.75G — 75 190,000 2.0 | UL/CUL/CSA/TUVICE | 204581CP 59.95 44.99 31.49 _g
(SR SS! SQM200-1221 | +5V@30A; +12V@7A; +12V@5A; +5V@5A |200.0W |100/240@50-60| — (10.5x5.0x2.5| 10.0x4.4x0.14 | 1.52 50 1.0 0.2 15 3,750 — — 16 — — 75 — 5.5 UL/CSA/ITUV 206906CP 39.95 35.95 35.95 @
"'C- Digital Power | USS256-351 +5.5V@1.8A; +12.9V@10A; +12.9V@0.9A |250.0W | 90-250@47-63 | — (10.0x4.5x1.9 — — — — — — — — — — — — — 140,000 1.9 | UL/CUL/CSA/TUVICE | 208733CP 49.95 44.99 40.49 o
SR Astec LPQ252 +5V@3-35A; +12V@0-10A; 250.0W |100/250@50-60| « |9.0x5.0x2.0 — 2.78 50 — — 20 — 0.5 — 20 5-500Hz; 0.7G 5 75 550,000 2.0 UL/CSA/VDE/CE 203342CP 49.95 44.95 39.95 %
(@) -12V@0-6A; +5 to +25V@0-6A @

Lambda WA305-00-03 +5V@50A; +12V@10A; +24V@4A; 300.0W [85-264@45-440 | — [11.9x5.0x1.8| 8.1x2.5x0.16 2.80 50 1.0 0.2 20 4,000 — — 18 — — 80 — 55 CE 210905CP 49.95 44.95 39.95

-5.2V@4A; -12V@4A e S
Ench d STM350-1022 +5V@50A; +12V@5A; +12V@8A 350.0W |120/240@50-60 | — |13.5x5.0x2.5 — 2.07 — 2.0 0.3 20 — — — 16 — 10 75 — 5.5 UL/TUV 205647CP 33.35 29.99 26.99
TODD MAX3541205AC | +5V@50A; +12V@12A; -5V@2A; -12V@4A |350.0W [115/230@50-60 | — |9.0x5.0x2.5| 6.5x3.9x0.08 3.11 50 1.0 1.0 10 — — — 16 — 5 80 — 2.0 TUV 196461CPT 47.95 38.49 28.79 w

* Primary Output 1 Pull
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375 to 1000-Watt Switching DC Power Supplies

500-Watt Enclosed 500 & 1000-Watt Enclosed 600-Watt Enclosed With Current Sharing
With Power Factor Correction With Power Factor Correction SCN-600 Series: Single Output

SP-500 Series: Single Output & Current Sharing ig?;’/ocgt(l)llli-r:oagrl]aurn-m P |

* 100% full-load burn-in = Universal AC input PSP-500 & PSP-1000 Series: Single Output « No minimurgr]'n load required

» No minimum load required 3.6 watts/in® * 100% full-load burn-in « Universal AC input o 4.2 watts/in®

. Pov!er Factor Correction  « Auto cooling fan * No minimum load required  * 3.6 watts/in® « 105°C output capacitor

 105°C output capacitor Three-year warranty » 105°C output capacitor * Three-year warranty  Two-year warranty

* Remote control
» Mating connectors: P/Ns 103587CP pg 119
» -10° to +60°C working temp. (see output derating)

Detailed below in blue, this advanced switcher line
is part of Mean Well’s family of premium power supplies
that carry an unusually long three-year manufacturers
warranty. Their performance, reliability and low

cost result from a modern state-of-the-art design using
highly integrated components. The SP-500 offers input
Power Factor Correction of 0.98 at 115VAC that meets
EN61000-3-2, required in Europe for power supplies 4

75 watts and above. Assured to operate correctly i 3

« Parallel operation (current sharing)

» Remote sense and control ¢ Auto cooling fan
* Power Factor Correction

» Mating connectors: P/Ns 103587CP, pg 119

» -10° to +60°C working temp. (see output derating)
Highlighted below in buff color, these
Dimensions T 1 families of feature rich, high-quality,
low-cost switchers provide parallel
operation to 2000 watts, Power Factor
Correction of 0.98 at 115VAC that complies
with EN61000-3-2, remote sensing for

« Parallel operation (current sharing)
» Remote sense and control
* Mating connectors:
P/Ns 103587CP, pg 119
« -10° to +65°C working temperature;
(+50° to -65°C @ 50% load)
Shown below in tan, the SCN-600
family of 600-watt enclosed switchers
offer advanced N+1 parallel operation,
remote sensing for precise point-of-load s AN
voltage control and built-in remote ON-OFF

anywhere in the world, these enclosed switchers feature 4 = precise point-of-load voltage control, and control. Also, a unique capability allows
; 5 1y ON-OFF remote control. Greater versatility output voltage adjustment from 10-100% -
universal voltage input ranges of 88-264VAC and e 1 T afls T . :
. : . L] L results from availability of a "power of rated value with an external 1-5VDC 1
124-370VDC. The SP-500 is cooled with an automatic “ L = oo i . . . . -
. = Bk good/fail signal". Cooling is provided signal. The input can be switch selected 1 ) )
internal fan. These products are approved by UL, CUL, I | - ] : : Dimensions
) ; ! by an integral forced air fan (two in the for voltage ranges of 100-130VAC and !
and TUV; and carry the CE mark, for use worldwide. 1 m : i u . i i i
I 4 - PSP-1000) that assures safe operation 200-260VAC. The DC output voltage can I
EMC standards met are EN55022 Class B and h . - . .
EN61000-4-2/3/4/5/6/8/11 at full power output over the a{nbler}t be adjusted +5% of nominal rating. The
. temperature range of 0°C to 50°C, with solid, reliable, low-cost design features 14
. derating -10°C and 60°C at 80% of load. OUTIUIT DERATRI overload protection to 135% of rated load I i
RS ANL ¢ Protection includes short-circuit, overload 0 —— with auto-recovery, and over-voltage
uUN DE oL \v\_\t“ﬁ #1b over-voltage; and a novel soft-start circuit L - i 1 protection to 145% of rated output v L -
pPOW R = HARING) limits the AC surge current. Guaranteed = + voltage. Additional protection includes | L
@ ¥ o or moré safety standards comprise UL1950 and . | short-circuit and a soft-start circuit that . i -
A E\-c £ the outpY P ¢ voltage ; TUV EN60950, and they carry the g0 limits the AC surge current to a safe value. - L=r
The conne! o5 0 ameen ﬂom_e‘m European CE mark. The PSP-500 and PP Meeting the requirements of UL1950 and
power sup\%h output cur® power supphies W B 13 I A W Ao the PSP-1000 series meet EMC WoE W N W N e TUV EN60950, these products are approved
obtain & 6. This (e the load- RAENT TH. T standards EN55022 Class B and i _ by UL, CUL and TUV; and carry the CE mark.
1y alone: ' o share ALSSSEWY TR |G
supply. ly design® EN61000-4-2/3/4/5/6/8/11.
specificd
Size Mounting Holes| Power | Ripple & | Load | Line Inrush |lsolation| Leakage | Rise | Hold-up Voltage Jameco )
Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price
Manufacturer | Product Number| Voltage@Current (min-max) Power (VAC @ Hz) PFC| (LXxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (x%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50
Mean Well SP500-12 +12V@0-40A 480.0W 100-240@50-60 #/ |see diagram| see diagram 3.60 240 0.5 0.5 18 3,000 & 50 20 10-500Hz; 2G 10 84 133,000 4.2 UL/CUL/TUV/CE | 190692CP $245.95 | $221.39 | $166.19
Mean Well SP500-13.5 +13.5V@0-36A 486.0W 100-240@50-60 +/ |seediagram| see diagram 3.65 240 0.5 0.5 18 3,000 BI5) 50 20 10-500Hz; 2G 10 84 133,000 4.2 UL/CUL/TUVICE 212388CP 245.95 | 221.39 166.19
Mean Well SP500-15 +15V@0-32A 480.0W 100-240@50-60 # |see diagram| see diagram 3.60 240 0.5 0.5 18 3,000 &8 50 20 10-500Hz; 2G 10 83 133,000 4.2 UL/CUL/TUVICE | 213604CP 245.95| 221.39 | 166.19
Mean Well SP500-24 +24V@0-20A 480.0W 100-240@50-60 / |seediagram| see diagram 3.60 240 0.5 05 | =——>» 18 3,000 815 50 20 10-500Hz; 2G 10 85.5 133,000 4.2 UL/CUL/TUVICE | 147053CP 245.95| 221.39 | 166.19
Mean Well SP500-27 +27V@0-18A 486.0W 100-240@50-60 v |seediagram| see diagram 3.65 200 0.5 0.5 18 3,000 815 50 20 10-500Hz; 2G 10 86.5 133,000 4.2 UL/CUL/TUVICE | 190705CP 245.95| 221.39 | 166.19
Mean Well SP500-48 +48V@0-10A et \ersions 480.0W 100-240@50-60 7/ |see diagram| see diagram 3.60 300 0.5 0.5 18 3,000 & 50 20 10-500Hz; 2G 10 87 133,000 4.2 UL/CUL/TUVICE | 161795CP 245.95| 221.39 | 166.19
Mean Well PSP-500-5 +5V@0-80A A\,a\\ab\e: call 400.0W 90-264@47-63 +/ |seediagram| see diagram 291 100 2.0 0.5 20 3,000 1.0 50 15 10-500Hz; 2G 10 76 130,100 515 UL/CUL/TUVICE 202112CP 247.95| 223.19 196.29
= Mean Well PSP-500-12 +12V@0-41.5A 300-831‘42A2 498.0W 90-264@47-63 #/ |see diagram| see diagram 3.62 150 0.5 0.3 20 3,000 1.0 50 15 10-500Hz; 2G 10 82 130,100 515 UL/CUL/TUVICE | 190713CP 247.95| 223.19 | 196.29 =
% Mean Well PSP-500-15 +15V@0-33A 498.0W 90-264@47-63 7/ |seediagram| see diagram 3.60 150 0.5 0.3 20 3,000 1.0 50 15 10-500Hz; 2G 10 82 130,100 515 UL/CUL/TUVICE 202121CP 247.95 | 223.19 196.29 g
% Mean Well PSP-500-24 +24V@0-20.8A 499.2W 90-264@47-63 # |see diagram| see diagram 3.63 150 0.5 02 | €=——> 20 3,000 1.0 50 15 10-500Hz; 2G 10 84 130,100 515 UL/CUL/TUVICE | 190721CP 247.95| 223.19 | 196.29 g
5 Mean Well PSP-500-27 +27V@0-18.5A 499.5W 90-264@47-63 / |seediagram| see diagram 3.63 150 0.5 0.2 20 3,000 1.0 50 15 10-500Hz; 2G 10 84 130,100 515 UL/CUL/TUV/CE | 190730CP 247.95| 223.19 | 196.29 8
Mean Well PSP-500-48 +48V@0-10.5A 504.0W 90-264@47-63 ¢ |seediagram| see diagram 3.67 200 0.5 0.2 20 3,000 1.0 50 15 10-500Hz; 2G 10 86 130,100 515 UL/CUL/TUVICE | 190748CP 247.95| 223.19 | 196.29
Mean Well PSP-1000-5 +5V@0-145A 725.0W 90-264@47-63 #/ |see diagram | see diagram 2.61 100 2.0 0.5 35 3,000 2.0 50 15 10-500Hz; 2G 10 76 — 10.4 UL/CUL/TUVICE | 217373CP 497.95 | 448.19 | 386.79
Mean Well PSP-1000-12 +12V@0-75A 900.0W 90-264@47-63 +/ |seediagram| see diagram 3.24 150 0.5 0.3 & 3,000 2.0 50 15 10-500Hz; 2G 10 82 — 10.4 UL/CUL/TUVICE 217365CP 497.95 | 448.19 386.79
Mean Well PSP-1000-24 +24V@0-37.6A 902.4W 90-264@47-63 # |see diagram| see diagram 3.25 150 0.5 0.2 35 3,000 2.0 50 15 10-500Hz; 2G 10 84 — 10.4 UL/CUL/TUVICE | 217357CP 497.95 | 448.19 | 386.79
Mean Well PSP-1000-48 +48V@0-19A 912.0W 90-264@47-63 / |seediagram| see diagram 3.28 200 0.5 0.2 > 85 3,000 2.0 50 15 10-500Hz; 2G 10 86 — 10.4 UL/CUL/TUVICE 217349CP 497.95 | 448.19 386.79
Mean Well SCN-600-05 +5V@0-100A 500.0W |90-130/180-260@47-63| — | see diagram | see diagram 3.10 100 2.0 0.5 60 1,500 815 50 16 10-200Hz; 2G 5 7 — 5.7 UL/CUL 220249CP 248.95 | 213.95 | 197.95
Mean Well SCN-600-12 +12V@0-50A 600.0W |90-130/180-260@47-63| — | see diagram | see diagram 3.72 120 1.0 0.5 60 1,500 & 50 16 10-200Hz; 2G 5 80 — 5.7 UL/CUL 220257CP 248.95 | 213.95 | 197.95
Mean Well SCN-600-24 +24V@0-25A 600.0W |90-130/180-260@47-63| — | see diagram | see diagram 3.72 240 1.0 0.5 60 1,500 BI5 50 16 10-200Hz; 2G 5 85 — 5.7 UL/CUL 220265CP 248.95 | 213.95 | 197.95
* Primary Output
%A\" Limited Supply — Special Offers — 90-Day Warranty Limited Supply — Special Offers — 90-Day Warranty \'g
r Size Mounting Holes| Power | Ripple & | Load | Line Inrush |Isolation| Leakage | Rise | Hold-up Voltage Jameco )
8 Manufacturer Output Input Inches Inches Density | Noise Reg. | Reg. Curr. (A)| Voltage| Current |Time| Time Adjustment | Efficiency | MTBF | Weight Part Price o
=z Manufacturer | Product Number Voltage@Current (min-max) Power | (VAC @ Hz) |PFC| (LxWxH) (LxWxDia.) (W/in®) | (mV p-p)*| (#%)*| (+%)* @120VAC| (VAC) |(mA@240V)| (ms) | (ms) Vibration (%)* (%) (hours) | (Ibs.) Certification Number 1 10 50 %
E Power-One PFC-500-1024 24V@0.6-21A 500.0W | 85-264@47-63 | « |9.0x5.0x2.6| 6.6x3.9x0.13 4.27 240 0.2 0.5 35 2,600 2.0 10 20 5-2kHz; 1G 10 75 — 4.4 UL/CSA/TUVICE 202905CP $69.95 | $62.99| $56.69 %
LLI Power-One PFC-500-1048 48V@1.2-10.4A 500.0W | 85-264@47-63 | « |9.0x5.0x2.6| 6.6x3.9x0.13 4.27 480 0.5 0.5 35 2,600 2.0 10 20 5-2kHz; 1G 10 75 — 3.7 UL/CSA/TUVICE | 202913CP 69.95 62.99 56.69 =

* Primary Output
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Just Added! World-Class
DC-to-DC Converters

Jameco has greatly expanded its DC-to-DC
converter line by entering into a distribution
agreement with Artesyn Technologies and
expanding its breadth of Mean Well
converters. Artesyn, a US brand, is
a world leader in high-quality
power conversion products for
systems employing Distributed
Power Architectures (DPA). And for

value-pricing, Mean Well offers a
broad line of high-quality products.

 ARTESYN

Now you can avoid the hassles of "large company" distribution chan-
nels and get immediate delivery of products from some of the world's top
power products manufacturers. Be sure to see pages 33-43 for our complete
Qne of DC-to-DC converters. /

Power Products from a Name You Trust

Jameco continues to
expand its commitment to
DC-to-DC converters and
switching power supplies.
In addition to offering 11
converter product pages,
new name brands and great
savings, we’re providing
more of the information
you need to make good technical choices. And if you
have on-going needs, be sure to ask for an Inside Sales
representative. You’ll be assigned to the same rep
order after order, so you can be assured we’ll

be aware of your unique requirements.

Save More in Larger Quantities!

Looking to save even more? We already
guarantee the lowest price, but you can save
even more when you purchase in larger quantities!
Simply call us at 1-800-831-4242, ask for an Inside Sales
rep, and let us know your specific requirements. Our
inside sales representatives are there to get you the best
value on your quantity purchases, and they’ll make sure
you get any additional service and information you need!

Save with Limited Supply Items

In addition to providing you with products
suitable for long-term production runs, Jameco
also continues to offer limited supply products at great
savings. We've negotiated great deals for these limited
supplies, and you can be assured we’re passing the
savings on to you. All our power supplies are backed
by Jameco’s 90-day warranty.

SAVE

Now as part of our commit-
ment to the expanding
DC-to-DC converter line,
we have added additional
information to help you
make informed technical
decisions. You have more
in-depth information,
including output derating curves, package dimensions
and specifications including
output ripple, regulation,
certifications, and more.
Plus, the charts in this
catalog allow you to easily
compare specifications of
multiple manufacturers’
products. Need more help
deciding? You can always
call our toll-free tech support hot-line at 1-800-831-4242.
Our senior technicians are available to help solve your
power supply challenges.

ww | urj {

Ease of Ordering

Whether you need to buy 1, 10 or
100 products, you'll find ordering
is easy at Jameco Electronics. '
You can call us any time of day or
night, 365 days a year at 1-800-831-4242,
fax your order to 1-800-237-6948 or
place your order online at www.Jameco.com/power.
We’ll be ready to process your order. And remember,
99% of orders placed before 6 pm EST go out the same

Qay, so you know you’ll get your order quicker!
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Artesyn 6 to 30-Amp Non-Isolated, Point-of-Load DC-to-DC Converters

6-Amp SILO6 Series tm;'rl;srwj

« Ultra-wide trim range
* Horizontal and vertical models
* “Power good” signal
* Protection: over-current & short-circuit
» Working temperature:

0° to +80°C (derated above 50°C)
Highlighted below in blue, the SIL06
series are new high-density, open-frame,
non-isolated DC-to-DC

converters for space-
sensitive applications.

An external resistor adjusts
the output voltage from

its pre-set value of 0.9V !
to any value up to the 3.3V
maximum. The SIL06 series -
offers remote ON /OFF and

over-current protection
as standard. With full
international safety
approval including i

s =
Horizontal Mount Dimensions
¥ L (}
{ - —= e | =
Ui = A - "
Vertical Mount Dimensions

EN60950 and UL60950, _— il :
the SIL06 reduces | —tr—rmrer—] -
compliance costs

and time to market.

15-Amp SIL15 Series AI{TI:SYN’

* 91% efficiency
« Ultra-wide trim range
* “Power good” signal
* Protection: over-current & short-circuit
« Working temperature: 0° to +80°C

(derated above 50°C)
Highlighted below in buff color, the
SIL15 series are new high-density, open
frame, non-isolated DC/DC converters for

space-sensitive applications. Each model has a

wide input range (4.5-to-5.5V or 10.2-to-13.8V) and
offers a wide output voltage range of either 0.9-to-3.3V

or 0.9-to-5V with a 15A load.

c“‘us A

An external resistor adjusts
the output voltage from its
pre-set value of 0.9V to any
value up to the maximum
allowed value for the model.
With full international safety
approval including EN60950
and UL /CUL60950, the I
SIL15 Series reduces
compliance costs and
time to market.

Vertical Mount

Dimensions

10-Amp SIL10 Series

* Highest power density: 107W/in®
* Remote sense
* 96% efficiency at 3.3V
* Protection: thermal & short-circuit
» Working temperature:

-40° to +100°C (derated above 70°C)
Detailed below in tan,
the SIL10 series are non-isolated
DC/DC converters packaged in a
single-in-line footprint giving
designers a cost-effective and easy-to-fit
solution for conversion from either a 3.3V or 5V input voltage to an out-
put voltage in the range of 0.8V-to-3.6V. The SIL10 offers both fixed out-
puts and wide output trim
range, which allows
maximum design
flexibility and a
pathway for future
upgrades. The SIL10
is designed for
applications that
include distributed
power, workstations,
optical network 1
and wireless applications.

tAI_{'I'I:SYN-

Vertical Mount Dimensions

|

30-Amp SIL30 Series

* 91% efficiency ARTE SYN

« Ultra-wide o A A
trim range

* Horizontal &
vertical models
* “Power good” signal
* Protection: over-current,
over-temperature & short-circuit
» Working temperature: =l
0" to +80°C
(derated above 50°C) I
Highlighted below in |
rose color, the SIL30 a I
series are new high- b
density, open-frame,
non-isolated DC/DC
converters for space
sensitive applications.
The converters have
a wide input range
(10.2-t0-13.8VDC)
and offer a wide il
2.5-to-5V output voltage L

Horizontal Mount E :
Dimensions

Dimensions

range with a 30A load.

o dl/dt: 10A/ps  « 100% burn-in test

The SIL Series Converters above also have the following features:

* No minimum load

« Planar magnetics technology

« Very high MTBF  « Remote ON/OFF e« Two-year warranty

Size Line | Load Jameco _
Manufacturer Output Inches Reg. | Reg. | Temp. [Efficiency] MTBF |Part Price

Mfr. Product Number™ | Input Range | Voltage Current | Power | (LxWxH) | Pins | (+%) | (%) °C (%) (hours) |Number 1 10 25 100
Artesyn | SIL0O6-05SADJ-V 4.5V-5.5V 0.9-3.3V@6A | 20W |seediagram| 8 0.2 | 0.5 | Oto+80 89 1,300,000 219150CP | $12.35 |$11.69 [$11.15 |$10.59
Artesyn | SIL0O6-05SADJ-H 4.5V-5.5V 0.9-3.3V@6A | 20W |seediagram| 8 0.2 | 0.5 | Oto+80 89 1,300,000 (219168CP | 12.35| 11.69 | 11.15| 10.59
Artesyn | SIL10-05S1V8-V 3.0V-5.5V 1.8V@10A 18W |seediagram| 11 | 1.0 | 1.0 |-40to+100 92 7,042,000(219141CP | 23.85| 22.65 | 21.55| 20.47
Artesyn | SIL10-05S2V5-V 3.0V-5.5V 2.5V@10A 25W |seediagram| 11 | 1.0 | 1.0 |-40to +100 94 7,042,000(219133CP | 23.85| 22.65| 21.55| 20.47
Artesyn | SIL10-05W3V3-V | 4.5V-55V | 0.8-3.6V@10A | 33W |seediagram| 11 | 1.0 | 1.0 |-40to +100 95 7,042,000 (219117CP | 23.85 | 22.65| 21.55| 20.47
Artesyn | SIL10-05S3V3-V 4.5V-5.5V 3.3V@10A 33W |seediagram| 11 | 1.0 | 1.0 |-40to +100 95 7,042,000(219125CP | 23.85| 22.65 | 21.55| 20.47
Artesyn | SIL15-05SADJ-V 4.5V-55V | 0.9V-3.3V@15A | 50W |[seediagram| 13 | 0.2 | 0.5 | Oto+80 89 7,817,000(218886CP | 17.19| 16.35| 15.55| 14.75
Artesyn | SIL15-12SADJ-V | 10.2V-13.8V | 0.9V-5V@15A | 75W |seediagram| 13 | 0.2 | 0.5 | Oto+80 91 7,817,000(218878CP | 17.19| 16.35| 15.55| 14.75
Artesyn | SIL30-12SADJ-V | 10.2V-13.8V | 2.5V-5V@30A | 150W |see diagram| 24 | 0.2 | 1.0 | Oto+80 91 129,000 |218860CP | 26.95| 25.59 | 24.35| 23.15
Artesyn | SIL30-12SADJ-H | 10.2V-13.8V | 2.5V-5V@30A | 150W |see diagram| 24 | 0.2 | 1.0 | Oto+80 91 129,000 [218851CP | 26.95 | 25.59 | 24.35| 23.15
* Suffix: V=Vertical; H=Horizontal
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.5 to 10-Watt Isolated DC-to- - 0.5 to 10-Watt Isolated DC-to-DC Converters

0.5 & 1-Watt Regulated Encapsulated 1-Watt Unregulated 3 & 5-Watt Regulated Encapsulated MW
SRS05 & SPRO1 Series: Single Output Encapsulated DCWO03, SCW03, DLWO05 & SLWO5 Series: Single & Dual Outputs

. 1000VQC isolation_ _ « Input filter: capacitor type SUSO01 Series: Single Output » 1000VDC isolation * Input filter: Pi network
* Protection: short-circuit ~ * No external components needed « 1000VDC isolation « No external components needed ¢ Industry standard package
* 100% burn-in test « One-year warranty « Input filter: capacitor type « 2:1 wide input range « Shielded metal case
« Very high MTBF . o e 100% burn-in test  One-year warranty
. i . * Protection: short-circuit . i . .
» Working temperature: -15 to +60°C @ full load I e—— t ded « Free-air convection cooling * Very high MTBF
: . % load 0 external components neede - o
2510 +71°C @ 80% loal « 100% burn-in test * Protection: short-circuit & overload
Detailed below in blue, the Mean Well SRS05 and 0 « Working temperature: -15 to +60°C @ full load;
. . ; * One-year warranty o 3
SPRO1 series are low-cost, highly reliable, low-power, Verv high MTBF -251t0 +71°C @ 80% load
regulated 0.5-watt and 1.0- watt DC-to-DC converters y g ) c Highlighted below in tan, these popular regulated DC-to-DC
that are easy to use because no external components > Uarting (e ETes 5 +600C @l ez converters performance features include a wide input voltage range of 2:1
are required. Internally they employ hlgh-denS}ty SMD. -2510+71°C @ 80% load and the use of a pi-network input filter for low noise operation. The input-to-output
technology and aﬁ'e packaged in a non-conductive plastic Shown below in buff color, our lowest isolation is an impressive 1000VDC, with I/O isolation resistance of 100MQ.
el ‘saf(itgd(;fvgglpuht t'}tlol_fgtPug 1)[5401at1011 1ts an £ 100MO and it ¢ 80F - price Mean Well DC-to-DC converter The Mean Well SCW03 and DCW03 families include single and dual-output 3-watt configura-
LB PHCESIVE HODIONTE A VOLAN I/ IO SIS © and capacitance of oUpk maxit is the unregulated 1.0-watt SUSOL. tions packaged in five-sided shielded metal cases. The industry-standard package size supports
mum. Short-circuit protection is a standard feature and electrical noise is minimized with a It requires no external components full power with free-air convection
capacitor-type input filter. Line and load regulation are both +1%. itor- i :
. fypeinp e ‘ and features a capacitor-type input Offering both single and dual outputs, the Mean Well SLW05 & DLWO05 5-watt series are very
filter for minimum noise. SMD technology . e . :
: . L L popular because of their low-cost, reliability, and industry-standard package comprised of a
A s is employed for superior reliability and L ; . o
S TAME : he i ] : six-sided shielded metal case. Continuous short-circuit
N DERD o B oy small size. The input-to-output isolation . N .
L\ ERIER uivh i ® [ - . ive 1000VDC, with 1/0 protection and overload protection, both with auto- , L
ONYE filer at the i, |I ] 15 an Impressive s Wit A recovery, are standard features P ain
ormonty used oc/DC — e = T W || g isolation resistance of 100M<Q2 and L r 1 Ly ’ —_—
PI-FILTER: A'tch'\ﬂg supply O {ople cUr- capacitance of 80pF maximum. Adequate - e =5 1] 1 e
inputof & Sw‘reduce reflected { Spof wo iy ol ur for many applications, line regulation = -
converter ‘_‘\"eY usually conS\Sles of i d is +1.2% and load regulation from 20% T o T T .
rent. The i acitors an a ser i i to 100% of full load is +8%. The LT g Vit T
parallel cag o & s S dual-in-line non-conductive plastic A w - " 1, _——
inductan® — L - e package makes the SUS01 easy to ol s 15 . or =
dis | B BT . . . L - id n —
and®® SRS05 | | SPROIL Di h design in. The working temperature -
ger}er'a‘\‘/) Dimensions imensions is —15°C to +60C with no derating | v DI SUSOL | | | @& | DCW/SCWO3 | mwia |
puilt \\f\‘] and —25°C to +71°C at 80% load. imensions  _ §-WaEF DLW/SLWO5  Dimensions " Dimensions
Suppy-
Size Power Ripple Line Load Switching Jameco )
Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation Temperature Efficiency MTBF Weight Part Price
Manufacturer Product Number Input Range Voltage@Current Power (LxWxH) (W/in°) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Number 1 10 25 100
Mean Well SRS-0505 4.5-55V +5V@100mA 0.5W see diagram 4.63 8 100 1.0 1.0 500k 1,000 -15 to +60 62 600,000 0.01 213225CP $9.95| $8.95| $8.09 | $7.28
Mean Well SPRO1L-05 4.5-5.5V +5V@200mA 1.0wW see diagram 17.86 4 100 1.0 1.0 100k 1,000 -15to +60 57 800,000 0.01 213313CP 9.95 8.95 8.09 7.28
Mean Well SPRO1L-12 4.5-5.5V +12V@84mA 1.0w see diagram 17.86 4 100 1.0 1.0 100k 1,000 -15 to +60 61 800,000 0.01 216830CP 9.95 8.95 8.09 7.28
Mean Well SPRO1L-15 4.5-55V +15V@67mA 1.0W see diagram 17.86 4 100 B S 1.0 1.0 100k 1,000 -15to +60 62 800,000 0.01 216848CP €.eH 8.95 8.09 7.28
Mean Well SPRO1IN-05 21.6-26.4V | +5V@200mA 1.0w see diagram 17.86 4 100 1.0 1.0 100k 1,000 -15to +60 62 800,000 0.01 213250CP 9.95 8.95 8.09 7.28
Mean Well SUSO01L-05 4.5-55V +5V@200mA 1.0w see diagram 9.26 8 100 8.0 12 100k 1,000 -15to +60 73 700,000 0.01 213241CP 7.95 7.29 6.49 5.85
Mean Well SCWO03A-05 9-18v +5V@600mA 3.0W see diagram 2.08 10 100 1.0 0.5 25k 1,000 -15to +60 74 350,000 0.03 213268CP 15.49| 13.95| 12.59| 11.29
Mean Well SCWO03B-05 18-36V +5V@600mA 3.0W see diagram 6.25 10 100 1.0 0.5 25k 1,000 -15 to +60 75 350,000 0.03 213217CP 15.49 | 13.95| 12.59| 11.39
Mean Well DCWO03A-05 9-18V +5V@300mA; -5V@300mA 3.0W see diagram 7.14 10 100 1.0 0.5 25k 1,000 -15to +60 74 350,000 0.03 155918CP 20.95| 18.89 | 16.99 | 15.29
= Mean Well Other \ersions DCWO03A-12 9-18V +12V@125mA; -12V@125mA 3.0W see diagram 5.77 10 100 1.0 0.5 25k 1,000 -15 to +60 80 350,000 0.03 161701CP 20.95| 18.89 | 16.99| 15.29 m
% Mean Well pyailable: Ca;\’l SLWOSL-12 4.5-9V +12V@417mA 5.0W see diagram 6.25 5 100 0.2 0.5 50k 1,000 -15 to +60 70 — 0.07 220388CP 24.95| 2259 | 20.29 | 18.25 %
A Viean Well 500-831-42 SLWO5L-15 45-9V +15V@333mA 5.0W see diagram 6.25 5 100 0.2 05 50k 1,000 -15 to +60 72 — 0.07 |220370CP 24.95| 22.59 | 20.29 | 18.25 =
<3l \ean Well SLWO05A-033 9-18V +3.3V@1500mA 5.0W see diagram 6.25 5 100 0.2 0.5 50k 1,000 -15 to +60 70 — 0.07 220353CP 24.95| 2259 | 20.29 | 18.25 §_’
§ Mean Well SLWO05A-05 9-18V +5V@1000mA 5.0W see diagram 6.25 5 100 1.0 0.2 50k 1,000 -15to +60 75 500,000 0.07 216928CP 24.95| 22.49 | 20.25| 18.25 T
(I Mean Well SLWO05A-12 9-18V +12V@417mA 5.0W see diagram 6.25 5 100 1.0 0.2 50k 1,000 -15 to +60 80 500,000 0.07 216899CP 24,95 | 22.49 | 20.25| 18.25 o
Mean Well SLWO05A-15 9-18V +15V@333mA 5.0W see diagram 6.25 5 100 1.0 0.2 50k 1,000 -15to +60 81 500,000 0.07 216881CP 24.95| 22.49 | 20.25| 18.25
Mean Well SLWO05B-033 18-36V +3.3V@1500mA 5.0W see diagram 6.25 5 100 0.2 0.5 50k 1,000 -15to +60 71 = 0.07 220361CP 24.95| 2259 | 20.29| 18.25
Mean Well SLWO05B-05 18-36V +5V@1000mA 5.0W see diagram 6.25 5 100 1.0 0.2 50k 1,000 -15 to +60 7 500,000 0.07 216936CP 24.95| 22.49 | 20.25| 18.25
Mean Well SLWO05B-12 18-36V +12V@417mA 5.0W see diagram 6.25 5 100 1.0 0.2 50k 1,000 -15to +60 82 500,000 0.07 216910CP 24.95| 22.49| 20.25| 18.25
Mean Well SLWO05B-15 18-36V +15V@333mA 5.0W see diagram 6.25 5 100 1.0 0.2 50k 1,000 -15 to +60 83 500,000 0.07 216872CP 24,95 | 22.49 | 20.25| 18.25
Mean Well SLWO05C-05 36-72V +5V@1000mA 5.0W see diagram 6.25 5 100 - 1.0 0.2 50k 1,000 -15to +60 7 500,000 0.07 213233CP 24.95| 2259 | 20.29 | 18.29
Mean Well SLWO05C-12 36-72V +12V@417mA 5.0W see diagram 6.25 5 100 1.0 0.2 50k 1,000 -15 to +60 83 500,000 0.07 216901CP 24.95| 22.49 | 20.25| 18.25
Mean Well DLWO5A-12 9-18V +12V@208mA; -12V@208mA 5.0W see diagram 6.25 5 100 2.0 0.2 50k 1,000 -15 to +60 80 500,000 0.07 216856CP 28.95| 26.09 | 23.15| 20.85
Mean Well DLWO5B-12 18-36V +12V@208mA; -12V@208mA 5.0W see diagram 6.25 5 100 2.0 0.2 50k 1,000 -15to +60 82 500,000 0.07 216864CP 28.95| 26.09 | 23.15| 20.85

Limited Supply — Special Offers — 90-Day Warranty Limited Supply — Special Offers — 90-Day Warranty
= A\' Size Power Ripple Line Load Switching Jameco I
% Y Manufacturer Inches Density & Noise Reg. Reg. Frequency Isolation Temperature Efficiency MTBF Weight Part Price 8
§ Manufacturer Product Number Input Range Output Power (LXWxH) (W/in%) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Number 1 10 25 [y 3
% Trimag TDB4W-4805S 36-72V +5V@500mA 3.0W 1.2x0.8x0.5 6.25 12 50 1.0 1.0 25k 500 -2510 +70 70 400,000 0.03 206076CP $9.95| $8.99 | $8.09| $7.25 ;_;
L% Universal Microelectronics umM1014 36-72V +5V@250mA; -5V@250mA 3.0W 1.2x0.8x0.4 7.81 14 100 0.5 0.2 200k 1,000 -25t0 +71 77 — 0.03 206092CP 9.95 8.99 8.09 7.25 ol
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10 to 15-Watt Isolated DC-to-DC Converters

10-Watt Open Frame ~ ARTE S"’Nf ;
CXA10 Series: Single Output

» 1500VDC isolation

* Industry standard footprint

* Protection: short-circuit & overload

15-Watt_ Opgn Frame ARTESWAN- 10-Watt Encap_sula_ted MW
CXE15 Series: Single Output TEE W : 2 s SKE10 & DKE10 Series: Single & Dual Outputs ~ [sas =it |
+ 1500VDC isolation « 1000VDC isolation

¢ Industry standard footprint * Input filter: Pi-network

* Protection: over-voltage & over-current « Protection: short-circuit & overload

* 100% burn-in test * Two-year warranty * 100% burn-in test * 100% burn-in test
« Very high MTBF » Remote ON/OFF * Two-year warranty  One-year warranty
« Low ripple & noise « 4:1 input voltage range * Remote ON/OFF « Very high MTBF

* Low ripple & noise

@ R 2 ce « 87% efficiency at 5V

» Working temperature: -40 to +100°C (see derating curve)
Detailed below in blue, the CXA10 series has a wide 4:1

« Free-air convection cooling  « Shielded metal case
« Industry standard package ¢ 2:1 wide input range

glput chtage range of 18 to 72 VfD < Thle XAl hfas bﬁen CXA10 ) ggtgﬂ? ItrrTl]:wm oxd  Working temperature: -15 to +60°C @ full load; -25 to +71°C @ 80% load

esigned as a competitive open-frame alternative for the oo - _ ° ) &Ll .

communications market, featuring an industry-standard £ &+ Dimensions * Planar magnetics technology giﬁglilegshg?febilﬁ;?;?sg’tggg sgrr:v‘:e\ﬁgr?iigg (f; Dé(Eull(;r

footprint of 2" x 1" x 0.4". Other important product features « Working temperature: -40° to +65°C single and duga Ioutput 10-watt configurations packzglz d in six-sided

include over-voltage protection, :.;hort—cucult.protechop and 1 . il Highlighted below in buff color, the shielded metal cases. The industry-standard package size supports full power with free-air
fer.note ony OlF l‘i:)lP et dmagnetlii are ufs.?d I_thhe es 51ghn i CXEI5 is a high-efficiency, open-frame, convection. Performance features include a wide input voltage range of 2:1 and the use of a
lellmpirove ée 1a1 ! 1tfy and re uci ¢ eEI:I:nglQSb Zserles as ; isolated 15-watt DC-to-DC converter pi-network input filter for low noise operation. The input-to-output isolation is an impressive
UL119n58rna d onai sa eiy approv;;‘ o ; Tﬁnb . I il SCiESHmian industry standard 1000VDC, with I/ O isolation resistance of 100MQ. Line regulation is +0.3% maximum, and

. o I IS YT 00l (oToty pl IEVIXES (RE1Eh HalD LERI( footprmt. They feature an load regulation for a load change of 20% to full load is +1% for single output and +2% for dual
insulation system from input to output makes it input voltage range of

output. The working temperature is ~15°C to +60°C with no derating and -25°C to +71°C

suitable for a wide variety of applications. 33 to 75VDC and are

: : at 80% load. Protection includes short-circuit and overload.
available in output voltages
© of 1.8V, 2.5V, 3.3V, and 5V. ! . >y
JERST ANDINS CUTPUT DERATING The output voltage on each o [T i v
UNDED ERIERS 7= tection model is adjustable from 90% | | o e | i ﬂ_..;‘(‘\"-\-‘-'\‘“ : | | l aar
con’ s down t0 110% of the nominal value. g e UNDEVERTERS * Cea el st juel . 1
. QVER-TE PERMUhe he riers rating - With full international safety CON €C r\‘\z \ower e 1 5.
oTP m for converte V:e ny dowr- 1 approval including EN60950 e STRIBUTED PO nere the 6OV gm oC — ! el
syste - nt temper u p X failure i and UL1950, the CXE15 e s, P i L DPA: DIS Jout 1 system he 1024 An inte e, ar : i -
A ended to saY est item reduces compliance cost | e LI wer dist \ocally near afro i
oTP is Int® nine e fure. E —r————t—— 3 -l — eg is done m the " oC converters w BENTHbSI VT =
equip Lall 1 temperd and time to market. : voltad®s = \ided fr0 \lex DC equired: —_— =
stream " su P us ien ; yoltage ispP \S\\'-\bm they &€ i ‘: LI:_I 11
fafan e convertel ST TR [ CXE15 Dimensions Tris is TEN ot the syt SKE10 & DKE10 Dimensions
on o spread throud
Size Power Ripple Line Load Switching Jameco
Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation | Temperature | Efficiency MTBF Weight Part Price
Manufacturer Product Number Input Range Voltage@Current Power (LXWxH) (W/in°) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Certification Number 1 10 25 100
D Artesyn CXA10-48S3V3 18-75V +3.3V@2400mA 7.9W see diagram 9.9 6 30 0.1 0.2 400k 1,500 -40 to +70 78 456,000 0.03 UL/CUL/CSA/VDE/CE| 219037CP $41.45 | $39.39 | $37.39 | $35.59 o
g Artesyn CXA10-48S05 18-75V +5.0V@2000mA 10.0W see diagram 12.5 6 30 0.1 0.2 400k 1,500 -40 to +70 81 456,000 0.03 UL/CUL/CSAIVDE/CE| 219045CP 41.45| 39.39 | 37.39| 35.59 |
' Artesyn CXE15-48S1V8 33-75V +1.8V@6000mA 10.8W see diagram 135 6 40 0.3 2.0 265k 1,500 -40 to +70 83 600,000 0.03 UL/CUL/TUVICE | 219070CP 44.85| 42.95| 40.49| 38.49 31
5 Artesyn CXE15-48S52V5 33-75V +2.5V@6000mA 15.0W see diagram 18.8 6 40 R S 0.3 15 265k 1,500 -40 to +70 85 600,000 0.03 UL/CUL/TUVICE | 219088CP 44.85| 42.95| 40.49| 38.49 3
8— Artesyn CXE15-48S3V3 33-75V +3.3V@4500mA 15.0W see diagram 18.8 6 70 0.1 0.5 265k 1,500 -40 to +65 86 600,000 0.03 UL/CUL/TUV/CE | 219053CP 44.85| 42.95| 40.49| 38.49 (30
Artesyn CXE15-48S05V 33-75V +5V@3000mA 15.0W see diagram 18.8 6 70 0.1 0.5 265k 1,500 -40 to +65 87 600,000 0.03 UL/CUL/TUV/CE | 219061CP 44.85| 42.95| 40.49| 38.49
Mean Well SKE10A-05 9-18V +5V@2000mA 10.0W see diagram 12.5 5 50 0.3 1.0 300k 500 -15 to +60 81 — 0.07 — 216961CP 33.95| 30.55| 26.95| 24.55
Mean Well SKE10A-12 9-18V +12V@840mA 10.0W see diagram 12.5 5 60 0.3 1.0 300k 500 -15 to +60 81 — 0.07 — 217007CP 33.95| 30.55| 26.95| 24.55
Mean Well SKE10A-15 9-18V +15V@666mA 10.0W see diagram 12.5 5 60 0.3 1.0 300k 500 -15 to +60 81 — 0.07 — 216979CP 33.95| 30.55| 26.95| 24.55
Mean Well SKE10B-033 18-36V +3.3V@2400mA 8.0W see diagram 10.0 5) 50 0.3 0.5 200k 1,000 -15 to +60 76 — 0.07 — 220337CP 33.95| 30.55| 26.95| 24.55
Mean Well PATIS SKE10B-05 18-36V +5V@2000mA 10.0W see diagram 12.5 5 50 0.3 0.5 250k 1,000 -15 to +60 79 — 0.07 — 216952CP 33.95| 30.55| 26.95| 24.55
Mean Well 0“‘9_r \le\ - call SKE10B-12 18-36V +12V@840mA 10.0W see diagram 12.5 5] 60 0.3 0.5 250k 1,000 -15 to +60 83 — 0.07 — 217023CP 33.95| 30.55| 26.95| 24.55
Mean Well AVa‘\agf:AzA'Z SKE10B-15 18-36V +15V@666mA 10.0W see diagram 12.5 5 60 < > 0.3 0.5 250k 1,000 -15 to +60 83 — 0.07 — 216995CP 33.95| 30.55| 26.95| 24.55
- Mean Well 800-8 SKE10C-033 36-72V +3.3V@2400mA 8.0W see diagram 10.0 5 50 0.3 0.5 200k 1,000 -15 to +60 76 — 0.07 — 220345CP 33.95| 30.55| 26.95| 24.55 m
% Mean Well SKE10C-05 36-72V +5V@2000mA 10.0W see diagram 125 5 50 0.3 1.0 250k 1,000 -15 to +60 80 — 0.07 — 216944CP 33.95| 30.55| 26.95| 24.55 §
= Mean Well SKE10C-12 36-72V +12V@840mA 10.0W see diagram 12.5 5 60 0.3 1.0 250k 1,000 -15 to +60 82 — 0.07 — 217015CP 33.95| 30.55| 26.95| 24.55 9
§ Mean Well SKE10C-15 36-72V +15V@666mA 10.0W see diagram 12.5 5] 60 0.3 1.0 250k 1,000 -15 to +60 82 — 0.07 — 216987CP 33.95| 30.55| 26.95| 24.55 :__;
o Mean Well DKE10A-05 9-18V +5V@1000mA; -5V@1000mA 10.0W see diagram 12.5 5 50 0.3 0.5 250k 1,000 -15 to +60 78 — 0.07 — 217031CP 34.95| 31.45| 27.95| 25.45 T
L Mean Well DKE10A-12 9-18V +12V@420mA; -12V@420mA 10.0W see diagram 12.5 5 60 0.3 0.5 250k 1,000 -15 to +60 80 = 0.07 — 217091CP 34.95| 31.45| 27.95| 25.45 =k
Mean Well DKE10A-15 9-18V +15V@333mA; -15V@333mA 10.0W see diagram 12.5 5 60 0.3 0.5 250k 1,000 -15 to +60 82 — 0.07 — 217111CP 34.95| 31.45| 27.95| 25.45
Mean Well DKE10B-05 18-36V +5V@1000mA; -5V@1000mA 10.0W see diagram 12.5 5 50 0.3 0.5 250k 1,000 -15 to +60 81 — 0.07 == 217058CP 34.95| 31.45| 27.95| 25.45
Mean Well DKE10B-12 18-36V +12V@420mA; -12V@420mA 10.0W see diagram 12.5 5) 60 0.3 0.5 250k 1,000 -15 to +60 80 — 0.07 — 217082CP 34.95| 31.45| 27.95| 25.45
Mean Well DKE10B-15 18-36V +15V@333mA; -15V@333mA 10.0W see diagram 12.5 5 60 B 0.3 0.5 250k 1,000 -15 to +60 80 — 0.07 — 217074CP 34.95| 31.45| 27.95| 25.45
Mean Well DKE10C-05 36-72V +5V@1000mA; -5V@1000mA 10.0W see diagram 12.5 5] 50 0.3 0.5 250k 1,000 -15 to +60 82 — 0.07 — 217040CP 34.95| 31.45| 27.95| 25.45
Mean Well DKE10C-12 36-72V +12V@420mA; -12V@420mA 10.0W see diagram 12.5 5 60 0.3 0.5 250k 1,000 -15 to +60 83 — 0.07 — 217103CP 34.95| 31.45| 27.95| 25.45
Mean Well DKE10C-15 36-72V +15V@333mA; -15V@333mA 10.0W see diagram 12.5 5 60 0.3 0.5 250k 1,000 -15 to +60 84 — 0.07 — 217066CP 34.95| 31.45| 27.95| 25.45
Limited Supply — Special Offers — 90-Day Warranty Limited Supply — Special Offers — 90-Day Warranty
= Size Power Ripple Line Load Switching Jameco m
= Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation | Temperature | Efficiency MTBF Weight Part Price é
i Manufacturer Product Number Input Range Voltage@Current Power (LXWxH) (W/in®) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Certification Number 1 10 25 100 =
% Power-One DFC10E48S12 36-72V +12V@900mA 10.0W 2.0x1.0x0.4 12.5 4 60 e 0.2 0.2 220k 700 -40 to +90 83 800,000 0.06 — 205954CP $14.95 | $13.49 | $12.15 | $10.99 %
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15 to 25-Watt Isolated DC-to-DC Converters

20-Watt Open Frame
CXA20 Series: Single Output

15-Watt Encapsulated 20-Watt Encapsulated

ARTESY™N
o SKE15 & DKE15 Series: Single & Dual Outputs MW DKB20 & TKB20 Series: Dual & Triple Outputs

» 1500VDC isolation » 1000VDC isolation « 1000VDC isolation * 0.2% regulation

* Industry standard footprint * Industry standard package « Protection: short-circuit & overload

* 100% burn-in test * Protection: short-circuit & overload * 100% burn-in test * One-year warranty

» Two-year warranty * 100% burn-in test « Shielded metal case * Input filter: Pi network
* Remote ON/OFF * One-year warranty * Remote ON/OFF * Output trim

Shielded metal case

2:1 wide input range

Input filter: Pi-network
Free-air convection cooling
Working temperature:

-15° to +60°C @ full load;

« 4:1 input voltage range

* No minimum load

* Qutput trim

« Planar magnetics technology
« Protection: over-voltage, over-temperature & short-circuit
» Working temperature: -40° to +100°C (see derating curve)

* Free-air convection cooling < Industry standard package
» Working temperature: -40° to +71°C

Highlighted below in tan, featuring extraordinary
line and load regulation of +0.2%, the Mean Well
DKB20 & TKB20 families of regulated DC-to-DC
converters are superior for applications where the output

Highlighted below in blue, the CXA20 series is 20-watt, @ ‘A AL ce -25t0 +71°C @ 80% load VO]tg%? mus%}fta.y ngllrl tlgtht ltl r.mtls :l.urlr}g extreme operalt(l)r(;%VD C
open-frame, isolated, DC-to-DC converters. It features a Highlighted below in buff color, available CO’Th 11;%13 . f. e e (; o puf 11880;}\/}2; ;:s Ghal 1mprfessweth 7
4:1 input voltage range of 18 to 75VDC, making it suitable in both single and dual outputs, T o TRl oot st et e oo e e e
for a wide variety of communications and distributed power applications. With its 2.0" x 1.6" the Mean Well SKE15 & DKE15 both vol - unt ds requlreglgﬁ)(();l;:na COE}IP onents and provide
industry-standard footprint, the CXA20 provides an easy upgrade option for those seeking a series are very popular regulated it FoliEye {im EG! remeis Seppeibilliy.
high-performance, cost-effective DC-to-DC converter. CXAZ0 DI - 15-watt DC-to-DC converters because SXE15 & DKE15 Dimensions
e of 5heif 10W-C<C>lst/ éeUaliﬂityf and . DKB20 & TKB20 Dimensions
— - - . industry-standard package comprise i — d
CUTFUT DERATING oy B AT ofa six-};ided, shiel}cjied rr:getal case. The I ¥ i f SUTPUT DERSTING L = poliiies
: . | input-to-output isolation is an impressive r ‘L. pree- = R
g, s 1000VDC, with I/O isolation resistance BN R O I =
= r ¥ . . 0
F - L : of 1OOMQ. Continuous short—cnr_cult N | i I £, B o MAFECPERATRG
o i o protection and overload protection, G | i [= A4
ED o 1 ; both with auto-recovery, are standard 1F BF 5 et B
& 'S WEN———— - ) iy features. The input voltage range is a : L] gLt |_ & 'ﬂ_;:l o b
M B PR R = T wide 2:1 and electrical noise is | I i+ 5
AMMNT TEMAP ['C) N Y minimized with a pi-network AMIIERT TEWR, (5]
! input filter.
. Size Power Ripple Line Load Switching Jameco .
Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation | Temperature | Efficiency MTBF Weight Part Price
Manufacturer Product Number Input Range Voltage@Current Power (LXWxH) (W/in) Pins (mV p-p) (%) (%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Certification Number 1 10 25 100
5 % Artesyn CXA20-48S3V3 18-75V +3.3V@6000mA 19.8W see diagram 155 8 75 0.1 0.2 400k 1,500 -40 to +60 80 400,000 0.06  |UL/CUL/CSAVDE/CE| 219109CP | $59.25 | $50.65 | $47.65 | $45.25
=) w0 Artesyn CXA20-48505 18-75V +5V@4000mA _ 20.0W see diagram 15.6 8 75 0.1 0.1 400k 1,500 -40 to +60 83 400,000 0.06 | UL/CUL/CSA/VDE/CE| 219096CP 59.25| 50.65| 47.65| 45.25
Mean Well SKE15A-05 9-18V +5V@3000mA {onS 15.0W see diagram 9.4 5 50 0.3 0.5 150k 1,000 -15 to +60 79 — 0.15 — 155715CP 34.95| 31.49| 28.15| 25.35
Mean Well SKE15A-12 9-18V +12V@1250mA other Ve\"S\Ca\\ 15.0W see diagram 9.4 5 60 > 0.3 0.5 150k 1,000 -15 to +60 80 — 0.15 — 155707CP 34.95| 31.19| 28.15| 25.35
Mean Well SKE15A-24 9-18V +24V@625mA AVa"\ab\e'AzAz 15.0W see diagram 9.4 5 80 0.3 0.5 150k 1,000 -15 to +60 82 — 0.15 — 155694CP 34.95| 31.49| 28.15| 25.35
Mean Well SKE15B-12 18-36V +12V@1250mA 800'831— 15.0W see diagram 9.4 5 60 0.3 0.5 150k 1,000 -15 to +60 82 — 0.15 = 213284CP 34.95| 31.49| 28.15| 25.35
Mean Well SKE15B-05 18-36V +5V@3000mA 15.0W see diagram 9.4 5 50 0.3 0.5 150k 1,000 -15 to +60 79 — 0.15 = 213276CP 34.95| 31.49| 28.15| 25.35
Mean Well SKE15C-05 36-72V +5V@3000mA 15.0W see diagram 9.4 5 50 0.3 0.5 150k 1,000 -15 to +60 80 — 0.15 — 217138CP 34.95| 31.49| 28.15| 25.35
Mean Well SKE15C-12 36-72V +12V@1250mA 15.0W see diagram 9.4 5 60 0.3 0.5 150k 1,000 -15to +60 82 = 0.15 = 217120CP 34.95| 31.49| 28.15| 25.35
Mean Well DKE15A-05 9-18V +5V@1500mA; -5V@1500mA 15.0W see diagram 9.4 5 50 0.3 0.5 150k 1,000 -15 to +60 81 — 0.15 — 161710CP 35.95| 32.39| 29.15| 26.25
Mean Well DKE15A-12 9-18V +12V@625mA; -12V@625mA 15.0W see diagram 9.4 5 60 0.3 0.5 150k 1,000 -15 to +60 82 = 0.15 = 161728CP 35.95| 32.39| 29.15| 26.25
8 Mean Well DKE15A-24 9-18V +24V@313mA; -24V@313mA 15.0W see diagram 9.4 5 80 0.3 0.5 150k 1,000 -15 to +60 82 — 0.15 — 213292CP 35.95| 32.39| 29.15| 26.25 y
§ Mean Well DKE15B-15 18-36V +15V@500mA; -15V@500mA 15.0W see diagram 9.4 5 60 > 0.3 0.5 150k 1,000 -15 to +60 83 — 0.15 — 217162CP 35.95| 32.39 29.15| 26.25 8
2 Mean Well DKE15C-15 36-72V +15V@500mA; -15V@500mA 15.0W see diagram 9.4 5 60 0.3 0.5 150k 1,000 -15 to +60 82 = 0.15 = 217154CP 33.95| 30.59 | 26.95| 24.59 -(Z
% Mean Well DKB20A-05 9-18V +5V@2000mA; -5V@2000mA 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40to +71 80 700,000 0.25 — 217630CP 52.25| 49.65| 47.15| 44.79 §
5 Mean Well DKB20A-12 9-18V +12V@833mA; -12V@833mA 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40to +71 82 700,000 0.25 = 217584CP 52.25| 49.65| 47.15| 44.79 =
Mean Well DKB20A-15 9-18V +15V@667mA; -15V@667mA 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40 to +71 82 700,000 0.25 — 217621CP 52.25| 49.65| 47.15| 44.79
Mean Well DKB20B-12 18-36V +12V@833mA; -12V@833mA 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40to +71 85 700,000 0.25 — 217592CP 52.25| 49.65| 47.15| 44.79
Mean Well DKB20B-15 18-36V +15V@667mA; -15V@667mA 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40to +71 85 700,000 0.25 = 217605CP 52.25| 49.65| 47.15| 44.79
Mean Well DKB20C-12 36-72V +12V@833mA; -12V@833mA 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40to +71 82 700,000 0.25 — 217576CP 52.25| 49.65| 47.15| 44.79
Mean Well DKB20C-15 36-72V +15V@667mA; -15V@667mA 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40to +71 82 700,000 0.25 = 217613CP 52.25| 49.65| 47.15| 44.79
Mean Well TKB20A-B 9-18V +5V@2500mA; +12V@310mA; -12V@310mA| 20.0W see diagram 6.3 8 100 > 0.2 0.2 100k 1,000 -40 to +71 80 700,000 0.25 — 217656CP 62.95| 56.69 | 50.95| 45.95
Mean Well TKB20B-B 18-36V +5V@2500mA; +12V@310mA; -12V@310mA | 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40 to +71 82 700,000 0.25 = 217664CP 62.95| 56.69 | 50.95| 45.95
Mean Well TKB20B-C 18-36V +5V@2500mA; +15V@250mA; -15V@250mA | 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40 to +71 82 700,000 0.25 — 217672CP 62.95| 56.69 | 50.95| 45.95
Mean Well TKB20C-B 36-72V +5V@2500mA; +12V@310mA; -12V@310mA| 20.0W see diagram 6.3 8 100 0.2 0.2 100k 1,000 -40to +71 82 700,000 0.25 — 217648CP 62.95| 56.69 | 50.95| 45.95
g Lo Limited Supply — Special Offers — 90-Day Warranty Limited Supply — Special Offers — 90-Day Warranty
. Size Power Ripple Line Load Switching Jameco "4
c o Manufacturer Output Inches Density ] & Noise Reg. Reg. Frequency Isolation | Temperature | Efficiency MTBF Weight o Part Price T o
8 % Manufacturer Product Number Input Range Voltage@Current Power (LXWxH) (W/in®) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage C (%) (hours) (Ibs.) Certification Number 1 10 25 100 g -8
=1 i | Astec AA9090A 0-20V +5.1V@3750mA; +12.6V@100mA; 21.0W 3.6x1.6x0.8 4.6 27 50/100/200 ¢ 3 2.0 5.0 40k — 0to+50 70 — — — 109276CP $6.95| $5.59| $4.19| $2.95 | & =
-26V@40mA
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25 to 50-Watt Isolated DC-to-DC Converters - 25 to 50-Watt Isolated DC-to-DC Converters

25-Watt Enclosed MW 30-Watt Encapsulated 30-Watt Regulated
SD25 Series: Single Output e DKA30 & TKA30 Series: Dual & Triple Output Encapsu|ated
. 1000V!JC |so!at|on » £0.2% reg_ulathn SDM30 Series: Single Output
« Input filter: Pi-network » 1000VDC isolation ) .
o S . » 1000VDC isolation
* Protection: short-circuit, overload & over-voltage * Input filter: Pi-network ) .
. . . . L « Input filter: Pi-network
« Free-air convection cooling * Protection: short-circuit & overload . S
DRI ; . ) « Protection: short-circuit, overload & over-voltage
* 2:1 wide input range * Free-air convection cooling : . :
1 wide i * Free-air convection cooling
* Industry standard package * 2:1 wide input range
. o . « Industry standard package
« Shielded metal case * 105°C output capacitor * Industry standard package « 2:1 wide inout ranae
* 100% burn-in test  One-year warranty * Shielded metal case * Remote ON/OFF o P 9
. : * Shielded metal case
* Very high MTBF * 100% burn-in test « One-year warranty
. L ane o - . . * Remote ON/OFF
» Working temperature: -10° to +60°C (see derating curve) * Very high MTBF « Qutput trim .
- . . . Cane o * 100% burn-in test  * One-year warranty
Highlighted below in blue and well known for its * Working temperature: -40" to +71°C DKA30 & TKA30 « Very high MTBF « Output trim
reliability and low cost, the Mean Well SD-25 family Detailed below in buff color, the Mean Well i - Dimensions el o WK ture: -25° to +85°C :
of enclosed DC-to-DC converters offers wide 2:1 input voltage ranges. The physical rugged- DKA30 & TKA30 families of regulated M= = = = 1+ orking emp.era S - S i . . " N
ness is complemented by the many electrical protections; short-circuit, overload with auto- 30-watt DC-to-DC converters include SR Shown below in tan, Wlt}} efficiency as high as ﬁ\_‘ 1 N
recovery, and over-voltage to 165% of rated output. The input-to-output isolation is 500VDC popular dual and triple-output configurations o 85%, this impressive famlly of 30-watt encapsulated - e i
and the isolation resistance is 100MQ at 500VDC. The highly-efficient, low-temperature design packaged in six-sided, shielded metal cases. r wiw DC-to-DC converters provides full power output T
provides full power from 0°C to 40°C, with derating to -10°C and +60°C (see derating curve). Line and load regulation are both an a2 with free-air convection cooling. The compact size of
The line and load regulation are both +0.5% maximum. The Mean Well SD-25 series comphes outstanding +0.2%. Load regulation i3 | 2.0"x2.0"x0.63" and t‘he 6-sided shielded metal case ler}d
with EMC standards EN55022 class B and R - applies for a load change of 10% to L - to its easy adaptability to numerous types of applications. Input voltage
EN61000-4-2/3/4/6/8. { full load for both dual and triple-outputs. ow Tar! == ranges are a full 2:1. The line and load regulation are both a solid +1%. Protection includes
{ The industry-standard package supports B | - shor_t-circgit, overload to 105% with auto-recovery, and over-voltage to 150% of rated output.
iz L full power with free-air convection over The isolation voltage is 1000VDC and the resistance is 100MQ at 500VDC. The SDM30 series
AT L IR . T | the ambient temperature range of features +10% trimming output and remote ON/OFF control. They completely comply with
- i : gl -i; = fl —AGFC i 71OC. oA (el ies OUTPUT DERATING EN55022 class B, FCC part 15] and EN60950 safety and EMI requirements.
A . " X | include a wide input voltage range of . i i
i) e - = ] | . ' = SDM30 Dimensions
* e 15— sD25 | 2:1 and the use of a pi-network input =T OUTRUT DERATIG
E i w Dimensions | filter for 1 - . Th 3 N r
: | ilter for low noise operation. The = &
b= 4 o —— input-to-output isolation is an o EAFE CoERAT - |
L | impressive 1000VDC, with I/O g P T
- isolation resistance of 1000MQ. Short- o e .
T EEE L o o O
it @ i B TR _ ) circuit and over-voltage protection is % oud =
AT TEMR [C1 + ~: included. For ease of use, the DKA30 & - A 2 0 N T A
— - - : 4l TKAB30 units require no external " . S RN N L T i —
: components and provide both voltage AMBIENT TEMP. ('] B g ey [
o trim and remote ON/OFF capability. ——
Size Power Ripple Line Load Switching Jameco .
Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation Temperature Efficiency MTBF Weight Part Price
Manufacturer Product Number Input Range Voltage@Current Power (LXWxH) (W/in®) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Number 1 10 25 100
= Mean Well SD-25A-5 9-18V +5V@5000mA 25.0W see diagram 1.2 5 100 0.5 0.5 — 500 -10 to +60 71 — 0.80 175661CP $39.95 | $35.95 | $32.95 | $29.65 m
o Mean Well SD-25A-12 9-18V +12V@2100mA 25.2wW see diagram 1.2 5 120 0.3 0.3 — 500 -10 to +60 72 — 0.80 175804CP 39.95| 35.95| 32.95| 29.65 3
% Mean Well SD-25A-24 9-18V +24V@1100mA 26.4W see diagram 12 5 150 0.2 0.2 — 500 -10 to +60 75 — 0.80 175812CP 39.95| 35.95| 32.95| 29.65 2
i Mean Well SD-25B-5 19-36V +5V@5000mA 25.0W see diagram 1.2 5 100 B 0.5 0.5 — 500 -10 to +60 72 — 0.80 212556CP 39.95| 35.95| 32.95| 29.65 g
Mean Well SD-25C-5 36-72V +5V@5000mA 25.0W see diagram 1.2 5 100 0.5 0.5 — 500 -10 to +60 74 — 0.80 216629CP. 38.95| 31.95| 29.95| 26.95
Mean Well DKA30A-12 9-18V +12V@1250mA; -12V@1250mA 30.0W see diagram 9.4 8 100 0.2 0.2 100k 1,000 -40 to +71 80 700,000 0.25 217701CP 64.95| 58.45 | 52.59| 47.35
Mean Well DKA30B-12 18-36V +12V@1250mA; -12V@1250mA 30.0W see diagram 9.4 8 100 0.2 0.2 100k 1,000 -40to +71 85 700,000 0.25 218544CP 64.95| 58.45| 52.59| 47.35
Mean Well DKA30C-12 36-72V +12V@1250mA; -12V@1250mA 30.0W see diagram 9.4 8 100 0.2 0.2 100k 1,000 -40 to +71 82 700,000 0.25 217699CP 64.95| 58.45| 52.59| 47.35
Mean Well TKA30A-B 9-18V +5V@3500mA; +12V@310mA; -12V@310mA| 25.0W see diagram 7.8 8 100 0.2 0.2 100k 1,000 -40 to +71 80 700,000 0.25 217736CP 69.65| 62.65| 56.39| 50.75
Mean Well TKA30B-C 18-36V +5V@3500mA; +15V@250mA; -15V@250mA |  25.0W see diagram 7.8 8 100 0.2 0.2 100k 1,000 -40 to +71 82 700,000 0.25 217728CP 69.65| 62.65| 56.39| 50.75
= Mean Well TKA30C-B 36-72V +5V@3500mA; +12V@310mA; -12V@310mA| 25.0W see diagram 7.8 8 100 < > 0.2 0.2 100k 1,000 -40 to +71 82 700,000 0.25 217681CP 69.65| 62.65| 56.39| 50.75 o
E Mean Well SDM30-12S05 9-18V +5V@5000mA 25.0W see diagram 10.4 8 75 1.0 1.0 — 1,000 -25t0 +85 7 — 0.22 217200CP 45.95| 41.35| 37.25| 33.55 é
&5 Mean Well SDM30-12S12 9-18V +12V@2100mA 25.2W see diagram 10.5 8 100 1.0 1.0 — 1,000 -251t0 +85 80 — 0.22 217234CP 45.95| 41.35| 37.25| 33.55 Z
§ Mean Well SDM30-12S15 9-18V +15V@1700mA 25.5W see diagram 10.5 8 100 1.0 1.0 — 1,000 -25 to +85 80 — 0.22 217189CP 45.95| 41.35| 37.25| 33.55 ’;L_;
5 Mean Well SDM30-24S05 18-36V +5V@5000mA ner \ersions 25.0W see diagram 10.4 8 75 1.0 1.0 — 1,000 -25 to +85 79 — 0.22 217218CP 45.95| 41.35| 37.25| 33.55 o
Mean Well SDM30-24S12 18-36V +12V@2500mA Oiva\\ab\e call 30.0W see diagram 125 8 100 1.0 1.0 — 1,000 -25 to +85 82 — 0.22 217242CP 45.95| 41.35| 37.25| 33.55
Mean Well SDM30-24S15 18-36V +15V@2000mA 300~ 314 4242 30.0W see diagram 12.5 8 100 > 1.0 1.0 — 1,000 -25 to +85 83 — 0.22 217171CP 45.95| 41.35| 37.25| 33.55
Mean Well SDM30-48S05 36-72V +5V@5000mA 25.0W see diagram 10.4 8 75 1.0 1.0 — 1,000 -251t0 +85 80 — 0.22 217226CP 45.95| 41.35| 37.25| 33.55
Mean Well SDM30-48S12 36-72V +12V@2500mA 30.0W see diagram 125 8 100 1.0 1.0 — 1,000 -25to +85 84 — 0.22 217251CP 45.95| 41.35| 37.25| 33.55
Mean Well SDM30-48S15 36-72V +15V@2000mA 30.0W see diagram 125 8 100 1.0 1.0 — 1,000 -25t0 +85 85 — 0.22 217197CP 45.95| 41.35| 37.25| 33.55
‘ Limited Supply — Special Offers — 90-Day Warranty Limited Supply — Special Offers — 90-Day Warranty \'
= B A\' Si P Rippl Li Load | Switchi J %A m
o i ize ower ipple ine oa witching _ N ] ameco [y
= Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation Temperature Efficiency MTBF Weight Part Price 8
§ Manufacturer Product Number Input Range Voltage@Current Power (LXWxH) (W/in®) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Number 1 10 25 100 [
o=y
§ Universal UM1106 9-18V +5V@3000mA; +12V@450maA,; 25.0W 4.5x2.6x0.8 2.7 8 75 ¢ 3 1.0 5.0 — 500 -25t0 +71 74 — 0.60 206084CP $19.95 | $17.99 | $16.19 | $14.55 o
il Microelectronics -12V@450mA &

N
o
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50-Watt & Up Isolated DC-to-DC Conv 50-Watt & Up Isolated DC-to-DC Converters

60-Watt Open Frame 50, 100 & 150-Watt Enclosed MW ' - -
EXQ60 Series Dual Outputs SD50, SD100 & SD150 Series: Single Output ; ) o soso

» 1500VDC isolation ARTE SYN + 1000VDC isolation * Input filter: Pi-network B . “ Dimensions

« Industry standard footprint * Protection: short-circuit, overload & over-voltage - %

* Protection: short-circuit, over-current & over-voltage
* 100% burn-in test

 Two-year warranty

« Very high MTBF

» Remote ON/OFF

* No minimum load

* 91% efficiency at 5V & 3.3V

 QOutput trim

* 100% burn-in test * One-year warranty

« Very high MTBF » Shielded metal case

« Free-air convection cooling ¢ Industry standard package
* 2:1 wide input range » 105°C output capacitor

= Working temperature: -10° to +60°C (see derating curve)
Highlighted below in tan, the Mean Well SD
families of enclosed DC-to-DC converters are
known for their reliability and low cost. The

« Planar magnetics technology physical ruggec!ness is complemented by . :'
« Working temperature: -40 to +100°C the nlmn(iz el.et}cltnc?l protections; s(?ort—cu’aﬁt, !g A D100
. . . overload with auto-recovery, and over-voltage - ¥ . ; 3
getaﬁledt be’tO}vlvi lﬁ_blflfl.e’, the EXQGO_}S anew to 165% of rated output. Tthe converters offger wide Fea® Dimensions
SILEIROL G PLALL, E-ERIEIEa), C]pEnFbIEInG, 2:1 input voltage ranges of 9-18VDC and 36-72VDC. [ |
ol EURe GO e DT D CEOnAEies Sailes The input-to-output isolation is 500VDC and the isolation A== = '-"'I ‘s
1 i 0 sl i bl Somippmia . resistance is 100MQ at 500VDC. The highly-efficient,
The EXQG60 delivers very high output current . low-temperature design provides full power from 0°C to 40°C, with derating to -10°C and +60°C
at low voltages, and excellent useable power | . H - he Li - h : h
density for today’s hizh-end applications. The e — ] (seg deratlng curv.e). The line and load regulation are both +0.5% maximum. The Mean Well SD
Y y =l Eyr e L L - | series complies with EMC standards EN55022 class B and EN61000-4-2/3/4/6/8.
models offered feature an input voltage range HERST ANDINS [+1 s i |
of 33 to 75VDC and are available in output unNl CoTERS #2 . 1
voltages of 5V/3.3V and 3.3V /2.5V. The output COMY ics Use L :
voltage on each model is adjustable from g P\ ag“ees an ) = SD50 - -
90% to 110% of the nominal value. Typical AR e ufacturing PO ?\sa\ wire |_ ) = g DQUTPUT DERATIHG T SD150 |
efficiencies for the models are 91% for the 1 volume M \ace “O‘S with = - "| = o I". Dimensions
5V/3.3V and 90% for the 3.3V /2.5V rochnologies 1 0 M gl of r - I
versions. The EXQ60 Series also has a Wwindings ! mg tor T;gnet'\cs L e ‘B c |- "
remote ON/OFF capability. Over-current atterne “b \ m“ terms of . i
and over-voltage protection features are uttiayer s dous advan \'\'\W and aipl=|m o |
included as standard. With full international er “e',“er.\“ fac‘“‘abt‘e{ T - —
safety approval including EN6095Q and 05"-?2\2@ ol ¥ | parame _.I |-— T .I EXQ60 Dimensions e S
UL1950, the EXQ60 reduces compliance redi i R ——
cost and time to market.
Size Power Ripple Line Load Switching Jameco .
Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation | Temperature | Efficiency MTBF Weight Part Price
Manufacturer Product Number Input Range Voltage@Current Power (LxWxH) (W/in®) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °c (%) (hours) (Ibs.) Certification Number 1 10 25 100
Artesyn EXQ60-48D3V3-2V5-R 33-75V +2.5V@16A; +3.3V@12A 40.0W see diagram 46.4 7 60 — — 325k 1,500 -40 to +100 90.5 270,000 0.10 UL/CUL/TUV 218894CP  [$134.95 |$115.35 [$108.59 [$103.59
Artesyn EXQ60-48D05-3V3-R 33-75V +3.3V@15A; +5V@12A 60.0W see diagram 63.8 7 60 — — 400k 1,500 -40 to +100 91.5 270,000 0.10 UL/CUL/TUV 218907CP 134.95| 115.35 | 108.59 | 103.59
Mean Well SD-50A-5 9-18V +5V@10A 50.0W see diagram 1.4 5] 100 0.5 0.5 — 1,500 -10 to +60 70 — 1.10 — 212548CP 52.95| 47.95| 42.95| 38.65
Mean Well SD-50B-5 19-36V +5V@10A 50.0W see diagram 14 5 100 0.5 0.5 — 1,500 -10 to +60 73 — 1.10 — 212521CP 52.95| 47.95| 42.95| 38.65
Mean Well SD-50B-12 19-36V +12V@4.2A 50.4W see diagram 1.4 5] 120 0.3 0.3 — 1,500 -10 to +60 75 — 1.10 — 212530CP 52.95| 47.95| 42.95| 38.65
Mean Well SD-50B-24 19-36V +24V@2.1A {005 50.4W see diagram 1.4 5 150 0.2 0.2 = 1,500 -10 to +60 80 — 1.10 — 212513CP 52.95| 47.95| 42.95| 38.65
= Mean Well SD-50C-5 36-72V +5V@10A other Vefﬁ‘ga\\ 50.0W see diagram 1.4 5 100 0.5 0.5 = 1,500 -10 to +60 76 = 1.10 == 216602CP 52.95| 47.95| 42.95| 38.65
A Viean Well SD-50C-12 36-72V +12V@4.2A pallade: 504W | see diagram 14 5 120 03 03 — 1500 | -10t0+60 78 — 110 — 212505CP | 52.95| 47.95| 42.95| 38.65
% Mean Well SD-50C-24 36-72V +24V@2.1A 800'831' 50.4W see diagram 1.4 5 150 0.2 0.2 = 1,500 -10 to +60 83 = 1.10 == 212492CP 52.95| 47.95| 42.95| 38.65
UC_J Mean Well SD-100B-5 19-36V +5V@20A 100.0W see diagram 2.3 7 100 0.5 0.5 — 1,500 -10 to +60 74 — 1.30 — 212476CP 69.95| 62.95| 56.95| 51.25
Mean Well SD-100B-12 19-36V +12V@8.5A 102.0W see diagram 2.3 7 120 0.3 0.3 — 1,500 -10 to +60 75 — 1.30 — 216565CP 68.95| 62.95| 56.95| 51.25
Mean Well SD-100C-5 36-72V +5V@20A 100.0W see diagram 2.3 7 100 0.5 0.5 — 1,500 -10 to +60 75 — 1.30 — 212484CP 69.95| 62.95| 56.95| 51.25
Mean Well SD-100C-12 36-72V +12V@8.5A 102.0W see diagram 2.3 7 120 0.3 0.3 — 1,500 -10 to +60 7 — 1.30 — 212468CP 69.95| 62.95| 56.95| 51.25
Mean Well SD-150B-12 19-36V +12V@12.5A 150.0W see diagram 2.5 7 120 0.5 0.5 = 1,500 -10 to +60 75 = 1.90 = 217269CP 78.95| 71.15| 64.05| 57.65

Limited Supply — Special Offers — 90-Day Warranty

Limited Supply — Special Offers — 90-Day Warranty

Size Power Ripple Line Load Switching Jameco
Manufacturer Output Inches Density & Noise Reg. Reg. Frequency Isolation | Temperature | Efficiency MTBF Weight Part Price
Manufacturer Product Number Input Range Voltage@Current Power (LXWxH) (W/in°) Pins (mV p-p) (£%) (£%) (Hz) min. Voltage °C (%) (hours) (Ibs.) Certification Number 1 10 25 100
Shindingen HGE05024 20-32v +5V@24A 120.0W 4.5x2.3x0.5 232 13 400 0.01 0.05 — — -10 to +80 80 — — — 206105CP | $29.95 | $26.99 | $24.29 | $21.89
Power One HBD0602GE-A1V1 34-75V +3.3V@15A; +5V@12A 60.0W 2.3x2.4x0.5 21.7 10 75/100 0.2 0.5 500k 1,500 -40 to +100 79 1,300,000 0.15 UL/CUL/VDE | 203561CP 19.95| 17.99| 16.19| 14.59
E Datel BCP-5/15-3.3/15-D48 36-75V +3.3V@15A; +5V@15A 75.0W 2.3x2.4x0.5 27.2 10 50 0.2 0.5 350k 1,500 -40 to +45 88 1,720,000 0.26 UL/VDE 206113CP 2495| 22.49| 20.25| 18.25 rgn
KN Astec AKB0C048L050F20G 36-75V +5V@20A 100.0W 2.3x2.4x0.5 36.2 9 1 0.2 0.2 — 2,100 -40 to+100 — — — UL/CSA/VDE/CE | 188197CP 19.95| 17.99 | 16.19 | 14.59
g Power Cube PD150-048-05-PC 36-76V +5V@30A 150.0W 2.3x2.4x0.5 54.3 9 50 0.05 0.05 375k 3,000 — 80 1,000,000 0.16 UL/CUL/VDE | 206041CP 29.95| 26.99| 24.29| 21.89 g
(SRl Power Cube LPD150-048-15-VC-075 36-76V +15V@6A 75.0W 2.3x2.4x0.5 27.2 9 150 0.05 0.05 375k 3,000 — 80 1,000,000 0.19 UL/CUL/VDE | 206050CP 24.95| 22.49| 20.25| 18.25 7]
Al Pover Cube PD300-300-15-PC 200-300V +15V@20A 300.0W 4.6x2.4x0.5 54.3 11 150 0.05 0.05 375k 3,000 — 80 1,000,000 0.37 UL/CUL/VDE | 206033CP 39.95| 35.99 | 32.39| 29.15 z
Lambda PH300F-280-3 200-400V +3V@60A 180.0W 5.8x3.4x0.5 18.3 12 100 0.4 0.8 3k 3,000 -20 to +85 73 5,000,000 0.56 UL/CSA/CE 206121CP 32.95| 29.69| 26.69 | 24.25
Lambda PH300F-280-12 200-400V +12V@25A 300.0W 5.8x3.4x0.5 30.4 12 150 0.4 0.8 3k 3,000 -20 to +85 86 5,000,000 0.56 UL/CSAICE 206130CP 32.95| 29.69| 26.69| 24.25
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13.8VDC Precision Regulated Linear Power Supplies

 Output voltage: 13.8VDC
* Input voltage: 115VAC @ 60Hz

135845CP
* Fuse protected . Banana & Cigarette 138667CP
* llluminated rocker switch 136581CP Banana terminal
* Heavy duty 5'8" 3-prong power cord Banana terminal (rear)
« Short-circuit protection
 Output terminals: see page 45 for mating cigarette
plugs and page 145 for mating banana terminal plugs
Part No. Model No. Power (W) | Output Current (A) Output Terminals Size (L" x W" x H") Wt. (Ibs.) 1 10 25
135845CP | RPS1204 55.2 4 Banana terminals / cigarette plug 6.7x5.2x3.2 55 $29.95 $26.95 $23.95
136581CP | RPS1207 96.6 7 Banana terminals 8.7x5.7x3.6 85 59.95 53.95 48.95
138667CP | 38-381 138.0 10 Banana terminals (rear) 7.0x6.6x4.3 10.0 69.95 62.95 56.95
138675CP | 52-192012 276.0 20 Banana terminals 10.0x7.8x 4.4 15.9 109.95 99.95 89.95
T P/N 136581CP includes overheating protection
G POWEr-one Linear Power Supplies ACDC Electronics 45-Watt Linear Power Supply

* Input voltage: 100/120/220/240VAC @ 47-63Hz

« Input connector: 0.119" solder terminals

« Qutput connector: solder post

* MTBF rating: greater than 300,000 hrs.

* Ripple and noise: 5.0mVp-p  « Efficiency: 45%

« Over-voltage, over-current, short-circuit protection,
remote sensing and 100% burn-in

202884CP: Output voltage: +5VDC @ 1.5A; -5VDC @ 1.5A

e Size: 6.5"Lx 4.0'W x 1.6'"H Weight: 2.6 Ibs.

202892CP: Output voltage: +5VDC @ 3.0A; -5VDC @ 3.0A

* Size: 7.0'L x 4.9'W x 2.5"H  « Weight: 4.7 Ibs.

« Output voltage: 15V @ 3A

« Input voltage: 115VAC @ 50-60Hz

« Input connector: 0.173" I
solder terminals Er

« Output connector: solder studs

e Size: 5.6"L x 5.0'W x 3.0"H

» Weight: 4.0 Ibs.

Part No. Product No. 1 10 25

214615CP | ECV15N3 $39.95 $35.95 $32.49

Order Anytime 24x7x365

Part No. Product No. Power 1 10 50
202884CP | HAAS-L5/0VP-A 15w $14.95 $11.25 7.85
202892CP | HBB5-3/0VP-A 30W 17.95 13.49 9.45 Phone 1-800-831-4242 Fax 1-800-237-6948

&84 DIN-Rail Switching Power Supplies

 Low cost, high reliability

UL-508 fg} CE
« International AC input range

* Soft-start circuit, limiting AC surge current \ ﬁ
« Short-circuit, overload, over-voltage protected % A\L %

« Built in EMI filter, low ripple noise

%g

212273CP ' 212290CP '

* 100% full load burn in test 192698CP b ﬁl' 192680CP 1“"". ﬁ'}

« For DIN-Rail terminal blocks see page 124

Part No. Product No. Power (W) Output Voltage Input Voltage (VAC @ Hz/VDC) Input Current @ Nominal Load Size (L"x W"x H") | Wt. (Ibs.) 1 25
212302CP DR4505 25 5VDC @ 5A 85-264 @ 47-63/120-370 1.5A(115V)/750mA(230V) 3.0x2.6x36 0.9 $39.95| $35.95| $32.95
192698CP DR4512 42 12VDC @ 3.5A 85-264 @ 47-63/120-370 1.5A(115V)/750mA(230V) 3.0x2.6x3.6 0.7 49.95 44,95 39.95
192680CP DR4524 48 24VDC @ 2A 85-264 @ 47-63/120-370 1.5A(115V)/750mA(230V) 3.0x2.6x36 0.7 59.95 53.95 48.95
212273CP DR12012 120 12VDC @ 10A 88-132/176-264 @ 47-63* 2.8A(115V)/1.7A(230V) 26x39x49 1.4 92.95 83.65 75.29
212265CP DR12024 120 24VDC @ 5A 88-132/176-264 @ 47-63* 2.8A(115)/1.7A(230V) 26x39x49 1.4 92.95 83.65 75.29
212290CP DR7512 75 12VDC @ 6.3A 85-264 @ 47-63/120-370 2.0A(115V)/1.2A(230V) 39x21x49 1.2 79.95 71.95 64.95
212281CP DR7524 75 24VDC @ 3.2A 85-264 @ 47-63/120-370 2.0A(115V/1.2A(230V) 39x21x4.9 1.2 79.95 71.95 64.95
*switch selectable

Din Mounting Rail

DIN rail enables easy installation of components such as fuseable terminal blocks 185965CP
& power supplies configured for DIN mounting.
* Sold in 1 meter (39") length

Part No. Product No. Description Material Type Length 1 10 100
185965CP | 017322005 Prepunched Zinc bichromate plate steel PR30 1 meter (39") $5.95 $5.35 $4.79

Current Sensing Transformers

Class 1 Current Transformer

N e Current Sensing Transformer

This series can be applied to test, control, display, and record the B * Inductance: 5mH « Turns: 60
running of electrical equipment, and to protect the equipment « Sensitivity current (I;,): 1A
against damage in the AC circuit. » Max. current: 300mA
« Maximum voltage: 660VAC « Frequency: 50-60Hz * Freg. range: 10-50 kHz
* Size: 3.0"L x 3.2'W x 1.6" thick « Weight: 1.1 Ibs. . ?enSI_tIVItt_y volta_gti (Vogt()):glv

) ; « Terminating resistor:
Includes: Mounting bracket and hardware — « Size: 0.8'H x 0.7'W X 0.4'T
Part No. Mfr. Cross Ref. No. Power Ratio 1 10 100 Part No. Mfr. Cross Ref. No. 1 10 100
174887CP MSQ30 5VA 200A/5A; BVA ..ot $4.25 $3.82 $3.44  164718CP  MTC30101 ..ooveveern.. $2.15 $1.95 $1.75
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Non-concentrically wound with primaries and secondaries side-by-side providing low capacitive coupling.

Split-Bobbin Power Transformers

* Primary: 115/230VAC, 50-60Hz PC terminal pin spacing for accurate placement ™
Part Mfr. Cross Triad Input | VA | Individual Parallel Series Dimensions Wt. Pricing i .
Number Ref. No. Cross | Voltage | Cap Output Output Output L" | W' | H" [(Ibs.) 1 10| 100 v
210956CP | DST2-24-845 — 115/230| 1.1 | 12V @.045A| 12V @ .09A | 24VCT @ .045A |1.13|1.13 {0.94| 0.2 | $6.49 | $5.85 | $5.25 F—H— son
210948CP | DPC20-60B13 — 115/230| 1.2 | 10V @ .06A | 10V @ .12A| 20VCT @ .06A |1.63|1.25(1.38| 0.2 | 5.79| 5.19| 4.69
210930CP |PC34-35-B21 — 115 1.2 | 17V@ .035A| 17V @ .07A| 34VCT @ .035A|1.38|1.13(1.19| 0.2 | 6.79| 6.09| 5.49
102517CP | XFR1602SB  |FS16150|115/230| 2.4 | 8V @ .15A | 8V @ .30A| 16VCT @ .15A |1.17|1.38(1.20| 0.3 | 6.95| 6.25| 5.59
176090CP | SPT41240-120|FS24250|115/230| 6.0 | 12V @ .25A | 12V @ .50A | 24VCT @ .25A |1.33|1.63(1.59| 0.5 | 6.95| 6.25| 5.59
102533CP | XFR1205SB  [FS12500|115/230| 6.3 |6.3V @ .50A | 6.3V @ 1.0A |12.6VCT @ .50A |1.31|1.62 (1.30| 0.4 | 7.29| 6.49| 5.75
210921CP |14A-10-20B21 — 115/23010.0| 10V @ .05A | 10V @ 1.0A| 20VCT @ 0.5A |1.88|1.56(1.38| 0.5 | 7.49| 6.75| 6.09
102592CP | XFR2405SB FS24500(115/230 [12.0| 12V @ .50A | 12V @ 1.0A| 24VCT @ .50A [1.58|1.90|1.46| 0.7 | 8.79| 7.95| 5.49
210964CP |LP40-300-B14 —_ 115/230 (12.0| 20V @ 0.3A | 20V @ 0.6A| 40VCT @ 0.3A |2.50 [2.00(1.07| 0.7 | 9.95| 8.95| 7.95 102517CP 203318CP
209015CP |ST-6-48 — 115 |19.2| 24V @ .40A | 24V @ .80A| 48VCT @ .40A [1.88|2.25(1.40| 0.8 | 9.95| 8.95| 7.95
203318CP | P8616 — 115/230 |24.0| 24V @ .50A | 24V @ 1.0A| 48VCT @ .50A |1.96 (2.25(2.70| 1.5 | 6.95| 6.25| 5.59

Quick-Connect Power Transformers ot
* Quick-connect transformers are bobbin wound for smaller size and reduced electrostatic shielding requirements "SVE g .
 Terminals: quick connect, solder « Input voltage: 115/230VAC, 50-60Hz
Part Mfr. Cross | Triad Input Output Size of Dimensions Wt. Pricing ’ . ¢
Number Ref. No. Cross | Fig. Voltage Voltage VA Cap | Connect| L" W H" | (Ibs.) 1 10 100 Fig. 1
164110CP |241-3-10 | F310 1 115VAC 10VCT @ 0.25A| 2.4 | 0.187"| 59 | 1.45|2.00| 0.2 | $4.95| $4.39| $3.69 |
104387CP | XFR1225Q | FD612 | 2 | 115/230VAC |12.6VCT @ 2.5A 315 [0.187"|1.75 | 233|200 | 1.3 | 11.95| 10.79| 9.69 i’.*;av E.
104416CP |XFR3615Q | FD736 | 2 | 115/230VAC| 36VCT @ 1.5A | 54.0 | 0.187"|1.90 | 2.70 | 2.30| 1.8 9.95| 8.99| 8.09 i
104408CP |XFR1635Q | FD716 | 2 | 115/230VAC | 16VCT @ 3.5A 56.0 | 0.187"|2.00 | 270 | 230 | 1.8 | 12.95| 11.69 | 10.49 s *
101864CP |XFR2424Q | FD724 | 2 | 115/230VAC| 24VCT @ 2.4A | 57.6 | 0.187"|1.87 | 270 [ 2.25| 1.7 | 11.95| 10.79| 9.69 Fig. 2

115VAC and 115/230VAC Power Transformers
Power transformers have both single and dual-voltage @ @
input and center-tapped outputs. This makes them 115vAC L15P30VAC
the perfect choice for power supply design or for use 50-60H \ 50-60Hz
in transformer, rectifier, and filter circuits. @ \ G :
* Primary: 115VAC or 115/230VAC, 50-60Hz Fig.1 Fig. 2 Fig. 3 20225CP
Part Mfr. Cross | Triad Primary Secondary Lead Dimensions Wt. Pricing
Number Ref. No. Cross Color Code VA Cap Voltage Color Code Type Fig. L W H" (Ibs.) 1 10 100
102162CP XFR6102 | F314X Black | Yellow™| Red 7.6 6.3VCT @ 1.2A | White | Black™| White | Wire 2 1.56 1.96 1.67 0.8 $8.49 $7.65 | $6.89
105523CP XFR0910 | — Black | White* | Red 9.0 9VCT @ 1A Blue | Black*| Blue | Wire 2 1.79 1.96 1.66 0.7 6.95 6.25 5.59
105531CP XFR1810 | — Blue Red* | Black 18.0 18VCT @ 1A | Yellow| Black™| Yellow | Wire 2 232 2.05 1.90 12 6.95 4.55 3.55
102111CP XFR2410 | F346X Black | Yellow® | Red 24.0 24VCT @ 1A | White | Black™| White | Wire 2 222 2.33 1.97 15 8.95 8.09 7.25
29225CP XFR122 F44X Yellow — | Yellow | 25.2 | 12.6VCT @ 2A Blue | Red™ | Black | Wire 1 212 2:33 1.96 15 9.95 8.99 8.09
102154CP XFR1220 | F344X Black | Yellow™ | Red 252 | 12.6VCT @ 2A | White | Black™| White | Wire 2 2.35 2.32 1.97 15 10.95 9.89 8.89
149956CP XFR1820 | — Black Red* | Yellow | 36.0 18VCT @ 2A | White | Black™| White | Wire 2 2.26 2.66 | 2.28 18 8.95 7.95 6.95
112512CP XFR242N | F229X Black — Black | 48.0 24VAC @ 2A | White — | White | Wire 3 175 275 | 225 18 9.79 8.85 7.95
99653CP XFR242 — Red — Red 49.2 | 24.6VCT @ 2A Blue |Yellow® Blue | Wire 1 244 270 | 230 25 10.95 9.89 8.89
149770CP XFR1240 | F3181U | Black Red* | Yellow | 50.4 | 12.6VCT @ 4A | White | Black™| White | Wire 2 2.45 270 | 224 22 12.95 11.69 | 10.49
102120CP XFR124 F181U Black — Black | 50.4 | 12.6VCT @ 4A | White | Black™| White | Wire 1 253 3.08 | 261 2.7 12.95 11.69 | 10.49
102103CP XFR2520 | F341X Black | White* | Red 50.4 | 25.2VCT @ 2A |Orange| Black™|Orange| Wire 2 2.45 2.67 | 226 2.8 14.95 13.49 | 12.15
149796CP | XFR2820 | F3185U | Black Red* | Yellow | 56.0 28VCT @ 2A | White | Black™| White | Wire 2 2.45 270 | 2.24 2.3 12.95 9.75 6.85
* Center tap
”/

Cigbrar DC-AC Inverters

* Input voltage: 12VDC

 Output voltage: 115VAC +5%
\‘,E 202809CP

* Input connector:

automobile power plug
 Overload and thermal protection
* Weight: 2.0 Ibs.
202809CP: 80-Watt
 Output connector:
2-prong receptacle
* Size: 4.1'Lx 1.5'W x 1.5"H
202817CP: 140-Watt
« Qutput connector:
3-prong receptacle

140 & 270-Watt DC-AC Inverters

K
7
188293CP

« Input voltage: 10-15VDC
 QOutput voltage: 110VAC @ 60Hz
« Battery low shutdown

» Peak power surge capable * Weight: 1.3 Ibs.
 Overload & high grade thermal protection

188293CP: Size: 5.5'L x 2.6'W x 1.6"H

202016CP

Automobile Power
Plug & Cord Assembly

 Screw assembly with strain relief
* Plugs directly into cigarette lighter
 Accepts .25" x 1.25" fuse

1

124759CP: 3' cord pigtail end 115001CP 124759CP
Part No. Description 1 10 100
115001CP W/ 5A/250VAC fuse ....$1.95 $1.65 $1.19
124759CP W/ 3A/250VAC fuse ...... 1.89 1.72 1.69

Automobile Power Plug Splitter
« Input: cigarette adapter; non-fused
« Splits out into two 5" female

automobile type receptacles

1 10 50
$4.95 $4.49 $3.95

Part No. Description
123182CP  Power plug splitter

* Size:5.1"L x 2.5"W x 1.5'H 202817CP 202016CP: Size: 9.3'L x 4.1'W x 2.2'H u

Part No. Prod. No. Watts 1 10 25 Part No. Description 1 10 25

202809CP P2 0...$29.79 $27.09 $24.65  188293CP 140W autoplug ........ $49.95 $39.49 $31.25

202817CP P4 140 ...39.95 3595 32.35  202016CP 270W auto/battery clip 64.95 58.49 52.65
i o rald | guead _ _ _

Mo 28601 Ong Seve Order 24 /7 Toll Free 1-800-831-4242
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POWER

formers and Variable Transformers

6VAC/9VAC Dual Output
Power Transformer
(blue wires); 9VAC @ 1A

center tap (yellow wires) Q"

* Size:2.1'L x 3.2'W x 2.0'"H  + Weight: 1.3 Ibs.
Part No. Mfr. Cross Ref. No. 1 10 100

12VA

« Input voltage: 120VAC
 Qutput voltage: 6VAC @
500mA center tap

183089CP  YS57H-099FAA $4.95 $3.99 $2.99

120VAC to 120VAC
Isolated Transformer

300VA

* Input voltage: 120VAC @ 60Hz
* Input connector: 5.5' cord
with 2-prong plug
* Output voltage:
120VAC @ 2.5A (isolated)
o Size: 4.2'"Hx 3.2'W x 4.6'D + Weight: 7.0 Ibs.

Mfr. Cross Ref. No. 1 10 100

Part No.

181315CP  ITR300 $39.95 $35.99 $32.39

Wall Transformer Enclosures

* Enclosures include 3-prong 115051CP

power plug & cable strain relief
e Size: 3.4'H x 2.7"W x 2.3'D
 Material: noryl < Color: black
Part No. Style 1 10 100
115051CP  Non-vented ..$2.25 $1.95 $1.69
115043CP  Vented 225 195 1.69

Power Entry Filters and AC Plug Connectors

110VAC Variable AC Transformer
320VA
* Input voltage:
110VAC @ 60Hz (using pin 1-2)
110VAC @ 50Hz (using pin 1-4)
» Matching input/output terminals:
P/N 103667CP and 109111CP -
(disconnect .25" solderless terminals), pg 119
* Maximum current: 2.5A  « Panel mount
* Size: 2.8"'Dia. x 2.1'H * Shaft length: 0.5"
* Weight: 2.5 Ibs. * One-year warranty
Includes: 3 disconnect .25" solderless terminals

Part No. Description 1 10 50

149323CP  320VA variable $53.95 $48.59 $43.75

110VAC Variable AC Transformer
ALE.

550VA

* Input voltage: 110VAC @ 60Hz g)
 Output voltage: 0-140VAC
* Rated current: 5A + Panel mount
* Input/output terminals: binding
post with 0.188" diameter post
* Size: 4.3'Dia. x 4.0'H
* Weight: 6.8 Ibs.

Part No.

>

« One-year warranty
Description 1

10 50

AEEC 110VAC Variable

AC Transformers

* Input voltage: 110VAC @ 60 Hz

» Power: 500 and 2000VA

 Output voltage: 0 to 130VAC
 QOutput analog voltmeter

« Input conn.: 3-prong plug w/ 5' cord
 QOutput conn.: 3-prong outlet type

« Lighted on/off power switch
169640CP: « 5A @ 250V fuse
* Size: 8.3'L x 6.5"W x 7.0"H

* Weight: 15.6 Ibs.
169658CP: » 20A @ 250V fuse
¢ Size: 9.8"L x 8.0'W x 7.0'H

169640CP

169658CP l'\

* Weight: 26.5 Ibs.

Part No. Description 1 10 50
169640CP  500VA transformer $74.95 $67.49 $60.75
169658CP  2000VA transformer 124.95 112.49 101.25

Variable AC Transformers

¢ Input: 110VAC or 220VAC
* Power: 500-2000VA 121275CP &
 Output: 0-240VAC
+ Banana/screw e A\‘\,/%

input terminals =l
« Universal US/European output plugs
« Lighted on/off power switch

152936CP  550VA variable ......... $64.95 $58.49 $52.65 Bart No. Fuse Size (L"x W' x H) | W (Ibs.)
Over 99% of our 121275CP | 3A/250V (P/N 69438CP)| 5.3x7.3x7.0 10.4
products are in stock! 129007CP | 5A/250V (P/N 10401CP)| 9.4x6.5x7.7 14.8
152581CP |10A/250V (P/N 69462CP)| 9.0x7.0x 7.7 19.8

We’ “ Send It TOdayl Part No. Description 1 10 50

Just place your order by 6PM EST I;ESSEP SgggA transf?rmer . $7g.35 $§9.g: $22.93

i ; ; 1 7CP  1000VA transformer 149.95 134. 121.4
"“ =i for same business day shipment 152581CP  2000VA transformer 174.95 158.45 139.95

A 2.55

2.44

| SRTH

eALE g

Fig. 5
) o ) ) . (203140CP) e i
Fig.1 (146907CP) Fig. 3 (Fast-on Terminals) Fig. 4 (Cut out) Fig. 6 (Male)
L WORC ( ;;El ) e [l T N -7
- JE i Ll | i i
* Frequency: 50/60Hz Ec;;]* (1723%(?@) I I I:-_'| ';!. (115?44%!3) (18Fz|1%b§gp)l t
N x =1 |

For more Power Enty Flers & Fig. 7 (Female) =2 %t S g 1 Gaerson
Part Mfr. Cross | Corcom Current| Voltage Agency Terminal Dimension (inches) Pricing
Number Ref. No. Cross | Description Fig.| (A) | (VAC) | Terminals|  Approvals Size A B C D 1 10 100 500
146907CP 03DENG3B* Power entry filter (snap-in) 1 3 250 | fast-on | UL/CSA/VDE | .25" 1.25/ 0.95| 2.23 | N/A $4.95 $3.99 | $2.99 | $2.09
150615CP | 03AC1 3EF1 | Power entry filter, straight (flanged) 2 3 250 | solder | UL/CSA/VDE | .16" | 1.89| 0.88 | 2.58 | 1.58 6.95 6.29 5.65 5.09
42454CP 06AC1 6EF1 | Power entry filter, straight (flanged) 2 6 250 | solder | UL/CSA/VDE | .16" | 1.96| 0.88 | 2.06 | 1.58 6.95 6.29 5.69 5.09
165016CP SUP-J15G-E-2 Power entry filter straight (flanged) 2| 15 | 250 | solder | UL/CSA/VDE | .16" 1.89| 0.88 | 2.18 | 1.58 5.95 5.39 4.85 4.35
40601CP 03AE1* | 3EF1F | Power entry filter, straight (flanged) 3 3 250 | fast-on | UL/CSA/VDE | .25" | 1.97| 0.90 | 2.16 | 1.58 7.49 6.69 5.99 5.39
63132CP 06AE1 6EF1F | Power entry filter, straight (flanged) 3 6 250 | fast-on | UL/CSA/VDE | .16" | 1.96| 0.88 | 2.06 | 1.58 7.95 6.95 6.25 5.59
167441CP 10AE1 10EF1F | Power entry filter, straight (flanged) 3| 10 | 250 | fast-on UL/CSA .25" 1.97| 0.89 | 2.65 | 1.58 8.95 8.09 7.25 6.55
210913CP | 01GEEW3E Power entry filter, straight (flanged) 11 250 wire | UL/CSA/VDE | 4.1" | 2.05/ 0.99| 1.78 | 1.58 5.95 5.49 4.95 4.49
212206CP A6-12S10E Power entry filter, fused w/ switch (snap-in)| 4 6 250 | fast-on | UL/CSA/VDE | .25" 2.55| 1.05| 2.44 | N/A 9.95 8.95 7.95 6.95
203140CP F6-12S10EL Power entry filter, fused w/ switch (snap-in)| 5 6 250 | fast-on | UL/CSA/VDE | .25" | 2.55| 1.05| 2.82 | N/A 11.95 10.95 9.95 8.95
147109CP | 42R02 AC power inlet (male) snap-in 6 | 15 | 250 | fast-on | UL/CSA/VDE | .25" | 1.22| 0.94| 1.13 | N/A .26 .23 21 .19
16651CP JR101 AC power inlet (male) flanged 6 | 15 | 250 | fast-on | UL/CSA/VDE | .187" | 1.96| 0.89 | 1.07 | 1.58 .79 .63 47 .33
147900CP P0O707* AC power inlet (male) flanged 6 | 15 | 250 | solder | UL/CSA/VDE | .16" | 1.96| 0.89 | 1.04 | 1.58 .75 .68 .59 .55
174246CP SC11 AC power outlet (female) flanged 7 | 15 | 250 | fast-on | UL/CSA/VDE | .187" | .197| 1.17| 1.34 | 1.58 .89 .79 .72 .65
173770CP 6200-21 AC power inlet (male) fused (flanged) 8 | 10 | 250 | fast-on | UL/CSA/VDE | .136" | 1.73| 1.34| 1.00 | 1.41 .79 .63 47 .33
117444CP 07172 AC power inlet (male) fused (snap-in) 9 | 10 | 250 | fast-on | UL/CSA/VDE | .187" | 1.18| 1.30| 1.21 | N/A 1.79 1.45 1.09 .75
184903CP | 42R363152I0U | AC power inlet (male) w/ switch (snap-in) |10 | 15 | 250 | fast-on | UL/CSA/VDE | .25" | 1.30| 1.58 | 1.42 | N/A .40 .37 o) .30

* Manufacturer may vary 1 High normal mode rejection

2 Includes spare fuse holder — Fuse type 5mm x 20mm (250V)
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Power Cords

N -

* Molded connectors e
« Excellent resistance ) g S

to jacket abrasion B
e Temperature: N - Configuration “8” Configuration “D” Power Cord w/ pigtail -
900 o . . igurati igurati Wi w/ pigtai _
. V%?tzfgéorggr?g%oo volts Line Cord (Fig. 1) Laptop Power Cord (Fig. 2) Laptop Power Cord (Fig. 3) (Fig. 4) 160995CP (Fig. 5)
.
Q) \ % ]
AWG | Volts | Amps | VA e 7 -
18 | 125 10 | 1250 v < j’ -r V
16 | 125 | 12 | 1500 - ‘ )
1 | 125 15 1875 184815CP (Fig.6) RFI Power Cord (Fig. 7) Right Angle Computer Piggy-Backed Computer P_ower Suppl_y
Extension Cord (Fig. 10)

Power Cord (Fig. 8) Power Cord (Fig. 9)
| : ‘ ‘ I - ‘ .
DE 2 L

Monitor Power Hospital Grade Cord
Adapter Cord (Fig. 11) 173892CP (Fig. 12) (Fig. 13) 173884CP (Fig. 14) Power Strip Saver (Fig. 15) 208346CP (Fig. 16)

Part Mfr. Cross Weight | Agency Plug Cord Pricing
Number Reference No. | Description (Ibs.) | Approvals | Fig. | Length Color | AWG Type* 1 10 100 250
152186CP | 17106BG 2-conductor power cord with pigtail .20 UL/CSA 1 6' Beige |18/2 | SPT-2 $1.09 $.89 $.65 | $.45
124433CP | ST008 2-conductor power cord with pigtail .16 UL/CSA 1 6" Black | 18/2 SPT-2 1.15 .99 .89 .79
42041CP 17106 2-conductor power cord with pigtail with strain relief .25 UL/CSA 1 6' Black | 18/2 SPT-2 1.15 .99 .89 .79
146309CP | PC182J6 2-conductor power cord with pigtail (round) 31 UL/CSA 1 6' Black | 18/2 SJT 1.09 .89 .65 .45
189587CP | VW-1 2-conductor “8” style power cord for laptops and power supplies | .30 UL/CSA 2 6' Black | 18/2 SPT-2 2.95 2.49 215 1.79
200791CP | LL114039 2-conductor “D” style power cord for laptops and power supplies | .30 UL/CSA 3 6' Black | 18/2 SPT-2 2.95 2.49 2.15| 1.59
38009CP 17237 3-conductor power cord with pigtail 31 UL/CSA 4 6" Gray |18/3 SVT 2.49 2.25 1.95| 1.75
173809CP | 17405 3-conductor power cord with pigtail .39 UL/CSA 4 6' Gray |18/3 SJT 2.95 2.49 2.25| 1.95
37997CP 17236 3-conductor power cord with pigtail .30 UL/CSA 4 6" Black | 18/3 SVT 2.79 2.32 211 1.99
159409CP | 17405B 3-conductor power cord with pigtail .37 UL/CSA 4 6' Black | 18/3 SJT 2.59 2.15 1.95 | 1.79
38025CP 17238 3-conductor power cord with pigtail .39 UL/CSA 4 8 Black | 18/3 SVT 3.29 2.75 245 | 2.25
102007CP | 17535B 3-conductor power cord with pigtail 49 UL/CSA 4 10' Black | 18/3 SVT 3.25 2.75 249 | 2.25
196285CP | LL40378 3-conductor power cord with pigtail .80 UL/CSA 4 10 Black |16/3 | SJT 3.49 2.79 2.09 | 1.49
166924CP | 17516 3-conductor power cord with pigtail .67 UL/CSA 4 67" Black | 14/3 SJT 3.95 3.55 3.19 | 2.79
100271CP | 17629B 3-conductor power cord with pigtail .88 UL/CSA 4 9' Black | 14/3 SJT 4.25 3.55 3.25| 2.89
160995CP | 17720 3-conductor power cord with pigtail (shielded) 44 UL/CSA 5 8' Black | 18/3 SVT 2.95 2.65 2.39 | 2.15
184815CP | 17629BR 3-conductor right angle power cord with pigtail a7 UL/CSA 6 s Black | 14/3 SJT 2.15 1.89 1.69 | 1.55
103747CP | 17248 3-conductor detachable power supply cord .34 UL/CSA 7 6' Gray |18/3 SVT 3.59 3.09 2.75 | 2.65
213874CP | 17660BG 3-conductor detachable power supply cord (shielded) 40 UL/CSA 7 6" Beige | 18/3 SVT 3.59 3.25 2.95| 2.65
38041CP 17249 3-conductor detachable power supply cord .37 UL/CSA 7 6' Beige | 18/3 SVT 3.49 3.15 2.79 | 2.49
38050CP 17250 3-conductor detachable power supply cord .36 UL/CSA 7 6" Black | 18/3 SVT 3.75 3.25 2.75 | 2.49
161761CP | 17742 3-conductor detachable power supply cord (shielded) 40 UL/CSA 7 6' Black | 18/3 | SVT 3.95 3.19 2.39 | 1.69
132118CP | 17500 3-conductor detachable power supply cord 44 UL/CSA 7 6 Black | 18/3 SJT 4.49 4.05 3.65| 3.29
117583CP | 17502 3-conductor detachable power supply cord 37 UL/CSA 7 8' Gray |18/3 SVT 3.49 3.15 2.79 | 2.49
171096CP | 17758 3-conductor detachable power supply cord .60 UL/CSA 7 8' Black | 18/3 SJT 3.95 3.55 3.19| 2.89
102023CP | 17501V 3-conductor detachable power supply cord .55 UL/CSA 7 10° Black | 18/3 SVT 3.95 3.39 3.09 | 2.79
192727CP | 17501J 3-conductor detachable power supply cord .64 UL/CSA 7 10 Black | 18/3 | SJT 3.95 3.19 2.39 | 1.79
190625CP | 37805 3-conductor detachable power supply cord (shielded) .75 UL/CSA 7 10" Beige | 18/3 SJT 3.95 3.19 239 | 1.79
163361CP | 6952299 3-conductor detachable power supply cord .33 UL/CSA 7 14' Black | 18/3 SJT 5.39 4.85 439 | 3.95
159361CP | 17602 3-conductor detachable power supply cord .57 UL/CSA 7 6' Black | 16/3 SJT 3.79 3.15 2.79 | 2.49
142607CP | 17502 3-conductor detachable power supply cord (shielded) .63 UL/CSA 7 6" Black | 16/3 SJT 4.19 3.79 3.39 | 3.05
125541CP | 17504 3-conductor detachable power supply cord 71 UL/CSA 7 6'7" Black | 14/3 SJT 4.95 3.99 2.99 | 2.09
117356CP | 8120-6177 3-conductor detachable right angle power supply cord 41 UL/CSA 8 6" Gray |18/3 SVT 3.95 3.19 2.39 | 1.69
38076CP 17250R 3-conductor detachable right angle power supply cord .54 UL/CSA 8 6' Black | 18/3 SVT 3.49 3.15 2.85 | 2.55
173251CP | 17250RS 3-conductor detachable right angle power supply cord (shielded) | .40 UL/CSA 8 6' Black | 18/3 SVT 3.29 2.65 1.95| 1.39
177383CP | 17507 3-conductor detachable right angle power supply cord .66 UL/CSA 8 10' Black | 18/3 SJT 3.95 3.19 239 | 1.79
84937CP 17669-6 3-conductor detachable piggy backed computer power cord AT UL/CSA 9 6' Black | 18/3 SJT 6.95 5.59 4.19 | 2.95
28468CP PEC 3-conductor computer power supply extension cord .36 UL/CSA 10 6" Black | 18/3 SVT 3.95 3.59 3.25| 2.89
121291CP | PEC2 3-conductor computer power supply extension cord .55 UL/CSA 10 8' Black | 18/3 | SJT 3.95 3.19 2.39 | 1.79
175855CP | PECUL10 3-conductor computer power supply extension cord i58 UL/CSA 10 10 Black | 18/3 SVT 2.49 1.99 1.49 | 1.05
177447CP | MPC1 3-conductor monitor power adapter cord .16 UL/CSA 11 1 Black | 18/3 SVT 2.95 2.49 215 1.79
26382CP MPC6 3-conductor monitor power adapter cord 40 UL/CSA 11 6' Black | 18/3 SVT 2.19 1.95 1.79 | 1.59
173892CP | 34J88T-1 3-conductor power cord w/ pigtail hospital grade (green dot) .65 UL/CSA 12 8' Black | 18/3 SJT .85 77 .70 .64
196277CP | E55333 3-conductor power cord w/ hospital grade male (green dot) .56 UL/CSA 13 6'6" Gray |18/3 SJT 3.49 2.79 235 | 1.95
132011CP | 17006G 3-conductor power cord w/ hospital grade male (green dot) .82 UL/CSA 13 10° Gray | 16/3 SJT 8.45 6.79 5.09 | 3.55
115078CP | 17006 3-conductor power cord w/ hospital grade male (green dot) .84 UL/CSA 13 10" Black | 16/3 SJT 8.95 8.09 7.25| 6.55
173884CP | 3472WJ698G | 3-conductor power cord w/ hospital grade male rt ang (green dot) | .85 UL/CSA 14 9' Gray |16/3 SJT 7.95 6.39 4.79 | 3.35
199777CP | PSS-1 3-conductor power cord (power strip saver) .16 UL/CSA 15 1 Black | 18/3 SVT 1.69 1.55 1.35| 1.35
208338CP | SY0527BG 3-conductor power cord (power strip saver) .16 UL/CSA 15 1 Beige | 18/3 SVT 1.69 1.55 1.35| 1.35
208346CP | GPR-2006 3-conductor power cord (“Y” type power strip saver) .38 UL/CSA 16 2 Black | 18/3 SVT 2.89 2.75 2.59 | 2.59
*Thermoplastic Cord Jacket Type: SPT-2 (Flat): Junior duty; SVT (Round): Light service; SJT (Round): Junior service

g Order 24 /7 Toll Free 1-800-831-4242 47
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DataCom and International Transformers and Power Cords g

Voice/Data Coupling Transformer Modem Coupling Transformers
« Pri./Sec. impedance: 600Q Insulation resistance: 100MQ < Core type: EI-14

o Turns ratio: +2% Vacuum wax impregnate_d * Hipot tested: 1000VAC A\ - 1 .
« Resistance (Pri./Sec.): 63Q/88Q +20% impedance matching S)A\"’E/ 5356CP )i

* Frequency response: PREM » +20% DC resistance matching ' 125356CP
300-3500Hz (iO'SdB) Mfr. Cross Impedance (€2) Resistance (2) Pricing
Part No. Product No. 1 10 100 | part No. Reference No. Primary Secondary Primary Secondary 1 10 100
164128CP  SPT115 ..ccoovvevicieine $1.05 $.94 $.85 |125356CP | XFR6006A14 600CT 600CT 65 55 $1.29 $1.18 $1.08
205962CP 60-282-0 1.2KCT 8 45 15 1.34 1.21 .99

International 50-Watt Plug-In

. Step:-Down V/VaII TrCansformer Modem Coupling Transformers
onverts foreign 220/240VA / )

to 110/120VAC. Built-in input S \'% « Dielectric strength: ; N @ 141621CP
plugs for Europe/Middle East; ¥ 1250VAC "

England / Africa and

q ne w v @
SX)A\"/E/ = Eié jﬂ Tal

141621CP | &

117760CP

'

Australia/Philippines outlets. Part Mfr. Cross Impedance (Q) Resistance (Q) Insertion Pricing

. Input voltage: 220/240VAC “cn N Number Ref. No. Primary | Secondary | Primary | Secondary Loss 1 10 100

« Output voltage: 110/120VAC — E 141621CP | 671-8255 600 600 46.5 67.6 1.25dB @ 1kHz $1.95 $1.49 $1.05

« Input selectable prongs for applicable - 199540CP | 671-8079 600 301 150 150 3.00dB @ 1kHz 2.95 2.65 2.39
countries e LED status indicator LN 4 117760CP | 671-8014 600 600 108 120 2.50dB @ 1kHz 2.15 1.95 1.75

« 2-prong flat or round receptacle compatible 206391CP | TTC-105 600 600 71 117 2.50dB max. @ 295 259 1.95

e Size: 4.4'"Hx 2.0'W x 2.0'D = Weight: 1.0 |b. 800Hz to 3.5kHz

Part No. Description 1 10 25

191783CP International trans. ..... $9.45 $8.59  $7.79 See pages 44 - 46 for Current Sensing Transformers, Power Transformers and Variable Transformers

International Step-Up/Step-Down Transformers

L . .
o f | 1  Wide selection to meet your power requirements
- o /H‘ Part Mfr. Cross Primary | Secondary | Power Dimensions Weight Pricing

W V D Number Ref. No.* Fig. | Voltage Voltage (VA) H" W D" (Ibs.) 1 10 100
Fig- 1 Fig. 2 Fig. 3 99573CP | AC110V50 | 1/A | 220VAC | 110VAC | 50 | 250 | 1.63 | 1.33 | 0.7 $8.95| $8.09| $7.29
85016CP | AC110V300 | 3/A | 220VAC | 110VAC | 300 | 3.50 | 3.05 | 3.95 | 4.8 27.95| 24.95| 22.49
111851CP | AC110V500 | 2/A | 220VAC | 110VAC | 500 | 3.99 | 3.60 | 484 | 85 34.95| 31.49| 28.95

] 142906CP | AC110V1500 | 2/A | 220VAC | 110VAC | 1500 | 5.25 | 4.50 | 5.75 | 15.2 79.95 71.95| 64.95
FF:? A A Fig. B l Output - 99477CP AC220V50 | 1/B | 110VAC | 220VAC | 50 | 2550 | 1.63 | 1.33 | 0.7 8.95 8.09 7.25
19 J Plug Plug 85008CP AC220V300 | 3/B | 110VAC | 220VAC | 300 | 3.50 | 3.05 | 3.95 | 4.8 27.95 24.95| 22.49
* Manufacturer may vary
H European Agency Approvals
International Power Cords pean Agency App
« 3-conductor detachable power cords « VVoltage rating: 300 volts Cord Configuration Chart — End 2 Germany VIE
« Excellent resistance to jacket abrasion < BSI: British Standard Institution Austria WE G
Cord Configuration Chart — End 1 r Belgium CEBEC g
@ g A\‘\'@ . = ¥ Denmark  DEMKO @
)\ = . .
C Y - A 117911CP (Fig. 1) 174633CP (Fig. 2) Fvare Fmk0 D)
France LCIE @
Mfr. Cross Agency Cord Plug Fig. Cord Cord Pricing KEMA
Number Reference No.* | Country Approvals End1 | End2| Length | Color Conductors Type 1 10 100| 250
117911CP | PCVDE-6B Europe Allin Fig. 3 A 1 | 6ft | Black | 3/.75mm? HOSVVF | $5.49| $4.95| $4.45 |$4.05 vorway  weuk0 ()
138270CP HOSVVF Europe Allin Fig. 3 A 1 6ft. | Beige | 3/1.0mm? | HOSVVF/HAR| 3.05| 2.79| 2.55| 2.29 Sweden  SEMKO  (§)
174633CP 21071H5182 | UK/lIreland BSI A 2 8ft. | Black | 3/1.0mm? HOSVVF 6.95| 5.59| 4.19| 2.95 Switzerland  SEV @
* Manufacturer may vary Fig. 3

Table-Top AC/AC Transformers

o Lrscoice AC/AC Table-Top Step-Down Transformers e A\“/E D@
o * Input voltage: 120VAC @ 60Hz « Attached AC cord =l

Part Mfr. Cross Output Output Plug Size Cord Wt. Agency Pricing
Number Ref. No.™ Volts (VAC) | Current (A) | Watts (W) ID x OD Plug Type Color (L" x W" x H") (AC/AC) | (Ibs.) Approvals 1 10 50 100
196197CP 4182 10 1.0 10 2.1mm x 5.5mm female Black 3.3x23x18 4'/6' 15 uL $2.95| $2.69| $2.49| $2.19
210753CP TAL-FA 12 35 42 2.1mm x 5.5mm female Black 39x29x25 6'/6' 25 UL/CSA 12.95| 11.49| 9.95| 8.95
176604CP TA661640 16 4.0 64 2.1mm x 5.5mm female Black 3.7x29x25 6'/6' 2.8 CSA 12.95| 11.49| 9.95| 8.95
147310CP 0931RB 24 0.70 17 3-pin (0.156") female housing Black 32x22x19 6'/6' 11 uL 1.35 1.25( 1.15| 1.05
152135CP 100380-001 24 1.46 85 2.1mm x 5.5mm female Black 3.6x27x21 |35/5%6"| 1.9 UL/CSA 3.15 2.85| 2.59| 2.35

* Manufacturer may vary

48 Convenient On-Line Ordering www.Jameco.com JAMECO



Table-Top Power Supplies
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power Cords
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AC/DC Table-Top Power Supplies g A\\\'ﬁ
Y]

* Regulated and unregulated outputs (see “Output Plug”) ‘\‘

« Input voltage: Regulated: 100-240VAC @ 50-60Hz
Unregulated: 120VAC @ 50-60Hz

Polarity 1 @—G—@ (center negative)

Power cords — see below Stripped  Male Female Polarity 2 @—G—@ (center positive) 136565CP 155213CP 139096CP
Part Mfr. Cross Output Output Plug Power Size Cords™| Wt. Agency Pricing
Number Reference No. A | Volts (VDC)| Current (A) | Power (W) ID x OD/Plug Type/Polarity Indicator | Color | (L"xW"xH") [(DC/AC)|(Ibs.)| Approvals 1 10 50 100
211060CP DV-51AAT' 5 1.0 5 2.1mm x 5.5mm rt angle fem 2 (regul) No Black | 3.4x2.7x22| 6'¢" |17 UL/CSA $12.95| $11.69| $10.55| $9.49
196218CP (GT210891005T3 5 2.0 10 2.1mm x 5.5mm female 2 (regulated) No Black | 3.4x1.9x13| 672 | 0.4 [UL/CSA/TUV/CE| 17.95| 14.39| 10.79 7.59
161568CP MA15-050R 5) 25 15 2.1mm x 5.5mm female 2 (regulated) No Black | 3.3x2.0x1.3| 46" | 0.4 | UL/CSA/TUV 19.95| 18.95( 17.95| 17.19
202796CP MA15-2.5R 5 25 15 2.5mm x 5.5mm female 2 (regulated) No Black | 3.3x2.0x1.3| 46" | 0.4 | UL/CSA/TUV 19.95| 17.95( 15.95| 13.95
206236CP A15D3-05MP 5 3.0 15 2.5mm x 5.5mm female 2 (regulated) No Black | 3.8x2.1x1.4| 572 | 0.4 | UL/CSAITUV 24.95 19.95| 14.95| 11.95
155205CP KA52A 5 4.0 20 2.1mm x 5.5mm female 2 (regulated) No Black | 41x2.6x1.6| 676" | 1.2 | UL/CSA/TUV 29.95| 23.99( 19.75| 17.75
169121CP AD740U1050 5 4.0 20 2.5mm x 5.5mm female 2 (regulated) No Black | 41x2.6x1.6| 472 | 1.4 [UL/CUL/TUVICE| 24.95 22.49| 19.95| 17.95
213583CP P30A-1P2J 5 4.0 20 2.1mm x 5.5mm female 2 (regulated) Yes Black | 43x2.6x14| 672 | 0.7 [ULCUL/TUVICE| 29.95| 26.95| 24.29| 21.89
213575CP P40A-1P2] 5 5.0 25 2.1mm x 5.5mm female 2 (regulated) Yes Black | 43x2.6x14| 672 | 0.7 |[UL/CUL/TUVICE| 32.95| 29.69| 26.79| 23.95
190051CP APS48EA114T 7 15 10 2.5mm x 5.5mm female 2 No Black | 3.4x23x19| 66" | 1.9 uL/CUL 9.95 7.99 5.99 4.19
206527CP P40A-1-1P25 75 4.0 30 2.1mm x 5.5mm female 2 (regulated) No Black | 4.3x2.7x15| 6'6' | 1.5 |UL/CUL/TUV/CE|] 29.95| 26.95| 23.95| 21.95
170341CP UP02511091 9 0.3 3 2.1mm x 5.5mm female 2 (regulated) No Black | 43x27x15/| 672 | 0.6 | UL/CSAITUV 15.69 14.15| 12.75| 11.45
195805CP DCR920F12 9 20 18 2.1mm x 5.5mm female 2 (regulated) Yes Black | 4.2x2.6x1.4| 66" | 0.9 |UL/CUL/TUV/CE| 26.95| 24.29| 21.85| 19.65
195768CP DCR920F52 9 2.0 18 2.5mm x 5.5mm female 2 (regulated) Yes Black | 4.3x2.6x1.4| 6'6" | 0.9 |[UL/CUL/TUV/CE| 24.95| 22.49| 19.95| 17.95
211027CP KA-52BMOD 9 278 25 2.1mm x 5.5mm female 2 No Black | 42x2.6x15| 672 | 0.9 | CSA/TUV/CE 29.95| 26.95| 24.25| 21.79
211019CP KA-52B 9 2.78 25 2.5mm x 5.5mm female 2 No Black | 42x2.6x15| 672 | 0.9 | CSA/TUV/CE 28.95| 25.95| 23.49| 21.19
203182CP A71222D 115 2.2 25 2.1mm x 5.5mm female 1 No Black | 41x28x22| 66" | 2.0 UL/CSA 12.95 11.49| 10.49 9.49
136565CP DDC1210P" 12 1.0 12 Stripped & Tinned No Black | 3.2x2.2x1.9| 66" | 1.2 — 13.95| 11.19 8.39 5.89
161576CP MA15-120R 12 1.25 15 2.1mm x 5.5mm female 2 (regulated) No Black | 3.3x2.0x1.3| 46" | 0.4 | UL/CSA/TUV 26.95 24.29| 21.85| 19.65
140880CP DC12158T' 12 15 18 Stripped & Tinned No Black | 3.1x2.1x19| 66" | 15 uL 10.95 9.95 8.95 7.95
216549CP KWM12F-P2JU 12 15 18 2.1mm x 5.5mm female 2 (regulated) No Black | 40x1.9x15| 67° | 0.4 [UL/CUL/TUVICE| 26.95| 24.25| 21.85| 19.65
157956CP PS571812D' 12 15 18 2.5mm x 5.5mm female 2 No Black | 3.4x2.7x22| 66" | 2.0 uL 10.95 9.95 8.95 7.95
183054CP SPU24-3 12 15 18 2.5mm x 5.5mm female 2 (regulated) | Yes Black | 42x2.6x12| 672 | 0.5 [UL/CUL/TUV/CE| 26.49| 23.85| 21.45| 19.35
216531CP KWM12F-P2MU 12 15 18 2.5mm x 5.5mm female 2 (regulated) No Black | 40x1.9x15| 6% | 0.4 [UL/CUL/TUVICE| 26.95 24.25| 21.85| 19.65
143714CP DCc1220F1" 12 20 24 2.1mm x 5.5mm female 2 No Black | 3.8x2.8x23| 6'6' | 2.2 — 14.95| 11.99 8.99 6.29
143722CP DC1220FST 12 2.0 24 2.5mm x 5.5mm female 2 No Black | 3.8x2.8x23| 676" | 2.2 — 12.95 11.69| 10.55 9.49
143731CP DC1220M3' 12 20 24 3.5mm male 2 No Black | 3.8x2.8x2.3| 6'6' | 1.9 — 12.95| 11.49( 10.49 9.49
203086CP SW110 12 2.08 25 2.5mm x 5.5mm female 2 (regulated) No Black | 51x31x16| 672 | 2.0 | UL/ICSA/CE 24.95| 22.49| 19.95| 17.95
191142CP DC1225F1 12 25 30 2.1mm x 5.5mm female 2 (regulated) No Black | 3.7x22x1.2| 6% | 2.0 | UL/CSAITUV 24.95 22.49| 20.29| 18.25
191901CP CUP36-12 12 25 30 2.5mm x 5.5mm rt angle fem 2 (regul) No Black | 44x2.0x0.8| 47° | 0.7 [UL/CSA/TUVICE| 27.95| 24.95| 22.49| 19.95
155213CP P40A-3P2JU 12 3.3 40 2.1mm x 5.5mm female 2 (regulated) Yes Black | 55x2.3x15| 66" | 0.7 | UL/CUL/TUV 34.95 31.49| 27.95| 24.95
203107CP UPO0451E-12P 12 3.75 45 2.5mm x 5.5mm female 2 (regulated) No Black | 47x2.4x1.4| 2'6"/2 | 1.4 |UL/CSA/TUVICE| 34.95 31.49| 27.95| 24.95
203094CP UP0551A-12PD1 12 4.0 48 2.5mm x 5.5mm female 2 (regulated) No Black | 5.6x2.8x15| 672 | 1.9 [UL/CSA/TUV/CE| 39.95| 35.95| 32.95| 29.95
155230CP SPU50-3 12 5.0 60 2.1mm x 5.5mm female 2 (regulated) | Yes Black | 5.6x2.9x15| 66" | 1.3 | UL/CSA/TUV 49.95| 44.95| 39.95| 35.95
215124CP U245106-P2J 15 16 24 2.1mm x 5.5mm female 2 (regulated) | Yes Black | 42x2.6x12| 672 | 0.5 [UL/CUL/TUV/CE| 29.95| 26.95| 24.95| 22.95
173593CP UPS30215P 15 2.0 30 2.5mm x 5.5mm female 2 (regulated) | Switch | Black | 6.8x4.3x2.2| 6 2 | 1.2 | UL/CSAITUV 27.95 24.95| 22.95| 20.95
206471CP P40A4AR01 15 20 30 2.5mm x 5.5mm female 2 (regulated) No Black | 5.6x2.9x1.6| 66" | 1.2 |UL/CSA/TUV/CE| 29.95| 26.95| 24.95| 22.95
206455CP SC100 16 156 25 2.5mm x 5.5mm female 2 (regulated) No Black | 42x2.6x15| 672 | 1.2 [UL/CSATUV/CE| 19.95| 15.95| 11.95 8.95
191898CP A81807DM+ 18 0.7 126 2.1mm x 5.5mm female 1 No Black | 42x3.1x25| 676" | 2.6 — 5.85 5.25 4.75 4.25
196306CP A51813D" 18 i3 23 2.1mm x 5.5mm female 2 No Black | 3.6x24x20| 66" | 1.8 UL/CSA 12.95| 10.39 7.79 5.45
203457CP ZVC30-18-D 18 1.7 30 2.5mm x 5.5mm rt angle fem 2 (regul) No Black | 42x1.7x1.0| 3973 | 0.4 UL/CSA/CE 24.95 22.49| 19.95| 17.95
215116CP U455107-P2J 18 2.77 50 2.1mm x 5.5mm female 2 (regulated) | Yes Black | 57x3.0x17| 672 | 1.1 [UL/CUL/TUV/CE| 44.95| 40.49| 36.45| 32.79
203473CP ZVC45LT19E 19 2.36 45 2.5mm x 5.5mm rt angle fem 2 (regul) No Black | 42x1.7x1.0| 3973 | 0.4 UL/CSA/CE 39.95 35.95| 32.95| 29.95
203481CP ZVCB5NT19E 19 3.42 65 2.5mm x 5.5mm rt angle fem 2 (regul) No Black | 45x2.4x12| 397°%| 05 UL/CSA/CE 49.95| 44.95| 39.95| 35.95
196947CP SCP60-201500 20 15 30 2.1mm x 5.5mm female 2 No Black | 3.8x2.8x23| 676" | 1.2 uL/cCuL 8.69 7.79 6.99 6.29
169076CP 808050-00 20 25 50 2.5mm x 5.5mm female 2 (regulated) | Yes Black | 6.7x3.3x23| 672 | 1.4 | UL/CSAITUV 29.95| 23.95( 17.95| 12.59
174844CP DCR2410F12" 24 1.0 24 2.1mm x 5.5mm female 2 (regulated) No Black | 44x3.0x25| 6'6' | 2.6 — 16.95| 15.29| 13.75| 12.39
174852CP DCR2410F52" 24 1.0 24 2.5mm x 5.5mm female 2 (regulated) No Black | 44x3.0x25| 66" | 2.7 — 14.95 12.95| 10.95 9.95
139096CP pc2412F1" 24 12 29 2.1mm x 5.5mm female 2 No Black | 44x3.1x2.6| 6'6' | 25 — 14.95| 13.49( 12.15| 10.95
181884CP P40A6P2J 24 1.66 40 2.1mm x 5.5mm female 2 (regulated) |  Yes Black | 41x2.6x14| 66" | 0.7 | UL/TUV/CE 33.95| 30.59| 27.55| 24.75
161605CP SPU50-6 24 25 60 2.1mm x 5.5mm female 2 (regulated) | Yes Black | 5.6x2.9x1.6| 1'9'/6' | 1.3 | UL/CSA/TUV 44.95| 39.95| 35.95| 32.95
173665CP DND-3005' 30 0.5 15 2.5mm x 5.5mm female 2 (regulated) No Black | 3.0x2.5x2.2 |5'9'/32"| 1.4 uL/cuL 13.29| 10.65 7.95 5.59
205911CP ADP-25HB 30 0.83 25 2.1mm x 5.5mm female 2 (regulated) No Black | 3.5x24x12| 67" | 1.1 UL/CUL 14.95 13.49| 11.95| 10.49
205920CP DND-3012 30 1.0 30 2.5mm x 5.5mm female 2 No Black | 4.0x2.9x25| 66" | 1.7 uL/cuL 12.95| 11.49( 10.49 9.49
203772CP SC100 48 0.52 25 2.5mm x 5.5mm female 2 (regulated) No Black | 42x2.6x15| 6% | 0.8 |UL/CSA/TUVICE| 22.95 20.69| 18.59| 16.75
215087CP P30A-8P2J 48 0.56 27 2.1mm x 5.5mm female 2 (regulated) Yes Black | 43x2.6x14| 672 | 0.7 [ULCUL/TUV/CE| 34.95| 31.49| 28.39| 25.49
215079CP P30A-8P2M 48 0.56 27 2.5mm x 5.5mm female 2 (regulated) |  Yes Black | 43x2.6x14| 672 | 0.7 [UL/CUL/TUV/CE| 34.95| 31.49| 28.39| 25.49
172064CP SPU50-9 48 1.25 50 2.1mm x 5.5mm female 2 (regulated) | Yes Black | 5.6x2.9x1.7| 66" | 1.3 | UL/CSA/TUV 49.95| 44.95| 39.95| 35.95
T 120vAC input only * See accessory table-top power cord chart next page when AC cord needed ** Has on/off switch A Manufacturer may vary

ey Order 24/7 Toll Free 1-800-831-4242 49
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Wall Mount & Table-Top Power Supplies

ATARI 5-Watt Linear Table-Top
DC Power Supply b

* Qutput voltage:
+5VDC @ 1.0A
« Input voltage: =
115VAC @ 60Hz

+5VDC @ 1A

« Input connector: - o
6' 2-prong wall plug O

Part No. Product No. 1 10 50 100

116089CP C070042 ........... $8.39 $6.75 $5.09 $3.55

JAMECO 9-Watt Table-Top
Linear DC Power Supply

 Output voltage:

+5VDC @ 600MA
(L)

+12VDC @ 250mA
-12VDC @ 250mA
* Input voltage:
120VAC @ 50-60Hz >
* Input connector: -
2-prong wall plug g) \ d
 Qutput conn.: 5-pin
mini DIN with 6' cable
Part No.

s
Ay

Product No. 100

For more table-top power supplies see page 209.

SKYNET 5-Watt Linear Table-Top

DC Power Supply

* Qutput voltage:
+5VDC @ 1.5A .C
-5VDC @ 0.1A

« Input voltage: N
115/230VAC @ 50-60Hz

* Input connector:
3-prong receptacle

Part No. Product No. 1

153752CP  LVT-T022 ........ $12.95 $10.39 $7.79 $5.45

Regulated DC Power Supply
 Output voltage: Y \ovoe
+5VDC @ 500mA ¢
+12VDC @ 130mA -12vee 2voe
3-prong AC wall plug
Switching Power Supply

-12VDC @ 130mA ne
* Input voltage: 120VAC @ 60Hz
Part No. Product No.
154624CP  5712-305-4C3E $11.49 $9.19 $6.89 $4.85
 Output voltage:
5VDC @ 900mA E
gALE

MOTOROLA 5.6-Watt Linear Wall

* Input connector:

ARTESYN 14-Watt Table-Top
12VDC @ 800mA

-5VDC @ 50mA
« Input voltage:
100-240VAC . C 5v5c @ s0oma
@ 50-60Hz
12VDC @ 800MA

* Input connector: 50C @ 50mA
2-prong input power receptacle

Part No. Product No. 1 10 50 100

MEAN WELL 17-Watt Table-Top
Switching DC Power Supply
 Output voltage:
W@
-12VDC @ 500mA |
* Input voltage:

+5VDC @ 1000mA
+12VDC @ 500mA

"
100-240VAC @ 50-60Hz gh\\"

e

Pin2
Ground

Pin4

* Input conn.: 3-prong 2 o\vee
H ' Pin3 (o o Pin1
wall plug with 6' cord 5o Comman
 Output conn.: 5-pin DIN with 5' cable
Part No. Product No. 1 10 25 100

103173CP  JE9100........ $20.95 $18.89 $16.99 $14.95

196146CP  SSL20-7660 .. $4.25 $3.85 $3.49 $3.19

159353CP  KAG0A ........ $39.95 $35.95 $32.95 $29.95

gALE

Check Out Our Complete Line of Wall-Mount and Table-Top Power Supplies

C

Part Product Power Output Input Input Output Size Wt. Pricing
Number Mfr. A Number A (W) (VDC/A) (VAC @ Hz) [Connector/Cord**| Connector/Cord Certification L"x W" x H" |(Ibs.)| Type/Color Mode 1 10 50 100
163969CP | Gatron AHB33N 3.75 +5/0.75 120 @ 60 3-prong/6" cord | 4-pin mini DIN M/5'9" UL/CSA 41x25x20| 1.5 |Table/Black] S [$1.09 | $.98| $.89| $.81
116089CP |Atari™ C070042 5.0 +5/1 115 @ 60 2-prong/6' cord 7-pin DIN M/6" UL 34x27x23| 1.6 |Table/Black| L 8.39 | 6.75( 5.09| 3.55
154624CP |Motorola™ | 5712-305-4C3E| 5.6 |+5/0.5, +12/0.13, 120 @ 60 3-prong 8-pin mini DIN M/6* UL/CSA 29x26x19| 1.2 | WallBlack| L |14 49| 910| 6.80| 485
-12/0.13 wall plug
153752CP | Skynet * LVT-T022 80 | +5/15,-5/0.1 |115/230 @ 50-60| 3-prong recep./ ? | 5-pin mini DIN M/6' | UL/CSA/TUV |55x2.9x 15| 1.1 |Table/Black| L |12.95|10.39| 7.79| 5.45
* 3 : 3
103173CP |Jameco JE9100 9.0 |+5/0.6, +12/0.25, 120 @ 50-60 | 2-prong/6' cord 5-pin DIN M/6 UL/CSA 48x31x25| 2.3 |Table/Black| L 20.95 | 18.89 | 16.99 | 14.95
-12/0.25
155651CP | Globtek TR2V100MD8 | 12.2 | +5/1,+12/0.3, 120 @ 60 3-prong/6* cord | 8-pin mini DIN M/6* uL 45x3.0x25| 2.6 |Table/Black| L 9.69 | 869| 7.79| 6.99
-12/0.3 ) ) ) )
203511CP [LZR AD1590 135 +15/0.9 120 @ 60 2-prong wall plug | 6-pin mini DIN M/6* UL/CSA 2.6x23x19| 1.0 | Wall/Black| U 429 | 3.89| 3.55| 3.25
196146CP |Artesyn™ SSL20-7660 14.0 +5/0.59/,0+é§/0.8 100-240 @ 50-60| 2-prong recep./ < 5-pin DIN M/6' UL/CSA/VDE |4.2x2.3x1.0| 1.0 |Table/Black| S 425| 385| 349| 3.19
203596CP | Elpac WM150 15.0 +5/3 120 @ 60 3-prong/6’ cord 5-pin DIN M/6' UL/CSA 54x39x26| 35 |Table/Black| L |12.35|11.25| 10.19| 9.19
107326CP | Keltron MPC2562 15.2 | +5/2,+2.6/0.2 115 @ 60 3-prong/6' cord | 3-pin Molex F/3'5" UL 7.0x4.9x25| 3.1 |Table/Black 3.15| 2.85| 2.59| 2.35
159353CP | Mean Well™ | KAGOA 17.0 +5/11,2+l[1)25/)0.5 100-240 @ 50-60| 3-prong/6' cord 5-pin DIN M/5* UL/CSA/TUV [4.1x26x 15| 1.0 |Table/Black| S |49 95 | 3505| 32.05| 29.95
189211CP [ACI World | 57-12-1500D 18.0 +12/1.5 120 @ 60 2-prong wall plug |8-pin mini DIN M/3'4" uL/cuL 3.4x26x22| 1.7 | Wall/Black U 4.95 | 3.95 2.95 2.25
189843CP |ACI World | EPA201D12 20.0 +12/1.66 100-240 @ 50-60| 3-prong recep./ 2 [8-pin mini DIN M/3'4" [UL/CSA/TUV/CE| 4.3x2.3x 1.3| 1.0 |Table/Black| S 9.95| 7.99| 5.99| 4.19
196138CP |DVE DSA-0283A 23.0 | +5/1, ;15;1.49 100-240 @ 47/63|  2-prong/ ® 5-pin DIN M/6* UL/CSA/TUV [4.9x27x 15| 0.8 |Table/Black| S |1995 | 1505| 11.05| 8.95
196269CP |Everglow | PSU25A13 25.0 | +5/2.5,+12/1 |100-240 @ 47-63| 3-prong/6' cord |4-pin mini DIN M/4" |UL/CUL/TUV/CE| 4.2 x 2.6 x 1.4| 1.2 |Table/Black| S |29.95 | 26.95| 24.95| 22.95
190650CP |Ault SW300 25.0 +5/4, +12/1  |100-250 @ 50-60| 3-prong recep./ 2 5-pin DIN M/6" UL/CSA/TUV [5.9x3.4x21| 1.5 |Table/Black| S 19.95 | 15.95 | 11.95 8.95
173825CP | Ault SW109 25.0 +9/2.78 100-250 @ 50-60| 3-prong recep./> | 3-pin Molex F/5'8" | UL/CSA/CE [5.0x3.0x 15| 1.3 [Table/Black| S 7.39| 6.65| 5.95| 5.39
190959CP |Mean Well | P25A13D 25.7 | +5/2.5, +12/0.8 |100-240 @ 47-63| 3-prong/6' cord 5-pin DIN M/6" CUL/TUV/CE |4.1x26x1.4| 1.1 |Table/Black| S 37.95 | 33.95 | 30.95| 27.95
-12/0.3
189561CP | Phihong PSM-3012G 26.0 | +5/4,+12/0.5 |100-240 @ 50-60| 3-prong recep./ * | 5-pin mini DIN M/6' UL/CSA 58x29x1.6| 1.3 [Table/Beige| S 10.99 9.89 8.89 7.99
203043CP_|Ault SC200 32.0 | +5/4,+12/1 |100-240 @ 50-60| 3-prong recep./% | 5-pin DIN M/6' UL/CSA/ICE | 5.0x3.0x1.6| 1.3 |Table/Black| S [19.95| 15.99| 11.99 | 8.39
155053CP |Mean Well | SPU41-13D1 | 40.6 +5/i,2;r01§/1, 100-240 @ 47-63) 3-prong/6' cord | 5-pin mini DIN F/4' | UL/CSA/TUV |55x3.0x1.6| 1.3 |Table/Black| S 54.95 | 49.49 | 44.55 | 40.00
203078CP | Umec UP0551A-12P | 48.0 +12/4 100-240 @ 47-63) 3-prong recep./2 |  5-pin DIN M/6' UL/CSA/ICE |55x2.7x1.6| 1.3 |Table/Black| S |18.35 | 16.69 | 15.19 | 13.79
203588CP | Skynet SNPAQ77 72.0 +12/6 115/230 @ 50-60|  3-prong/? 5-pin DIN M/6*  |UL/CSA/TUV/CE| 7.0x 3.6 x 2.2| 2.2 |Table/Black| S |22.89 | 20.79 | 18.69 | 16.85
182959CP | Elpac W7212 72.0 +12/6 95-250 @ 47-63| 3-prong/6' cord 5-pin DIN F/6' UL/CSAICE [6.2x3.8x2.6| 2.5 |Table/Black| S |54.95 | 43.99 | 32.99 | 23.09

* See photo above

** See Accessory Power Input Cords Chart below when AC cord is needed

T s = switching; L = linear; U = unregulated

A Manufacturer and Product Number may vary

" Accessory Power Input Cords

189587“

38050CP
Part No. Ref. No.** | Description Color AWG Certification Cord Length | Wt. (Ibs.) | Cord Type 1 10 100 250
38041CP 1 3-conductor power cord Beige 18/3 UL/CSA 6' 0.4 SVT $3.49 $3.15| $2.79 | $2.49
38050CP 2 3-conductor power cord Black 18/3 UL/CSA 6 0.4 SVT 3.75 3.25 2.75 2.49
189587CP 3 2-conductor power cord for 196138CP/196146CP Black 18/2 UL/CSA 6' 0.3 SPT 2.95 2.49 2.15 1.79
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AC Wall Transformers

We specialize in Wall Transformers — Call for additional OEM PRICING. .
| SAL
Y AC to AC Wall Transformers »
« Input: 120VAC @ 60Hz e Current rating up to 1.85A
« Plugs into standard 2-prong/3-prong 115V outlet c@ @ @

Stripped  Male Female * See page 46 for wall transformer enclosures

A

101127CP 102234CP We will change any power plug (see page 55) on any AC wall transformer listed (100 piece minimum). 10081CP 10428CP

Part Mfr. Cross Output Rating Output Plug Size (in.) (¥10%) | Case |Output Cord Wt. Agency Pricing

Number Reference No.™ Voltage (VAC) | Current (mA) ID x OD (mm) Plug Type H W D | Color | Length (Ibs.) Approvals 1 10 50 100
101127CP DFX10096B 7 1500 2.5mm x 5.5 mm female 1.88 | 2.20 | 1.95| Black 76" 0.8 UL/CSA $4.95 | $4.49 | $3.75 | $2.65
219660CP SLA40810 8 1000 2.1 mm x 5.5 mm female 2.17 | 2.10 | 1.60 | Black 6' 0.7 UL/CSA 4.95 4.45 3.95| 3.59
211078CP DV-8135A 85 1350 2.5 mm x 5.5 mm female 2.20 | 2.00 | 1.66 | Black 6 0.9 UL/CSA 4.95 4.49 3.95| 3.65
219619CP ABU09005 9 50 2.1 mm x 5.5 mm female 2.20 | 1.75 | 1.45| Black 6' 0.3 UL/CSA 3.29 2.95 2.65| 2.39
163310CP 43-3003 9 50 2.1 mm x 5.5 mm female 2.20 | 1.75 | 1.45| Black [ 0.3 uL/cuL 2.95 2.65 2.39| 2.15
210729CP MKA35090300 9 300 2.1 mm x 5.5 mm female 2.20 | 1.70 | 1.46| Black 6' 0.4 uL/cuL 3.95 3.55 2.95| 2.49
184751CP M/N40 9 450 2.1 mm x 5.5 mm right angle female | 2.75 | 1.97 | 1.68 | Black 6' 0.8 UL/CSA 4.95 3.99 2.99 | 2.09
100061CP AC905F1 9 500 2.1 mm x 5.5 mm female 2.35 | 1.95 | 1.56 | Black 6' 0.6 uL/cuL 4.59 3.95 3.45| 3.25
119204CP A41090800 9 800 2.1 mm x 5.5 mm female 255 | 1.91 | 1.74| Black 6' 0.6 uL 4.49 3.59 2.69 | 1.89
120141CP AC908M3 9 800 3.5 mm male 2.55 | 1.91 | 1.74 | Black 6" 0.5 uL 4.95 4.49 4.05| 3.65
102234CP AC910F1 9 1000 2.1 mm x 5.5 mm female 3.20 | 2.24 | 1.93| Black 6' 0.6 UL/CSA 4.49 4.05 3.65| 3.29
157041CP 41A9-1000 9 1000 2.5 mm x 5.5 mm female 2.06 | 2.12 | 1.63| Black 6' 0.6 UL/CSA 6.95 6.29 5.65 | 5.09
112336CP AC915F5 9 1500 2.5 mm x 5.5 mm female 250 | 2.20 | 1.96 | Black 6' 0.9 uL 9.95 8.99 8.09 | 7.29
217550CP FW6798 9 1900 Stripped and tinned 2.83 | 2.47 | 2.02| Black 6'8" 11 UL/CSA 8.95 8.09 7.25| 6.55
210745CP A4110050T 10 500 2.1 mm x 5.5 mm female 2.97 | 2.07 | 1.70 | Black 6 0.6 UL/CSA 4.95 4.49 3.95| 3.49
101258CP 41A12-500 12 500 2.1 mm x 5.5 mm female 2.76 | 1.97 | 1.60 | Black 6' 0.6 UL/CSA 4.59 4.15 3.65| 3.29
189202CP A41A12-830 12 830 2.1 mm x 5.5 mm female 2.03 | 2.09 | 1.62 | Black 6 0.7 UL/CSA 5.29 4.25 3.19| 2.25
10081CP AC1210F1 12 1000 2.1 mm x 5.5 mm female 256 | 2.39 | 1.99| Black 6' 0.7 UL/CSA 4.95 3.99 2.99| 2.09
100167CP AC1210F5 12 1000 2.5 mm x 5.5 mm female 3.20 | 2.41 | 2.00 | Black 6" 0.7 UL/CSA 4.95 4.49 4.05| 3.65
10428CP AC1210M3 12 1000 3.5 mm male 2.60 | 2.40 | 1.97 | Black 6' 0.6 uL/cuL 4.95 4.49 4.05| 3.65
167151CP HET57116 12 1500 2.1 mm x 5.5 mm female 3.36 | 2.68 | 2.15| Black 6' i3 = 4.95 3.99 2.99 | 2.09
206607CP T48-121667-A030C 12 1600 2.5 mm x 5.5 mm female 252 | 2.22 | 2.00 | Black 6 0.9 uL/cuL 9105; 7.99 5.99 | 4.19
153761CP AC1216M3 12 1600 3.5 mm male 250 | 2.21 | 1.92| Black 6' 0.9 uL 9.95 7.95 5.95| 4.19
206404CP MGT1220 12 1670 Screw terminals 3.19 | 2.19 | 1.93| White — 0.9 UL/CSA 8.95 8.09 7.25| 6.55
210737CP PPI-1212UL 13 1200 2.1 mm x 5.5 mm female 3.32 | 2.37 | 1.96 | Black 6' 0.9 uL/cuL 5.95 4.79 3.59 | 2.69
171408CP AC1405F1 14 500 2.1 mm x 5.5 mm female 2.76 | 1.97 | 1.60| Black 6' 0.6 UL/CSA 4.95 4.49 3.95| 3.49
171854CP DV1485AC 14 850 2.5 mm x 5.5 mm right angle female | 3.00 | 1.95 | 1.69 | Black 6 0.7 uL/cuL 6.95 5.59 4.19| 2.95
201101CP SPN4340A 15 200 1.3 mm x 3.5 mm female 2.15 | 1.76 | 1.47| Black 6' 05 UL/CSA 1.69 1.55 139 1.29
100108CP AC1610F1 16 1000 2.1 mm x 5.5 mm female 2.50 | 2.21 | 1.93 | Black 6" 0.9 UL/CSA 8.95 8.09 7.25| 6.55
190490CP WP571616 16 1000 2.1 mm x 5.5 mm female 3.30 | 2.70 | 2.20 | Black 8 1.0 UL/CSA 2.85 2.59 2.35| 2.15
163053CP 035-0165 16 1100 2.5 mm x 5.5 mm female 3.20 | 2.30 | 1.80| Black 6' 11 UL/CSA 8.95 7.19 5.39| 3.79
206412CP MGT1620 16.5 1250 Screw terminals 319 | 2.19 | 1.93| White — 0.9 UL/CSA 8.95 8.09 7.25| 6.55
121216CP AC1810F1 18 1000 2.1 mm x 5.5 mm female 3.11 | 2.36 | 1.85| Black 6' 11 uL/cuL 8.95 7.19 5.39| 3.79
185439CP T5182200-A020G 18 1850 2.1 mm x 5.5 mm right angle female | 3.34 | 2.69 | 2.19 | Black 6" 17 UL/CSA 7.95 7.19 6.49 | 5.85
206421CP MGT2410 24 420 Screw terminals 250 | 2.04 | 1.67 | White — 0.6 UL/CSA 8.49 7.65 6.89 | 6.19
87581CP AC2405F1 24 500 2.1 mm x 5.5 mm female 250 | 2.24 | 1.92| Black 6' 0.9 UL/CSA 4.95 4.49 3.99 | 3.65
206439CP MGT2420 24 830 Screw terminals 319 | 2.19 | 1.93| White — 0.9 UL/CSA 8.95 8.09 7.25| 6.55
140599CP AC2410F1 24 1000 2.1 mm x 5.5 mm female 3.00 | 2.20 | 1.90| Black 6' 12 UL/CSA 8.95 8.09 7.25| 6.55
10102CP AC2410M3 24 1000 3.5 mm male 3.00 | 2.20 | 1.90 | Black 6" 12 UL/CSA 8.95 8.09 7.25| 6.55
176356CP WP573024 24 1250 2.1 mm x 5.5 mm female 3.36 | 2.67 | 2.20| Black 5'8" 16 UL/CSA 9.49 8.55 7.69 | 6.95

* Manufacturer may vary

DC Wall Transformers

We specialize in Wall Transformers — Call for additional OEM PRICING.

ﬂ \ AC to DC Wall Transformers ﬂ
Unregulated unless specified under “Output Plug”
* Input: 120VAC @ 60Hz * Current rating up to 2.5A
* Plugs into standard 2-prong/3-prong 115V outlet
Stripped Female Male * See page 46 for wall transformer enclosures C@ @ @

112070CP 164101CP 155601CP 171301CP
We will change any power plug (pg 55) on any DC wall transformer listed (100 pc. minimum).

Polarity 1 @—G—@ (center negative) Polarity 2 @—G—@ (center positive)
t.

Part Mfr. Cross Output Rating Output Plug Size (in.) (+10%) | Case |Output Cord| W Agency Pricing

Number Ref. No.* Voltage (VDC) | Current (mA) 1D x OD (mm) Plug Type / Polarity H W D | Color | Length (Ibs.) Approvals 1 10 50 100
112070CP | DC502F5 5 225 2.5mm x 5.5 mm female 2 1.90 | 2.20 | 1.95| Black 7 0.3 UL/CSA $6.95 | $6.29 | $5.65 | $5.09
164101CP DCR505F12 5 500 2.1 mm x 5.5 mm female 2 (regulated) | 2.76 | 2.02 | 1.59 | Black 6' 0.6 UL/CSA 8.95 8.09 7.25 | 6.55
155601CP DC510F1 5 1000 2.1 mm x 5.5 mm female 2 258 | 1.96 | 1.71 | Black 6 0.7 UL/CSA 4.95 4.29 3.85 | 3.55
171301CP | JOD48U08 5 1000 2.1mm x 5.5 mm female 2 (regulated) | 3.13 | 2.93 | 2.00 | Black 6' 1.0 uL/cuL 9.95 8.95 7.95 | 6.95

* Manufacturer may vary DC Wall Transformers continued on page 52 - 54
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DC Wall Transformers

We specialize in Wall Transformers — Call for additional OEM PRICING.

/
\ AC to DC Wall Transformers e A\\\,E// e
' ‘ Unregulated unless specified under “Output Plug”
* Input: 120VAC @ 60Hz * Current rating up to 2.5A
- * Plugs into standard 2-prong/3-prong 115V outlet C@ @ @ I

Stripped Female Male * See page 46 for wall transformer enclosures -+
101266CP 169519CP We will change any power plug (pg 55) on any DC wall transformer listed (100 pc. minimum). 100853CP 100175CP
Polarity 1 (—=—O) (center negative)  Polarity 2 (O—(=— (center positive)

Part Mfr. Cross Output Rating Output Plug Size (in.) (+10%)| Case |OutputCord| Wt. Agency Pricing

Number Reference No.* Voltage (VDC)| Current (mA) 1D x OD (mm) Plug Type / Polarity H W| D Color Length (Ibs.) Approvals 1 10 50 100
196411CP DCR510F12V 5 1000 2.1mm x 5.5 mm female 2 (regulated) | 3.28 [ 2.22|1.91| Ivory 6' 1.0 uL/cuL $10.95 | $8.79 $6.59 | $4.65
168604CP RWP480505 5 1000 2.5mm x 5.5 mm female 2 (regulated) | 3.30|2.20 [ 1.92| Black 6" 12 UL/CSA 11.95 | 10.79 9.69 | 8.69
219651CP FE4823-050E120 5 1200 2.5mm x 5.5 mm female 2 3.45|2.42|1.88| Black 6 12 uL/cuL 8.95 7.95 7.25 | 6.55
216442CP AO5C1-05MP 5 1600 2.5mm x 5.5 mm female 2 (regulated) | 2.16 | 1.76 | 1.14| Black 6 0.4 UL/CUL/CE 12.95 | 11.65 10.49 | 9.49
196314CP SYS10891005LW2 5 2000 2.1 mmx 5.5 mm female 2 (regulated) | 2.91|1.93 [1.59| Black 6 0.4 UL/CSA/CE 12.95 | 10.35 7.79 | 5.49
189190CP EPA101MU-05B 5 2000 2.5mmx 5.5 mm female 1 (regulated) | 3.16 | 2.37 [ 1.34| Black 6 0.4 uL/cuL 12.95 | 10.35 7.79 | 5.49
210892CP EPA101MU 5 2000 2.5mm x 5.5 mm female 2 (regulated) | 3.16 | 2.37 [ 1.34| Black 6' 0.4 uL/cuL 12.95 | 10.35 7.79 | 5.49
196470CP WR92A2400CCP 5 2400 2.1mm x 5.5 mm female 2 (regulated) | 3.20 [ 2.20 | 1.90| Black 6" 0.5 UL/CSA 11.95 )5 7.19 | 5.09
161541CP WA15050R 5 2500 2.1 mmx 5.5 mm female 2 (regulated) | 2.92|1.95|1.62| Black 6" 0.4 UL/CSA 11.69 | 10.55 9.49 | 8.55
190511CP SADB-0885 6 200 2.1 mmx 5.5 mm female 2 (regulated) | 2.56|1.81 [1.51| Black 6" 0.4 uL/cuL 5.95 4.79 3.59 | 2.69
119255CP DC605F11 6 500 2.1 mm x 5.5 mm female 1 2.31|1.75|1.75| Black 6 0.6 uL/cuL 3.95 3.59 3.25 | 2.89
101266CP DC605F12 6 500 2.1 mm x 5.5 mm female 2 2441189 (1.61| Black 6 0.4 UL/CSA 3.95 Bi59 3.25 | 2.89
15544Cp DC605M3 6 500 3.5 mm male 2 2441189 |1.61| Black 6' 0.4 UL/CSA 3.95 8819 2.39 | 1.69
201451CP AP4733 6 700 2.1 mm x 5.5 mm female 2 2.60 | 1.85 | 1.44| Black 6" 0.5 uL/cuL 4.95 3.95 2.95| 2.19
147707CP DC608F1 6 800 2.1 mm x 5.5 mm female 2 2.33[1.98|1.62| Black 6' 0.6 UL/CSA 4.95 4.49 4.05 | 3.65
206148CP DSA-0151A-06A 6 2000 2.1 mm x 5.5 mm female 2 (regulated) | 3.13|2.09 [1.36| Black 6 0.4 uL/cuL 12.95 | 10.39 7.79 | 5.45
196761CP 8233 7.5 1100 2.1 mm x 5.5 mm female 2 2.11(1.88(0.99| Black 6 0.2 UL/CSA 6.49 5.19 3.89 | 2.75
127511CP DC810F1 8 1000 2.1 mm x 5.5 mm female 2 3.10 | 2.50 | 2.10| Black 6" 13 uL 8.95 8.09 7.25 | 6.55
202147CP DC901F12 9 100 2.1 mm x 5.5 mm female 2 3.15(2.36 | 1.97| Black 6 0.3 uL/cuL 2.95 2.69 2.45 | 2.25
134025CP DC902F11 9 200 2.1 mm x 5.5 mm female 1 2.13]1.71 | 1.55| Black 6' 0.4 UL/CSA 4.95 4.49 3.95 | 3.59
100845CP DC902F12 9 200 2.1 mm x 5.5 mm female 2 2.06 | 1.70 | 1.47 | Black 6 0.4 UL/CSA 3.95 3.19 2.39 | 1.69
170958CP HKA0920EC 9 200 2.1 x5.5mm F 2 (230VAC input; Europe) | 2.57 | 1.70 [ 1.56 | Black 6" 0.5 TUVICE 1.25 .99 .75 .59
100837CP DIA3590 9 200 3.5 mm male 2 2.57|1.75|1.55| Black 6" 0.4 UL/CSA 3.95 3.59 3.25 | 2.95
190529CP AD9123 9 250 25mmx55mmrt angle F2 (reg) 247202 (1.60| Black 12 0.5 UL/CSA 5.69 5.15 4.55 | 3.95
191767CP CTPS350903002C0 9 300 1.3 mm x 3.5 mm right angle female 2 2.29 | 1.77 | 1.47| Black 6" 0.4 UL/CSA 3.69 2.95 2.25 | 1.55
133891CP DC903F1 9 300 2.1 mm x 5.5 mm female 2 2.00 [ 1.50 | 1.50| Black 6" 0.4 UL/CSA 3.95 3.49 3.05 | 2.75
189237CP 35-9-300C 9 300 2.5mm x 5.5 mm female 2 2.1911.73 | 1.42| Black 6 0.4 UL/CSA 4.25 3.45 2.55 | 1.79
216469CP D350900300U 9 300 2.5 mm x 5.5 mm female 1 2.40|1.69 | 1.65| Black 6" 0.4 uL/cuL 4.49 3.95 3.55 | 3.19
169519CP KX-TCA1 9 350 2.1 mm x 5.5 mm right angle female 1 2.72| 1.70 | 1.55 | Dk. Gray 6 0.4 UL/CSA 4.95 3.99 2.99 | 2.09
202155CP DC9035F12 9 350 2.1 mm x 5.5 mm female 2 3.15|2.36 | 1.97| Black 6" 0.3 uL/cuL 2.95 2.65 239 | 2.15
202163CP DC904F12 9 400 2.1 mm x 5.5 mm female 2 327291 |2.28| Black 6' 0.5 uL/cuL B8I59 3.25 2.95 | 2.69
140636CP DC904F5 9 400 2.5mm x 5.5 mm female 2 2.5812.00(2.00| Black 6 0.6 UL/CSA 3.69 3.35 2.99 | 2.69
202171CP DC9045F12 9 450 2.1 mm x 5.5 mm female 2 3.272.91|2.28| Black 6" 0.5 uL/cuL 3.55 3.25 2.95| 2.65
163627CP DC905F11 9 500 2.1 mm x 5.5 mm female 1 2.50(1.90 [ 1.74| Black 6 0.6 UL/CSA 5.49 4.95 4.45 | 3.95
170270CP PQLV1 9 500 2.1 mm x 5.5 mm right angle female 1 2,68 1.90|1.75| Gray 6' 0.6 UL/CSA 3.49 2T 2.09 | 1.49
100853CP DC905F12 9 500 2.1 mm x 5.5 mm female 2 2.50(1.90 [ 1.74| Black 6 0.6 UL/CSA 4.49 4.05 3.65 | 3.29
147731CP 43-1125 9 500 2.1 mm x 5.5 mm female 2 2.56 [ 1.95|1.74| Beige 6' 0.6 UL/CSA 5.39 4.65 4.15 | 3.85
180540CP FZ1729A 9 500 2.5 mm x 5.5 mm right angle female 2 241|117 |1.57| Black 6" 0.4 UL/CSA 4.49 4.05 3.65 | 3.29
15561CP DC905M3 9 500 3.5 mm male 2 2.50(1.95|156| Black 6' 0.5 UL/CSA 4.69 3.76 3.28 | 3.15
202180CP DC906F12 9 600 2.1 mm x 5.5 mm female 2 3.272.91|2.28| Black 6" 0.6 uL/cuL 4.49 4.05 3.65 | 3.29
100175CP DC906F5 9 600 2.5 mm x 5.5 mm female 2 2.50(1.90 [ 1.75| Black 6 0.6 UL/CSA 5.49 4.75 4.25 | 3.95
202198CP DC908F12 9 800 2.1 mm x 5.5 mm female 2 3.27 [ 2.91|2.28| Black 6 0.6 uL/cuL 6.95 555 4.19 | 2.95
164929CP 48-9-900D 9 900 2.1 mm x 5.5 mm female 1 2721230 | 1.83| Black 6' 0.9 uL/cuL 6.95 5.5 4.19 | 2.95
100888CP 48-09-1000D 9 1000 2.1 mm x 5.5 mm female 2 2581239 (1.97| Black 6" 1.0 UL/CSA 7.95 6.49 5.59 | 5.19
127503CP DC910F5 9 1000 2.5 mm x 5.5 mm female 2 2.59(2.43(2.00| Black 6 0.9 UL/CSA 7.49 6.75 6.09 | 5.49
15587CP PAG1200 9 1000 3.5 mm male 2 2.59(2.43(2.00| Black 6" 0.9 UL/CSA 7.95 6.39 4.79 | 3.35
130526CP DC912F11 9 1200 2.1 mm x 5.5 mm female 1 2.40(2.00 [ 1.80| Black 6 1.0 UL/CSA 8.95 71 5.39 | 3.79
143693CP DC915F1 9 1500 2.1 mm x 5.5 mm female 2 3.25|2.50|2.25| Black 6 13 UL/CSA 9.95 7.99 5.99 | 4.19
161550CP WA15090R 9 1670 2.1mm x 5.5 mm female 2 (regulated) | 2.92 [ 1.95|1.62| Black 6' 0.4 uL/cuL 11.95 | 10.38 9.08 | 8.65
204071CP 232PS 12 100 2.5 mm ultra-mini male 2 2.28|1.73|1.64| Black 6 0.4 UL/CSA 14.95 | 14.25 14.25 | 14.25

* Manufacturer may vary
DC Wall Transformers continued on pages 51, 53 & 54

Don’t worry about backorders. Over 99% of our products are in stock!
We’ll Send It Today!

Just place your order by 6PM EST for same business day shipment.
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DC Wall Transformers

We specialize in Wall Transformers — Call for additional OEM PRICING.

\ ' i AC to DC Wall Transformers

We will change any power plug (pg 55) on any DC wall transformer listed (100 pc. minimum).

Unregulated unless specified under “Output Plug” @
« Input: 120VAC @ 60Hz « Current rating up to 2.5A ()
* Plugs into standard 2-prong/3-prong 115V outlet
Stripped Female Male * See page 46 for wall transformer enclosures @ )

127976CP 15392CP 101291CP 213559CP
Polarity 1 @—G—@ (center negative) Polarity 2 @—G—@ (center positive)

Part Mfr. Cross Output Rating Output Plug Size (in.)(+10%)| Case | Output Cord Wt. Agency Pricing

Number Reference No.* Voltage (VDC) | Current (mA)| 1D x OD (mm) Plug Type / Polarity H W | D | Color Length (Ibs.) Approvals 1 10 50 100
163993CP | DC1202F11R 12 200 2.1 mm x 5.5 mm right angle female 1 2.38|1.70 1.63| Black 6' 0.4 UL/CSA $4.25| $3.45| $2.55| $1.79
100095CP DC1202F1 12 200 2.1 mm x 5.5 mm female 2 2.14 1 1.82(1.49| Black 6 0.4 UL/CSA 3.95 3.49 3.06| 2.75
158043CP | DC1202F12R 12 200 2.1 mm x 5.5 mm right angle female 2 2.19|1.65|1.50| Black 6' 0.4 UL/CSA 3.95 3.55 3.19| 2.89
149340CP 351202002 12 200 2.5 mm x 5.5 mm female 2 252 |1.73|1.50| Black 6' 0.4 UL/CSA 3.85 3.09 2.29| 1.59
185658CP DV1220DCB 12 200 2.5 mm x 5.5 mm right angle female 2 2.15|1.68(1.49| Black 6' 0.4 UL/CSA 4.25 3.39 2.55| 1.95
129322CP DV1220DC 12 200 2.5 mm x 5.5 mm right angle female 2 220 1.70(1.50| Gray 6' 0.4 UL/CSA 3.69 3.35 2.95| 2.65
164283CP HD1225 12 250 Stripped & tinned w/ strain relief 2.18 | 1.69(1.49| Gray 6 0.4 uL/cuL 3.95 3.59 3.25| 2.89
219601CP DCU120025 12 250 Stripped & tinned 2.52 | 2.01|1.65 |Dk. Gray| 6" 0.4 uL/cuL 3.95 3.55 3.25| 2.85
163491CP AD1230 12 300 Connector end may vary 2.19 | 2.16|1.59| Black 6 0.5 UL/CSA 4.29 3.89 3.49| 3.09
201099CP SPN4230A 12 300 1.3 mm x 3.5 mm female 2 2.3411.981.66| Black 6' 0.5 UL/CSA 4.49 8159 2.69| 1.89
127976CP DC1203F12 12 300 2.1 mm x 5.5 mm female 2 2.60 | 1.801.60| Black 6' 0.7 UL/CSA 4.75 4.25 3.79| 3.49
190043CP 41-2-15 12 300 2.5 mm x 5.5 mm right angle female 2 2.90 | 2.00 (1.55| Black 6" 0.5 UL/CSA 4.49 Bi59 2.69| 1.89
190502CP DV1140DC 12 400 2.1 mm x 5.5 mm right angle female 2 2.60 | 2.12(1.85| Black 6" 0.5 uL/cuL 5.95 5.39 4.85| 4.35
114825CP DC1205ST 12 500 Connector end may vary 252 202|1.65| Black 6 0.6 CuL 4.75 3.85 2.85| 2.05
15368CP DC1205F11 12 500 2.1 mm x 5.5 mm female 1 2.50 | 1.90[1.57| Black 6" 0.6 UL/CSA 6.49 5.85 5.29| 4.75
195741CP DC1205F11RG 12 500 2.1 mm x 5.5 mm right angle female 1 2.50 | 2.02|1.65 | Lt. Gray 6 0.6 uL/cuL 5.95 4.79 3.59| 2.55
102496CP DC1205F12 12 500 2.1 mm x 5.5 mm female 2 2.50| 1.90 1.57| Black 6 0.6 UL/CSA 4.95 4.49 4.05| 3.65
131300CP SCP41 12 500 2.1 mm x 5.5 mm right angle female 2 2.60 | 1.90|1.74| Beige 6" 0.6 UL/CSA 4.95 4.49 4.05| 3.65
162996CP DCR1205F12 12 500 2.1mmx55mmfemale2  (regulated) | 3.17 | 2.20|1.91| Black 6 0.9 — 7.95 7.19 6.45| 5.85
200125CP DV1250 12 500 2.5 mm x 5.5 mm female 1 2.35|1.96 |1.64| Black 6 1.0 UL/CSA 4.95 3.99 2.99| 2.09
102277CP DC1205F5 12 500 2.5 mm x 5.5 mm female 2 2.50 | 2.08(1.68| Black 6 0.6 UL/CSA 4.95 4.49 4.05| 3.65
17267CP DC1205M3 12 500 3.5 mm male 2 2.50|1.90 |1.57| Black 6' 0.6 UL/CSA 4.95 4.49 4.05| 3.65
202201CP DC1206F12 12 600 2.1 mm x 5.5 mm female 2 3.27 | 2.91|2.28| Black 6" 0.6 UL/CUL 4.69 4.25 3.85| 3.45
202219CP DC120F12 12 700 2.1 mm x 5.5 mm female 2 3.27|2.91|2.28| Black 6" 0.6 uL/cuL 5.79 4.65 3.49| 2.45
117479CP DC1208F1 12 800 2.1 mm x 5.5 mm female 2 2.99 | 2.28(1.95| Black 6" 0.9 UL/CSA 6.49 5.85 5.29| 4.75
181711CP 48D12800B 12 800 2.1 x 5.5 mm F 2 (240VAC input; UK Plug) | 3.18 | 2.17|2.18| Black 6 11 CE/TUV 3.95 BI55 3.19| 2.89
129331CP 48-12-800 12 800 2.5 mm x 5.5 mm female 2 2.99 | 2.28(1.95| Black 6" 0.9 UL/CSA 5.49 4.95 4.45| 4.05
211051CP DV-1280 Dual 12 800 2.5mmx 5.5 mmrt. ang. F 2w/ input switch| 2.58 | 2.37 {1.92| Black 6 0.9 — 5.39 4.85 4.35| 3.95
121232CP DC1208M3 12 800 3.5 mm male 2 2.57|2.40(1.95| Black 6" 0.9 UL/CSA 5.95 4.79 3.59| 2.55
202227CP DC1209F12 12 900 2.1 mm x 5.5 mm female 2 3.94|2.91|2.36| Black 6' 0.9 UL/CUL 3.49 3.15 2.89| 2.65
100870CP DC1210F1 12 1000 2.1 mm x 5.5 mm female 2 2.5812.39(1.97| Black 6 0.9 UL/CSA 7.95 6.95 6.25| 5.59
170245CP DCR1210F12 12 1000 2.1mmx55mmfemale2  (regulated) | 3.20 | 2.261.97| Black 6" 1.2 — 13.95 12.59 11.35 10.19
105478CP DC1210F5 12 1000 2.5 mm x 5.5 mm female 2 2.5812.39(1.97| Black 6" 1.0 UL/CSA 6.95 6.25 5.59| 4.95
199566CP WK1201A01DN 12 1000 2.5 mmx 5.5 mm female 2 (w/ RF filter) | 3.21 | 2.20|2.01| Black 6' 12 UL/CSA 5.95 4.79 3.59| 2.55
189579CP BCU12100 12 1000 2.5 mm x 5.5 mm right angle female 2 3.20 | 2.19|1.93| Black 6" 1.0 UL/CSA 7.95 6.39 4.79| 3.59
15392CP DC1210M3 12 1000 3.5 mm male 2 2.582.391.97| Black 6 1.0 UL/CSA 7.19 6.49 5.85| 5.25
196779CP D1212950 12 1200 2.5 mm x 5.5 mm female 2 3.04 | 2.29(1.85| Black 6” 1.0 uL/cuL 7.79 6.95 6.29| 5.69
196445CP YS1015U12 12 1250 2.1 mmx55mmfemale2  (regulated) | 2.92 | 1.95|1.82| Black 5' 0.4 UL/CSA 11.95| 10.79 9.75| 8.75
183433CP WA15-120 12 1250 25mmx55mmfemale2  (regulated) | 2.97 | 1.60|2.47| Black [ 0.4 uL/cuL 16.95 15.29 13.75| 12.39
191353CP ADP-15FB 12 1250 25mmx5.5mmfemale2  (regulated) | 3.48 | 2.23|1.20| Black 10" (clear) 0.4 uL/CuUL 16.95 13.59 10.19| 7.15
189325CP 57D12-1500 12 1500 Cut, stripped and tinned (w/ on-off switch) | 3.40 | 2.60 (2.20| Black 8 15 uL 9.95 8.95 7.95| 6.95
203035CP A41215 12 1500 2.1 mm x 5.5 mm female 1 355 2.45|1.86| Black 6" 15 UL/CSA 11.95 9.59 7.19| 5.05
210809CP SC102TA1200-B02 12 1500 2.1mmx5.5mmfemale2  (regulated) | 2.92 | 1.95(2.58| Black 10'6" 0.6 uL/cuL 12.95| 10.39 7.79| 5.45
136881CP DC1215F1 12 1500 2.1 mm x 5.5 mm female 2 3.40 | 2.70(2.20| Black 6 15 UL 12.95 10.39 7.79| 5.45
101291CP DC1215F5 12 1500 2.5 mm x 5.5 mm female 2 3.40 | 2.70(2.20| Black 6 15 uL 9.95 8.99 8.09| 7.25
213559CP GPC-081 12 1000 Auto lighter power outlet 4.27]2.21|1.87| Black — 1.1 UL/CUL 14.95| 13.49 12.19| 10.95
* Manufacturer may vary i

DC Wall Transformers continued on pages 51, 52 & 54
We’ll match the advertised price of any like product.
y -
Jameco’s Low-Price Guarantee
It’s that simple!

e Order 24/7 Toll Free 1-800-831-4242
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DC Wall Transformers

We specialize in Wall Transformers — Call for additional OEM PRICING.

\ AC to DC Wall Transformers L/
\ Unregulated unless specified under “Output Plug” N @
ﬂ * Input: 120VAC @ 60Hz < Current rating up to 2.5A = c
* Plugs into standard 2-prong/3-prong 115V outlet c E
Stripped Female Male * See page 46 for wall transformer enclosures @ \

We will change any power plug (page 55) on any DC wall transformer listed (100 pc. minimum).

g /

HABTCE 1o%HER Polarity 1 (:)—( °—(:) (center negative) Polarity 2 (:)—( °—(:) (center positive) HSzICR 123158

Part Mfr. Cross Output Rating Output Plug Size (in.)(*10%) | Case | DCCord | Wt. Agency Pricing

Number Reference No.* | Voltage (VDC) | Current (mA) 1D x OD (mm) Plug Type / Polarity H W D Color | Length | (Ibs.) Approvals 1 10 50 100
192786CP MK135100 13.5 1000 2.1 mm x 5.5 mm female 1 290|227 | 1.95 Black 6" 1.0 UL $10.95 | $8.79 $6.59 | $4.65
210817CP MK135100-1 135 1000 2.1 mm x 5.5 mm female 2 2.90| 2.27 | 1.91 | Black 6" 1.0 uL 10.95 9.95 8.95| 7.95
212812CP DC1402F12 14 200 2.1 mm x 5.5 mm female 2 222|171 | 145 Black 6 0.8 uL/cuL 4.49 3.95 3.49 | 3.19
212821CP DC1403F12 14 300 2.1 mm x 5.5 mm female 2 222171 | 145 Black 6" 0.8 uL/CuL 4.95 4.49 3.95| 3.59
129314CP DV-1250 14 360 2.5 mm x 5.5 mm right angle female 2 2.341 198 | 1.60 | Black 6' 0.6 UL/CSA 4.95 3.95 2.95| 2.19
212839CP DC1405F12 14 500 2.1 mm x 5.5 mm female 2 222|171 | 145 Black 6" 0.8 UL/CUL 5.95 5.35 4.79 | 4.29
202235CP DC14065F12 14 650 2.1 mm x 5.5 mm female 2 394|291 | 236 | Black 6" 0.8 uL/cuL 3.25 2.95 2.65| 2.45
123932CP DC1407F1 14 700 2.1 mm x 5.5 mm female 2 258|239 | 1.97 | Black 6" 1.0 UL/CSA 8.49 7.65 6.89 | 6.19
202243CP DC1407F52 14 700 2.5 mm x 5.5 mm female 2 394|291 | 236 | Black 6" 0.8 uL/cuL 5.19 4.69 4.19| 3.79
202251CP DC14085F12 14 850 2.1 mm x 5.5 mm female 2 3.94| 291 | 2.36 | Black 6' 0.8 uL/cuL 5889 4.85 4.35| 3.9
202260CP DC1410F12 14 1000 2.1 mm x 5.5 mm female 2 3.94] 291 | 2.36 Black 6" 0.9 uL/cuL 7.95 6.39 4.79| 3.35
202278CP DC1412F12 14 1200 2.1 mm x 5.5 mm female 2 3.94] 291 | 2.36 | Black 6' 0.8 uL/cuL 4.19 3.85 3.49| 3.15
190001CP DC1505F1 15 500 2.1 mm x 5.5 mm female 2 2.30| 2.35 | 1.90 | Black 6" 0.8 UL/CSA 6.95 6.29 5.65| 5.09
189982CP DC1505F5 15 500 2.5 mm x 5.5 mm female 2 2.30| 2.35 | 1.90 | Black 6" 0.8 UL/CSA 6.95 5.5 4.19| 2.95
155803CP DC1506F11 15 600 2.1 mm x 5.5 mm female 1 2.90| 2.33 | 1.90 | Black 6 1.0 UL/CSA 7.95 7.19 6.45| 5.85
203502CP 48150900 15 900 2.5 mm x 5.5 mm female 2 255|223 | 1.91 | Black 6' 1.0 UL/CSA 6.95 6.25 5.49 | 4.75
151992CP AD-SS-2 15 1000 2.1 mm x 5.5 mm female 1 3.13| 2.00 | 1.88 | Beige 6' 15 UL/CSA 9.69 8.69 7.85| 6.19
191652CP DC1510F12 15 1000 2.1 mm x 5.5 mm female 2 3.26|2.20 | 1.90 Black 6" 1.0 UL/CSA 9.59 8.65 7.79 | 6.99
169391CP LISD15B-P1J 15 1000 21 mmx55mmfemale2 (regulated) |2.90| 1.90 | 1.60 | Black 6" 0.5 uL/cuL 11.95| 10.38 9.08 | 8.65
162317CP DC1605F1 16 500 2.1 mm x 5.5 mm female 2 2.23| 2.35| 1.90 | Black 6" 0.8 UL/CSA 7.95 6.95 6.25| 5.59
217541CP FE4116168C030 16.8 300 2.5 mm x 5.5 mm female 2 w/ LED indicator| 3.10 | 2.08 | 1.63 | Black 6" 0.6 uL/cuL 5.95 5.35 4.85| 4.35
181729CP CXV18250 18 250 2.1 mm x 5.5 mm female 2 261|204 | 1.60 | Black 6' 0.6 uL 5.95 5.39 4.85| 4.39
217568CP FE4126180P040 18 400 2.5 mm x 2.5 mm female 2 w/ LED indicator| 3.45 | 2.08 | 1.63 Black 6" 0.8 UL/CUL 6.95 6.25 5.65| 5.09
163272CP 48-18-500D 18 500 2.1 mm x 5.5 mm female 2 261|230 | 1.85 | Black 6" 0.8 uL/CuL 8.95 8.09 7.25| 6.55
168487CP KWM020188 18 1000 2.1mmx55mmfemale2  (regulated) |2.91| 1.94 | 1.62 Black 6" 0.4 uL/cuL 16.95 15.29 13.75| 12.39
206957CP WD1H1000LCX 18 1000 2.5 mm x 5.5 mm female 2 336|257 | 2.14 | Black 6' 14 — 9.95 7.95 5.95| 4.49
203158CP RJIK-24251-N 24 250 2.1 mm x 5.5 mm female 2 324|223 | 193 Black 6 13 _— 6.95 6.25 559 | 4.95
102285CP DC2404F1 24 400 2.1 mm x 5.5 mm female 2 3.00| 2.30 | 2.00 Black 6" 0.9 uL/CuL 6.95 6.29 5.65| 5.09
163635CP DC2405F11 24 500 2.1 mm x 5.5 mm female 1 3.12| 2.34 | 1.90 | Black 6' 1.0 uL/cuL 8.95 8.09 7.25| 6.55
174861CP DCR2405F12 24 500 2.1 mm x 5.5 mm female 2 (regulated) | 3.35 | 2.68 | 2.16 Black 6" 1.3 _— 11.95 10.79 9.69 | 8.75
191556CP DC2405F5 24 500 2.5 mm x 5.5 mm female 2 312|234 | 1.90 | Black 6' 1.0 uL/cuL 8.95 8.09 7.29| 6.55
174879CP | DCR2405F52 24 500 2.5mm x 5.5 mm female 2 (regulated) | 3.35| 2.68 | 2.16 | Black 6' 13 — 11.95| 10.79 9.69| 8.75
139088CP DC2405M3 24 500 3.5 mm male 2 312|234 | 1.90 | Black 6" 1.0 uL/cuL 7.95 6.39 4.79| 3.35
196322CP P48240600A020G 24 600 2.1 mm x 5.5 mm female 2 3.31| 231 | 1.92 | Black 6' 11 UL/CSA 8.95 7.19 58| S
167118CP BC2424HP 24 750 2.1 mm x 5.5 mm female 2 3.34] 2,67 | 2.20 Beige 6" 1.0 UL/CSA 7.95 6.95 6.25| 5.59
168495CP DC2408F1 24 800 2.1 mm x 5.5 mm female 2 291|194 | 1.62 | Black 6" 0.4 uL/cuL/Tuv 9.95 7.99 5.99| 4.19
163651CP DC2412F11 24 1200 2.1 mm x 5.5 mm female 1 3.84| 3.01 | 2.56 Black 6" 2.0 — 14.95 11.99 8.99( 6.29
163643CP DC2412F12 24 1200 2.1 mm x 5.5 mm female 2 3.84|3.01 | 256 | Black 6 2.0 — 13.95 | 12.59 11.35| 10.19
117321CP DC2412F5 24 1200 2.5 mm x 5.5 mm female 2 3.84|3.01 | 256 Black 6" 2.0 _— 12.95 11.49 9.95| 8.95
121241CP DC2412M3 24 1200 3.5 mm male 2 337|270 | 2.22 Black 6" 2.0 _— 12.95 11.49 9.95| 8.95
199523CP DDU300050 30 500 2.5mm x 5.5 mm female 2 290|227 | 1.89 | Black 6' 11 uL/CuL 9.95 8.95 7.95| 6.95
215095CP MW48-4800250 48 250 2.5mm x 5.5mm female 2 291|228 | 1.88 Black 6" 11 UL/CUL 7.95 7.15 6.49 | 5.79
215108CP MW48-4800500 48 500 2.5mm x 5.5mm female 2 2.91| 228 | 1.88 | Black 6' 1.1 UL/CuL 10.95 9.85 8.85| 7.95
15309CP DCMO05 3,45, 6, 500 1.35x3.5,2.1x5.0, 2.5 x 5.5 female 8.95 7.95 6.95| 6.25

75,9, 12 2.5, 3.5 male, 9V battery snap (LED ind.) 2.98| 2.15 | 2.10 | Black 6" 0.7 UL/CSA
190641CP DCMO08 3,45, 6, 800 15x55,2.1x5.0,21x5.5,25x5.5 fem 7.05 6.39 479| 3.35
75,9 12 2.5, 3.5 male, polarity sw. (LED ind.) 3.87| 2.65 | 2.29 | Black 6' 0.9 UL/CSA
S 135394;6 e ;:5;53 niafel ;)(\/5 B(lttze'rsyirsm;af:_ngglid.) 3.71| 2.22 | 250 | Black 6" 0.9 | 120 or 220VAC 9% 8% 795 6%
* Manufacturer may vary
DC Wall Transformers continued from pages 51 - 53
Even lower OEM pricing for larger orders!
Corporate Customers
Call 1-800-831-4242 for details today.
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Power Plugs and Jacks

Male & Female Power Jacks oo e \LE
 Use with mating power plugs, below Panel [ =l jam— ° —1 *
+ Dimensions do not include barrel Terminals [ Code | |PCB D A~ A_.I' A
Egl‘;er e()j/elet g Panel &PCB | E % Prepackaged: order in Circuit 1 Circuit 2 Circuit 3
oar Cable F increments of 10, 100 or 1000
Part Mfr. Cross Dimensions Type/ Circuit/ Mating | Pricing \ _J
Number Ref. No. HXx W x D (mm) Mount | Terminal Plug (right) [ 1 [ 10 [ 100 [ 1000 . \
1.3 mm Male Jacks
101194CP_[PP024 | 60x60x90 [ oo [ 1B [ 13mmfemale | s.89] $71] 53] s.37 Type 1 Type 2 Type 3

2.1 mm Male Jacks

101178CP |PPO14 10.9x9.0x 145 1/D 1/A 2.1 mm female .49 .44 .39 .35 )
137672CP  |PP013 10.9x9.0x 145 6/D 3/A 2.1 mm female .49 44 .40 .36 F g
151589CP  [DPJ-02IA 13.0 x 12.6 Dia. 8/C 1A 2.1 mm female 1.09 .93 .70 .65 P >

151554CP |DPJ-026 15.1 x 8.0 Dia. 7/E 1/A 2.1 mm female 1.49 1.25 1.05 .89
159610CP  |PJ1014A 35.8 x12.6 Dia. 11/F 3/A 2.1 mm female 1.49 1.25 1.09 .89 Type 4 Type 5 Type 6
2.5 mm Male Jacks

109428CP | PJ025PCB 8.0x12.0x 9.6 5/D 1A 2.5 mm female .36 .32 .29 .26
207714CP  |HEC0470 11.0x9.0x 14.5 1/D 1/B 2.5 mm female .45 .35 .29 .25 F
101186CP |PPO14A 11.0x9.0x 14,5 1/D 1/A 2.5 mm female .59 .49 .39 .29

102091CP  |PP15A 204x9.3x117 | 2/C 1A 2.5 mm female * .07 .05 .04
151562CP | DPJ-026A 15.1 x8.0 Dia. IE 1A 2.5 mm female 149 124 113 .99 Type 7 Type 8 Type 9
159505CP | PJ1015A 35.8x12.6Dia. | 11/F 3/A 2.5 mm female 1.25|  1.09 .99 79
202358CP  |HD2388 17.0x12.0 Dia. | 8/C 3/A 2.5 mm female .99 85 75 .59
3.5 mm Female Jacks i '
101143CP | PJ0352 10.0x10.0x 185 | 3/E 2IA 3.5 mm male 22 .20 18 16 3 L3
109495CP | PJ035PM 105x9.0x88 | 4/C 2A 3.5 mm male 45 40 .36 32 Type 10 Type 11
165729CP  |PJ0354 8.9 x 5.7 Dia. 10/C 3/A 3.5 mm male .69 .59 49 .39

Male & Female Power Plugs
 Use with mating power jack found in table, above

As Your Needs Change,

« Solder eyelets Imm diameter * Threaded screw-on housing (strain relief) h ) h |
 Use with AC/DC wall transformers, pgs 51-54 * Shield crimp tabs
* Use 24 AWG 2 conductor wire, P/N 100280CP, to make custom length power cables, pg 117 Jameco C anges wit YOU .
; .
5 L Hundreds
= e
® = Skt : r Female (1) Male (2) | PRODUCTS :
Strain Relief (A) Female Right a, , Hard Plastic .
Angle (&) ; Strain Refief (C)‘- - We're constantly updating our
selection to make it the most
Part Mfr. Cross | Description Dimensions (mm) I Pricing appropriate for your needs. In this
Number Ref. No. | Plug ID x OD (mm) S (shaft) x L x ID (strain relief) Type | 1] 10] 100] 1000 cataloe vou'll find new
Female Plug g y
71191CP  |PP137  |1.3x35 9.6 x 43.9 x 4.8 (black) 1A $.69] $.59| $.49| $.39 Components, Solar Products,
191484CP |PPO49W |2.1x5.5 9.6 x 43.9 x 4.5 (white) 1A .79 .69 .59 .45 Batteries, Test Equipment, Tool
28759CP  |PP049  [2.1x55 (P205) 8.5 x 41.4 x 4.6 (black) 1A .59 49 .39 .29 .
147328CP |PPO49L |2.1x5.5 (P205L) 14.0 x 46.4 x 4.6 (black) 1A .69 .59 .49 .39 Kits, Computer Proc%uct'si Wall
138587CP |PJ02IR |2.1x5.5 rt. angle 12,0 x 22.5 x 3.9 (black) 1B 79| 3] 55| 49 Transformers and a significantly
190537CP |PP109S |2.5x 5.5 (P206S) 9.0 x 43.5 x 4.8 (black) 1A .39 32 .29 .19 expanded selection of Power
28767CP  |PP109  [2.5x 5.5 (P206) 10.1 x 45.4 x 4.3 (black) 1A .59 49 .39 .33 S i dcC "
191492CP | PP10OW |2.5x5.5 10.1 x 45.4 x 4.5 (white) 1A 6| 59| 49| 39 upplies and LOnverters.
147336CP |PP109L |2.5x 5.5 (P206L) 13.6 x 47.5 x 4.8 (black) 1A .69 .59 .53 45
168241CP_|PP109N |2.5x5.5 13.7 x 36.5 x 3.9 (black) 1/c .59 49 43 .35
Male Plug
101135CP |PJ1025 |2.5 (P201) 11.1 x 49.0 x 4.3 (black) 2IA .69 .55 41 .29
147459CP  |PJ1025L |2.5 (P201L) 10.5 x 48.0 x 5.0 (black) 2/A 45 41 .36 .33
101151CP  |PJ1035 |3.5 (P202) 13.8 x 51.8 x 4.2 (black) 2IA .55 .50 44 .36
147344CP | PJ1035L |3.5 (P202L) 14.1 x51.0 x 5.2 (black) 2IA .69 .59 49 .39
JameCO Special Valuesl Buy in quantity and save! Savings up to 62% off single unit prices. Look for products highlighted
) in green and sale products that are highlighted in yellow.  Details on page 4.

e S s e Order 24/7 Toll Free 1-800-831-4242 55
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Call for additional OEM PRICING — we carry major manufacturers.

* Low profile  Agency approved

« Ball and sleeve bearings * Low power consumption
 Power input by lead wires or terminals  Low acoustical noise rating
* PBT black thermo plastic frame and impeller

AN @ ce @ Oant

163475CP 102921CP 102939CP 104205CP

Part Product Voltage Size Air Flow Current | Power Agency Noise | Connection Pricing

Number Manufacturer | Number (VDC) (W" x H" x D") (CFM) Bearing (mA) [ (Watts) Approvals (dBA) | (Leads) 1 10 50 100
163475CP | Nidec C34427-55APP 5 1.00 x 1.00 x 0.40 0.5 Ball 90 0.45 — 22 2" $5.95 $4.79 $3.59 $2.55
131246CP | Adda ADO0205LX-G50 5 1.00 x 1.00 x 0.40 18 Sleeve 100 0.5 UL/CSA/CE 15.6 53" 8.49 7.65 6.89 6.19
206156CP | Sunon KDEO502PFB3-8 5 1.00 x 1.00 x 0.40 1.83 Ball 60 0.3 UL/CSAITUVICE 23 5 11.95 10.95 9.95 8.95
196373CP | Sunon KDO0504PFB2-8 5 1.60 x 1.60 x 0.40 6.5 Ball 250 0.6 UL/CUL/TUV 23 12" 8.49 7.65 6.89 6.19
102921CP | Sunon KD0504PFS2-8 5 1.60 x 1.60 x 0.40 6.3 Sleeve 120 0.6 uL/cuL 243 12" 7.95 6.95 6.25 5.59
171678CP | Delta AFB0405HHD 5 1.60 x 1.60 x 0.80 8.6 Ball 700 2.0 — 36 25" 5.L5 4.79 3.59 255
207061CP | Adda AD0505MB-G90 5 2.00 x 2.00 x 0.40 105 Ball 120 0.7 UL/CSAICE 24 11" 7.95 6.95 6.25 5.59
204433CP | Toyo USTF802505HW 5 3.15x3.15x1.00 36 Ball 650 2.0 UL/VDE/CE 29 12" 8.95 8.09 7.25 6.55
212804CP | Sunon KDE1202PFB3-8 12 1.00 x 1.00 x 0.40 1.3 Ball 40 0.5 |UL/CUL/TUV/CEIVDE| 26 5.9" 11.95 8.59 7.95 7.49
102912CP | Sunon KD1202PFB2-8 12 1.00 x 1.00 x 0.40 2.0 Ball 60 0.7 UL/CSAITUV 30 6" 11.95 8.59 7.95 7.49
212791CP | Sunon KDE1202PFB1-8 12 1.00 x 1.00 x 0.40 2.4 Ball 80 1.0 |UL/CUL/TUVICEIVDE| 33 5.9" 11.95 8.59 7.95 7.49
212767CP | Sunon KDE1203PFB3-8 12 1.20x 1.20 x 0.40 2.3 Ball 50 0.6 |UL/CUL/TUVICE/VDE| 18.5 5.9" 11.95 8.59 7.98 7.49
203166CP | Adda AD0312LX-G50 12 1.20x 1.20 x 0.40 3.0 Sleeve 70 0.84 | UL/CUL/TUVICE 20 55" 6.15 5.59 5.09 4.65
212775CP | Sunon KDE1203PFB2-8 12 1.20 x 1.20 x 0.40 3.0 Ball 60 0.8 | UL/CUL/TUVICEIVDE| 25 5.9" 11.95 8.59 7.95 7.49
212783CP | Sunon KDE1203PFB1-8 12 1.20x 1.20 x 0.40 35 Ball 75 0.9 |UL/CUL/TUVICEVDE| 27 5.9" 11.95 8.59 7.95 7.49
212732CP | Sunon KDE1235PFB3-8 12 1.40 x 1.40 x 0.40 3.2 Ball 50 0.6 |UL/CUL/TUV/CE/VDE| 18 5.9" 12.95 9.95 9.49 8.95
212741CP | Sunon KDE1235PFB2-8 12 1.40 x 1.40 x 0.40 45 Ball 60 0.8 |[UL/CUL/TUV/CE/VDE| 21 5.9" 12.95 9.95 9.49 8.95
212759CP | Sunon KDE1235PFB1-8 12 1.40 x 1.40 x 0.40 5.2 Ball 80 1.0 |UL/CUL/TUV/CEINDE| 25 5.9" 12.95 L5 9.49 8.95
207052CP | Adda AD0412MB-K90 12 1.60 x 1.60 x 0.25 55 Ball 60 0.72 UL/CSAITUVICE 25 5" 6.95 6.25 5.59 4.95
191476CP | Common Wealth| FP-108HX/DC 12 1.60 x 1.60 x 0.40 4.0 Sleeve 60 0.72 | UL/CSA/TUVICE 25 12" 5.L5 4.79 B850 2.55
212708CP | Sunon KDE1204PFB3-H 12 1.60 x 1.60 x 0.40 47 Ball 50 0.6 |UL/CUL/TUV/CEIVDE| 24 12 6.95 4.95 4.49 4.29
210796CP | Sunon KD1204PFB3H 12 1.60 x 1.60 x 0.40 4.7 Ball 50 0.6 UL/CUL/TUVICE 24 14" 6.95 6.25 5.59 4.95
102939CP | Jamicon JF0410S1H 12 1.60 x 1.60 x 0.40 6.3 Sleeve 110 13 UL/CSA/TUVICE | 347 10.5" 6.95 6.29 5.65 4.95
189691CP | Sunon KD1204PFS2 12 1.60 x 1.60 x 0.40 6.3 Sleeve 70 0.9 UL/CSA/TUV 24 12" 7.95 7.19 6.45 5.85
161699CP | Sunon KD1204PFB2-8 12 1.60 x 1.60 x 0.40 6.3 Ball 70 0.6 UL/CSAITUV 30 12" 7.95 6.95 6.25 5.59
212716CP | Sunon KDE1204PFB2-H 12 1.60 x 1.60 x 0.40 6.5 Ball 90 1.1 |UL/CULITUVICENDE| 27 12 6.95 4.95 4.49 4.29
213428CP | Addal ADO412HB-G76 12 1.60 x 1.60 x 0.40 6.7 Ball 100 1.2 CE 30.2 | 12'/3 leads 7.95 6.95 6.25 5.59
212724CP | Sunon KDE1204PFB1-H 12 1.60 x 1.60 x 0.40 8.3 Ball 110 1.4 |UL/CUL/TUVICE/VDE| 34.4 12" 6.95 4.95 4.49 4.29
174131CP | Jamicon JF0413S1M 12 1.60 x 1.60 x 0.50 3.8 Sleeve 90 11 UL/CSAITUV 29 14" 3.49 3.15 2.85 2.55
213891CP | Adda AD0412MB-D50 12 1.60 x 1.60 x 0.60 8.1 Ball 100 12 UL/CUL/CE 31.8 115" £S5 71 6.45 5.85
136178CP | Adda AD0412MS-C70 12 1.60 x 1.60 x 0.80 5] Sleeve 110 1.32 UL/CSA 23 9" 5.49 4.39 3.29 2.35
195899CP | Sunon KDE1204PKS2 12 1.60 x 1.60 x 0.80 6.5 Sleeve 70 0.9 UL/CSAITUV 255 12" [£S5 6.39 4.79 3185
75344CP Delta DFB0412M 12 1.60 x 1.60 x 0.80 7.3 Ball 80 0.8 | UL/CSA/VDE/CE | 28 45 7.69 6.95 6.25 5.65
195881CP | Common Wealth| FP-108G/DC(S1) 12 1.60 x 1.60 x 0.80 7.6 Ball 160 1.92 UL/CSAICE 32 12" 8.95 7.19 5.39 3.79
206447CP | Delta DFB0412H 12 1.60 x 1.60 x 0.80 8.5 Ball 100 1.0 UL/CSA/VDE 32 8" 7.95 6.95 6.25 5.59
206164CP | Sunon KDE1204PKBX-8 12 1.60 x 1.60 x 0.80 10 Ball 90 11 UL/TUVICE 294 12" 8.95 7.95 6.95 5.95
212679CP | Sunon KDE1245PFB3-H 12 1.80 x 1.80 x 0.40 6.1 Ball 60 0.7 |UL/CUL/TUV/CEIVDE| 23 12" 6.95 4.95 4.69 4.39
212687CP | Sunon KDE1245PFB2-H 12 1.80 x 1.80 x 0.40 8.0 Ball 90 1.1 |UL/CULITUVICENDE| 29 12 6.95 4.95 4.69 4.39
212695CP | Sunon KDE1245PFB1-H 12 1.80x 1.80 x 0.40 9.5 Ball 110 1.4 |UL/ICUL/TUVICE/NDE| 33.8 12" 6.95 4.95 4.69 4.39
212644CP | Sunon KDE1205PFB3-HG 12 2.00 x 2.00 x 0.40 8.5 Ball 60 0.7 | UL/CUL/TUV/CE/VDE| 26 12" 6.95 4.95 4.69 4.39
212652CP | Sunon KDE1205PFB2-HG 12 2.00 x 2.00 x 0.40 10.6 Ball 80 1.0 |UL/CUL/TUVICENDE| 31.5 12" 6.95 4.95 4.69 4.39
212661CP | Sunon KDE1205PFB1-HG 12 2.00 x 2.00 x 0.40 125 Ball 110 1.4 |UL/CUL/TUV/CE/NDE| 36 12" 6.95 4.95 4.69 4.39
212628CP | Sunon KDE1205PHB3-H 12 2.00 x 2.00 x 0.60 10.2 Ball 60 0.7 |UL/CUL/TUVICEIVDE| 22.5 12" 8.95 7.95 6.95 6.25
206965CP | Adda AD0512HB-D71 12 2.00 x 2.00 x 0.60 117 Ball 100 1.2 UL/CUL/TUVICE | 285 5 8.95 7.95 6.95 6.25
139601CP | Adda AD0512HS-D71 12 2.00 x 2.00 x 0.60 12 Sleeve 100 1.2 UL/CSA/CE 29 12 8.95 8.09 7.25 6.55
206172CP | Sunon 2 KDE1205PHB2-TM 12 2.00 x 2.00 x 0.60 12.7 Ball 140 17 UL/CSAICE 27.8 | 11'/3 leads 8.95 7.95 6.95 6.25
212636CP | Sunon KDE1205PHB2-H 12 2.00 x 2.00 X 0.60 13 Ball 80 1.0 |UL/CULITUVICEIVDE| 29.5 12' 8.95 7.95 6.95 6.25
147491CP | Shicoh 0610-12HH 12 2.36 x2.36 x 0.40 16.2 Ball 150 1.8 — 38 5 8.95 7.19 5.39 3.79
104205CP | Panaflo FBAO6T12L 12 2.36 x 2.36 x 0.60 12 Sleeve 130 11 — 24 6" {255 6539 4.79 3135
195944CP | Adda AD612MS-D71GL 12 2.36 x 2.36 x 0.60 142 Sleeve 110 1.32 | UL/CSA/TUVICE | 28.8 6" 6.95 5.5 4.19 2.95
151327CP | NMB 2406KL-04W-B40-L00 12 2.36 x 2.36 x 0.60 16 Ball 130 1.6 UL/CSA/VDE/CE 31 9" 8.95 7.19 5.39 &7
1 213428CP: ATX PC type 2206172CP: Locked rotor alarm

DC Brushless Fans continued on pages 57 & 58
See Jameco’s new array of power
products on pages 5-55.
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Call for additional OEM PRICING — we carry major manufacturers.
A )
* Low profile  Agency approved

« Ball and sleeve bearings * Low power consumption
« Power input by lead wires or terminals * Low acoustical noise rating
« PBT black thermo plastic frame and impeller

A @A AsAEC

134586CP 102955CP 75467CP 102875CP

Part Product Voltage Size Air Flow Current | Power Agency Noise | Connection Pricing

Number Manufacturer | Number (VDC) (W"x H"x D") (CFM) Bearing (mA) | (Watts) Approvals (dBA) | (Leads) 1 10 50 100
175046CP Globe Motors | D24-B08A-04W3-000 12 2.36 x 2.36 x 0.80 10.6 Ball 90 0.8 UL/CSA/TUVICE 22 13" $6.95 $5.59 $4.19 $2.95
144160CP | Adda AD0612LB-C70GL 12 2.36x2.36 x 0.80 12.6 Ball 80 1.0 UL/CSAITUV 227 6" 8.49 6.79 5.09 3.59
189595CP | Sunon KD1206PKS2 12 2.36x2.36 x0.80 16.5 Sleeve 150 18 UL/CSA/TUVICE | 31 12" 6.95 5.59 4.19 2.95
185818CP | Cheng CHA6012DB 12 2.36x2.36 x 0.90 20.5 Ball 180 25 uL 33 12 6.95 5.59 4.19 2.95
195901CP | Jamicon JF0625S1L 12 2.36 x2.36 x 1.00 15.3 Sleeve 170 2.04 UL/CSAITUV 253 10 2.45 2.25 2.05 1.85
75352CP Common Wealth | FP108FDC12VS2 12 2.36 x2.36 x 1.00 155 Sleeve 110 13 UL/CSA/TUVICE 25 12 6.95 5.59 4.19 2.95
136143CP | Delta SB0612M 12 2.36 x2.36 x 1.00 17.7 Sleeve 110 18 UL/CSA/VDE 265 5" 5.95 4.79 3.59 2.55
147029CP Nidec TA225DC-M33455-16 12 2.36 x2.36 x 1.00 20 Ball 220 26 UL/CSA 47 11" 6.95 5.59 4.19 2.95
102947CP | Jamicon JF0625S1H 12 2.36x2.36 x 1.00 205 Sleeve 230 2.7 UL/CSAITUV 305 11" 6.95 5.59 4.19 2.95
150421CP | Jamicon JF0625B1H 12 2.36x2.36 x 1.00 20.5 Ball 230 2.7 UL/CSAITUV 305 10" 6.95 6.29 5.65 5.09
191548CP | Common Wealth | FP108FDC12VS1B 12 2.36 x2.36 x 1.00 21 Ball 130 16 UL/CSAITUVICE 30 12" 7.95 6.39 4.79 Sie5)
195910CP | Sunon KD1206PTS1 12 2.36x2.36 x 1.00 21.7 Sleeve 190 2.3 UL/CSAITUV 34 12" 6.95 6.29 5.69 5.19
195936CP | Adda AD7512HB 12 298x298x1.18 10.3 Ball 240 2.88 CE 38.5 12" 9.15 8.35 7.59 6.89
134586CP | Delta L BFBO712H 12 2.98x2.98x1.18 113 Ball 360 2.6 | UL/CSA/TUV/VDE| 38 4" 11.95 9.59 7.19 5.05
109081CP | Adda AD0812HS-D71 12 3.15x3.15x0.60 29 Sleeve 190 2.3 UL/CSA/TUVICE | 31.4 12" 9.95 8.99 8.09 7.25
141920CP | Adda AD0812HB-C70 12 3.15x3.15x0.80 27.3 Ball 240 2.9 UL/CSAICE 34 12 11.95 9.55 7.17 4.99
16993CP Various 2* | FAN7315SL 12 3.15x3.15x 1.00 25-40* Sleeve  |120-200*| 1-2* UL/CSA* 25* 4-12"* 6.95 6.29 5.65 4.95
75361CP Various™ FAN6315BL 12 3.15x3.15x 1.00 25-40* Ball 120-200%| 1-2* UL/CSA* 25* 4-12"* 5 4.79 3.59 2.55
131748CP | NMB 3110KL-04W-B10 12 3.15x3.15x 1.00 25 Ball 140 13 UL/CSA 25 9" 7.95 6.39 4.79 83
154288CP Sunon KDE1208PTS3-6 12 3.15x3.15x 1.00 29.4 Sleeve 120 14 UL/CSA/TUVICE | 245 5.5" 4.49 3.59 2.69 1.89
195952CP | Panasonic FMB-08A12M 12 3.15x3.15x 1.00 30 Sleeve 124 1.49 UL/CSA 28 11" 5.95 3.55 3.19 2.49
123529CP | Adda AD0812MS-A70GL 12 3.15x3.15x 1.00 32 Sleeve 150 18 UL/CSAITUV 283 12 6.95 5.59 4.19 2.95
195987CP Panasonic FBA-08A12M 12 3.15x3.15x1.00 321 Sleeve 170 1.49 UL/CSA 28 45" 6.95 &5 4.19 2.95
166959CP | NMB (Smart Fan)T 3110NL-012Q340-00 12 3.15x3.15x 1.00 35 Ball 290 8IS UL/CSA 35 2" 8.95 7.15 5.39 875
191599CP NMB 3110KL-04W-B50 12 3.15x3.15x 1.00 39 Ball 230 2.7 CSA 34 10" 7.95 6.39 4.79 3.35
185834CP | Panaflo FBMO8A12H 12 3.15x3.15x 1.00 39.6 Sleeve 220 21 — 32 11" 6.95 5.59 4.19 2.95
206181CP Sunon KDE1208PTS1-6 12 3.15x3.15x 1.00 42 Sleeve 220 26 UL/CSA/TUVICE 34 9" 7.95 6.95 6.25 5.59
185826CP | NMB 4 3110KL-04W-B69 12 3.15x3.15x 1.00 42 Ball 340 31 UL/CSA/VDE/CE | 35 | 133 leads 6.95 5.59 4.19 2.95
102955CP Sunon KD1208PTB1-6 12 3.15x3.15x 1.00 425 Ball 220 26 UL/CSA/TUVICE | 335 12" 5325} 5.10 5.02 4.95
172460CP | Nidec 3 TA300DCM33406-68 12 3.15x3.15x 1.00 43 Ball 290 8IS UL/CSA 41 | 11'/3 leads 9.95 8.99 7.19 5.39
189755CP | Cheng CHA8012DB 12 3.15x3.15x 1.00 443 Ball 300 3.6 UL 37 | 2"w/conn. 5.95 4.79 3.59 2.55
191601CP NMB 3610KL-04-B20 12 3.63x3.63x1.00 34 Ball 120 13 UL/CSA/TUV 27 12" 6.95 6.29 5.65 5.09
196015CP | Cheng CHA9212CB 12 3.63x3.63x1.00 441 Ball 190 2.28 UL/CSA 31 12 6.95 5.59 4.19 2.95
75441CP Common Wealth | FP108BDC12VS1 12 3.63x3.63x 1.00 45 Sleeve 320 3.1 UL/CSA/TUVICE 32 10" 3.19 2.79 2.49 2.29
196007CP | Jamicon JF0925S1M 12 3.63x3.63x1.00 454 Sleeve 200 24 UL/CSAITUVICE 34 12 2.45 2.25 2.05 1.85
196023CP | Jamicon JF0925B1M 12 3.63x3.63x1.00 454 Ball 200 24 UL/CSAITUV 34 10" 2.35 2.15 1.95 1.79
154641CP Nidec TA350DC-M33422-16 12 3.63x3.63x1.00 48 Ball 290 3.48 UL/CSA 43 12" 7.49 5.95 4.49 3.19
206199CP | Sunon KDE1209PTS1-6 12 3.63x3.63x1.00 485 Sleeve 190 2.3 UL/CSAITUVICE | 325 12 3.99 3.65 3.25 2.95
189780CP | Delta DFB0912H 12 3.63x3.63x1.00 495 Ball 300 3.1 UL/CSAITUV 35 5" 7.49 5.99 4.49 3.15
172478CP | Delta® DFB0912H-R00 12 3.63x3.63x1.00 495 Ball 300 31 UL/CSA//VDE/CE | 35 | 873 leads 6.95 5.59 4.19 2.95
190983CP | Sunon KD1209PTB1-6A 12 3.63x3.63x1.00 51 Ball 220 2.6 UL/CSAITUV 34 12" 9.49 7.59 5.69 3.99
116476CP | Jamicon JF0925S1H 12 3.63x3.63x1.00 52 Sleeve 350 4.2 UL/CSA/ITUV 37 10" 6.95 5.59 4.19 2.95
162739CP | NMB (Smart Fa\n)T 3610KL-04W-B56 12 3.63x3.63x1.00 55 Ball 430 3.8 UL/CSAIVDE/CE | 37 | 103 leads 7.95 6.39 4.79 83
102963CP Nidec TA350DC-M33503-55 12 3.63x3.63x1.00 56 Ball 400 4.8 UL/CSA 45 8" 7.95 6.95 6.25 5.59
213567CP | Nidec A34124-33 12 3.83x3.72x1.30 25 Ball 650 7.8 uL/cuL 60 |11.5'/3leads| 19.95 17.95 16.25 14.59
174140CP | Common Wealth | FP108MS3 12 4.68 x 4.68 x 1.00 54 Sleeve 140 17 UL/CSA/TUV/CE 25 12" 6.95 5.59 4.19 2.95
75467CP NMB 4710NL-04W-B30 12 4.68 x 4.68 x 1.00 70 Ball 320 2.9 UL/CSA/VDE/CE 34 12" 9.95 8.95 8.09 7.29
174916CP | NMB 4710NL-04T-B30 12 4.68x4.68 x 1.00 70 Ball 320 2.9 UL/CSA/VDE/CE | 34 | terminals 3.95 3.49 3.19 2.89
174086CP | Jamicon JF1225S1M 12 4.68 x 4.68 x 1.00 74 Sleeve 250 3.0 UL/CSAICE 37 11" 2.55 2.29 2.09 1.89
102875CP | Delta WFB1212H 12 4.68 x 4.68 x 1.00 86.5 Ball 360 43 UL/CSAITUV 376 12 10.95 8.79 6.59 4.65
174924CP | Globe Motors | D47-B10A-04T3-000 12 4.68 x 4.68 x 1.00 90 Ball 740 6.8 UL/CSA 39 | terminals 6.95 5.59 4.19 2.95
163619CP | NMB (SmartFan) | 4710NL012P535P0 12 4.68 x 4.68 x 1.00 90 Ball 740 8.9 — 385 12 4.95 3.95 2.95 1.95
1 134586CP/213567CP: Blower type 2 16993CP: Replacement for the PC/XT computer power supply fan 3172460CP: Locked rotor alarm 4185826CP: Speed sensor

5 172478CP: Rotor locking input t Temperature control: P/Ns 163619CP (35°C); P/N 166959CP (40°C); P/N 162739CP (50°C, 3 leads) * Manufacturer & specifications may vary

DC Brushless Fans continued on page 58
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Call for additional OEM PRICING — we carry major manufacturers.

« Low profile  Agency approved

« Ball and sleeve bearings « Low power consumption

« Power input by lead wires or terminals « Low acoustical noise rating
« PBT black thermo plastic frame and impeller

174078CP 136160CP N @ C € @ %A\k& L:I'-/ 191628CP \ 34110P

Part Product Voltage Size Air Flow Current | Power Agency Noise | Connection Pricing

Number Manufacturer | Number (VDC) (W"x H"x D") (CFM) Bearing (mA) | (Watts) Approvals (dBA) | (Leads) 1 10 50 100
174941CP Globe Motors 1 | D47-B15A-04T2-100 12 4.68 x 4.68 x 1.50 97 Ball 520 518 UL/CSAITUV 40 terminals $3.69 $3.35 $2.99 $2.69
174967CP | NMB 2 4715KL-04W-B29 12 4.68 x 4.68 x 1.50 97 Ball 520 4.8 UL/CSAITUVICE | 40 | 12'/3 leads 6.95 5.59 4.19 2.95
159020CP Sunon KDE1212PMS1-6A 12 4.68 x 4.68 x 1.50 107 Sleeve 570 6.8 UL/CSAITUV 41 12" 12.95 10.39 7.79 5.45
163601CP | Delta (Smart Fan)T WFC1212BE 12 4.68 x 4.68 x 1.50 108 Ball 650 6.6 UL/CSA/VDE 413 12 10.95 8.79 6.59 4.65
94625CP Sunon KD1212PMB1-6A 12 4.68 x 4.68 x 1.50 108 Ball 570 6.8 UL/CSAITUVICE | 24 12 11.95 9.59 7.19 4.99
189851CP | Delta WFB1212HE 12 4.68 x 4.68 x 1.50 108 Ball 490 5.9 UL/CSA/VDE/CE | 413 12 13.95 11.19 8.39 5.89
206201CP | Sunon KDE2404PKB3 24 1.60 x 1.60 x 0.80 6 Ball 30 0.7 UL/CSAITUVICE | 24 12" 7.95 6.95 6.25 5.59
100909CP | Sunon KD2404PKS2 24 1.60 x 1.60 x 0.80 6.5 Sleeve 50 1.2 UL/CSAITUVICE | 25.5 12" 7.95 6.39 4.79 3.35
140661CP | NMB 2408NL-05W-B60 24 2.36x2.36 x 0.80 18.4 Ball 100 24 — 31 2" 5.95 4.79 3.59 2.55
174107CP | Jamicon JF062552M 24 2.36x2.36 x 1.00 18 Sleeve 130 3L UL/TUV 285 10 4.95 3.99 2.99 2.09
189860CP | Jamicon JF0625B2M 24 2.36 x2.36 x 1.00 18 Ball 130 3.1 UL/CSAITUVICE | 285 10 7.95 7.19 6.45 5.85
174078CP | Jamicon JF082552M 24 3.15x3.15x 1.00 32 Sleeve 130 31 UL/CUL/ITUV 28 10 4.49 3.59 2.69 1.89
162923CP Jamicon JF0825S2H 24 3.15x3.15x 1.00 39.2 Sleeve 150 3.6 UL/CSAITUV 31 10" 2.75 2.39 2.15 1.95
136160CP | Jamicon JF0825B2H 24 3.15x3.15x 1.00 39.2 Ball 150 3.6 UL/CSAITUV 31 12 9.49 8.55 7.69 6.95
189878CP Sunon KD2408PTB1-6A 24 3.15x3.15x 1.00 425 Ball 220 26 UL/CSA/TUVICE | 36.5 12" 9.95 7.99 5.99 5.33
191628CP | Rotron Comair 3 | WT24B6X 24 3.15x3.15x1.25 15 Ball 190 4.6 — 514 21 16.95 13.59 10.19 7.15
189886CP | NMB 3610KL-05W-B30 24 3.63x3.63x1.00 40.6 Ball 87 21 UL/CSA/VDE 34 12 7.95 6.39 4.79 81eb!
174094CP | Jamicon JF0925S2H 24 3.63x3.63x1.00 52 Sleeve 190 4.6 uL/cuL 37 10" 7.95 6.35 4.79 3.39
206210CP | Sunon KDE2412PTS3-6A 24 4.68 x4.68 x 1.00 67 Sleeve 130 31 UL/CSA 35 12" 10.95 9.95 8.95 7.95
175281CP Globe Motors | D47B10A05W2000 24 4.68 x 4.68 x 1.00 70 Ball 160 29 UL/CSA/TUVICE 34 12" 12.95 10.39 7.79 5.45
206228CP | Sunon 4 KDE2412PMS1-6A 24 4.68 x4.68 x 1.00 107 Sleeve 310 74 UL/CSAITUVICE | 41 | 11'/3leads | 14.95 13.95 12.95 11.95
100968CP | Sunon KDE2412PMB3-6A 24 4.68 x 4.68 x 1.50 83 Ball 140 34 UL/CSAITUVICE | 35 12" 12.95 10.39 7.79 5.45
153411CP Sunon KD2412PMB2-6A 24 4.68 x 4.68 x 1.50 98 Ball 230 5I5) UL/CSA/TUV 36.5 12" 12.59 11.35 10.25 9.19
166730CP | Mechatronics | A9225H48B 48 3.63x3.63x1.00 51 Ball 100 4.8 UL/CSAITUV 36 13" 8.79 7.85 6.99 6.19
175468CP NMB 5920PL-07W-B30 48 6.75x5.90 x 1.50 210 Ball 400 14.4 UL/CSA 51 12.5" 7.59 6.85 6.15 5.55
196710CP | PABST © 7118N/12 48 6.75x5.90 x 1.50 212 Ball 250 12 UL/CSAIVDE/CE | 55 | 133 leads 6.45 5.85 5.35 4.85
1 174941CP: Locked rotor protected 2 174967CP: Locked rotor alarm 3191628CP: Blower 4 206228CP: Locked rotor alarm 5196710CP: Speed sensor t Temperature control: 35'C

Call for additional OEM PRICING — we carry major manufacturers.

 Rating 115 & 220VAC @ 50/60Hz
» Low acoustical noise rating

» Agency approved fans

« Ball and sleeve bearings

: - « Air flow from 11 to 226 CFM
111915CP 16977CP 102904CP 75432CP

Part Product Voltage Size Air Flow Current | Power Agency Noise | Connection Pricing

Number Manufacturer | Number (VAC) (W"x H"xD") (CFM) Bearing (mA) | (Watts) Approvals (dBA) (Leads) 1 10 50 100
162704CP | Toyo USTF60301153W 115 2.36x2.36x1.18 11 Ball 38 4 UL/CSAICE 29 12" leads $15.95| $14.39| $12.95| $11.65
213866CP | Fulltech UF60D11H 115 2.36x236x1.18 10.2 Ball 35 4 UL/CUL/VDE/CE | 28 12" leads 15.95 14.39 12.95| 11.65
146077CP | Common Wealth | FP108AX-S1-B 115 3.15x3.15x 1.00 23 Ball 140 14 UL/CE 29 12" leads 14.95 13.49 12.15 10.95
75408CP Fulltech UF80B12SWH 115 3.15x3.15x 1.00 24 Sleeve 140 14 | UL/CSA/TUVICE | 35 12" leads 14.95 13.49 12.15| 10.95
212610CP | Fulltech UF80B12BTH 115 3.15x3.15x1.00 24 Ball 140 14 [UL/CSAITUVICE | 35 terminals 12.95 11.95 10.95 BR05
111915CP | Fulltech UF80A12SWL 115 3.15x3.15x 1.50 25 Sleeve 110 12 | UL/CSA/TUVICE | 32 12" leads 11.95 10.95 9.95 8.95
16977CP Fulltech UF80A12BWL 115 3.15x3.15x1.50 25 Ball 110 11 |UL/CSA/TUVICE | 32 12" leads 13.95 12.59 11.35 10.19
16969CP Fulltech UF80A12BTL 115 3.15x3.15x1.50 25 Ball 110 12 |[UL/CSAITUVICE | 32 terminals 14.95 e 8.99 7.65
102904CP | Fulltech UF80A12BWH 115 3.15x3.15x 1.50 29 Ball 120 12 | UL/CSA/TUVICE | 36 12" leads 14.95 13.49 12.15| 10.95
212601CP | Fulltech UF80A12BTH 115 3.15x3.15x 1.50 30 Ball 120 12 [UL/CSAITUVICE | 36 terminals 13.95 12.95 11.95| 10.95
191564CP | Nidec TA300AC-AC30477 115 3.15x3.15x 1.50 32 Ball 104 9 UL/CSAITUV 51 terminals 15.95 1279 9.59 6.75
75432CP Sunon SF11592A-1092HSL 115 3.63x3.63 x1.00 36 Sleeve 130 12 |UL/CSA/TUVICE | 39 12" leads 14.95 13.49 12.15| 10.95
75459CP Sunon SF11592A-1092HBT 115 3.63x3.63x1.00 37 Ball 110 12 |UL/CSAITUVICE | 40 terminals 15.95 14.39 12.95| 11.65

Don’t worry about backorders. Over 99% of our products are in stock!
Just place your order by 6PM EST for same business day shipment.
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Call for additional OEM PRICING — we carry major manufacturers.

A @ « Rating 115 & 220VAC @ 50/60Hz

 Low acoustical noise rating
 Agency approved fans

« Ball and sleeve bearings I
118965CP 109874CP « Air flow from 11 to 226 CFM . 106585CP 102891CP
Part Product Voltage Dimensions Air Flow Current | Power Agency Noise | Connection Pricing
Number Manufacturer | Number (VAC) (W"x H" x D") (CFM) Bearing (mA) |(Watts) Approvals (dBA) (Leads) 1 10 50 100
124062CP | Sunon SP101AT1122HBT 115 4.68 x 4.68 x 1.00 78 Ball 180 18 CSA/TUVICE 46 terminals $15.95| $14.39| $12.95| $11.65
118965CP | Fulltech UF12A12BTL1 115 4.68 x 4.68 x 1.50 64 Ball 80 15 | UL/CSA/TUV/CE | 37 terminals 14.95 13.49 12.15| 10.95
109874CP | Fulltech UF12A12STL 115 4.68 x 4.68 x 1.50 81 Sleeve 150 15 |UL/CSA/TUV/CE | 38 terminals 12.95 10.39 7.79 5.45
111894CP | Common Wealth | FP108-1-S1/W 115 4.68 x 4.68 x 1.50 105 Sleeve 180 17 UL/CSA/CE 47 12" leads 13.95 12.59 11.35 10.19
106585CP | Common Wealth | FP108-1-S1/T 115 4.68 x 4.68 x 1.50 105 Sleeve 180 12 UL/CSA/CE 47 terminals 14.95 13.49 12.15 10.95
16934CP Common Wealth | FP108-1-S1-B 115 4.68 x 4.68 x 1.50 105 Ball 200 17 UL/CSA/TUVICE | 47 terminals 16.95 15.29 13.75 12.39
212599CP | Fulltech UF12A12BWH 115 4.68 x 4.68 x 1.50 106 Ball 190 15 |UL/CSA/TUV/CE | 46 12" leads 12.95 11.95 10.95 9.95
206308CP | Adda AA1281UB-AT 115 4.68 x 4.68 x 1.50 107 Ball 230 24 CE 48 terminals 13.95 12.95 11.95 10.95
102883CP | Sunon SP100A-1123XBT 115 4.68 x 4.68 x 1.50 117 Ball 240 20 |UL/CSA/TUV/CE | 50 terminals 14.95 13.95 12.95| 11.95
108724CP | Fulltech UF15AC12BTH 115 6.75 x 5.90 x 1.50 211 Ball 230 28 UL/CSA/TUV/CE | 58 terminals 29.95 26.95 23.95 21.49
212564CP | Fulltech UF15PC12BTL 115 6.75 x 5.90 x 2.00 113 Ball 260 30 UL/CSA/TUVICE | 41 terminals 29.95 26.95 23.95 21.49
212572CP | Fulltech UF15PC12BWL 115 6.75x5.90 x 2.00 113 Ball 260 30 |UL/CSA/TUV/CE | 41 12" leads 29.95 26.95 23.95| 21.49
212581CP | Fulltech UF15PC12BWH 115 6.75x5.90 x 2.00 226 Ball 250 30 UL/CSA/TUVICE | 58 12" leads 29.95 26.95 23.95 21.49
189683CP | Fulltech UF15PC12BTH 115 6.75 x 5.90 x 2.00 226 Ball 250 30 CSA 58 terminals 29.95 26.95 24.29 21.79
174932CP | NMB 3115FS-23T-B10 220 3.15x 3.15 x 1.50 25 Ball 30 46 |UL/CSAITUVICE | 25 terminals 12.95 10.39 7.79 5.45
100917CP | Sunon SF23080A/2083HSL 220 3.15x3.15x 1.50 30 Sleeve 60 135 |UL/CSA/TUVICE | 35 12" leads 13.95 11.19 8.39 5.89
175003CP | NMB 4715MS-23W-B10 220 4.68 x 4.68 x 1.50 50 Ball 45 6 UL/TUVICE 28 12" leads 13.95 11.19 8.39 5.89
209365CP | Innovative 4C-230LB 220 4.68 x 4.68 x 1.50 63 Ball 60 9 TUVICE 34 10" leads 13.95 12.95 11.95 10.95
102891CP | Sunon DP200A-2123XBT 220 4.68 x 4.68 x 1.50 117 Ball 120 21 | UL/CSA/TUVICE | 50 terminals 15.95 14.39 12.95| 11.65
Compatible with DC and AC Fans — pages 56 - 59
« All guards and filters it all fans by matching the size dimension. Part No. Description 1 10 100 250
Example: P/N 75408CP fan (3.15") matches P/N 31923CP metal guard (3.15"). | 123502CP 1.60" metal (chrome) guard $.63 $.49 $.42 $.39
163432CP 2.00" metal (chrome) guard .79 71 .64 .58
Q0 = 120037CP 2.36" metal (chrome) guard .99 .85 .69 .59
|"|- Zr:-'-;‘. W Ry 31923CP 3.15" metal (chrome) guard 79 65 52 49
! '-\__‘:.:Eé N, ) 123511CP 3.63" metal (chrome) guard .89 .75 .59 .55
o0 . 25734CP 4.68" metal (chrome) guard 1.09 .89 .69 .65
123502CP 120037CP 31923CP/123511CP 138561CP 3.15" plastic guard with mesh 1.39 1.19 1.05 .95
163459CP 3.63" plastic guard with mesh 1.75 1.49 1.25 1.09
196816CP 4.68" plastic guard with mesh 1.95 1.75 1.49 1.25
138579CP 3.15" alum. washable filter 2.95 2.65 2.39 2.15
192874CP 3.63" alum. washable filter 2.35 2.15 1.89 1.69
130104CP 4.68" alum. washable filter 3.49 3.25 2.95 2.65
25734CP 138561CP/163459CP 138579CP/192874CP
196816CP 130104CP

Fan Power Cords: 24" Straight and Right-Angle

« Cord type: SPT-1 (2) conductor black ¢ Voltage rating: 300V« Temperature range: 60°C ¢ Fits all terminal fans

Part No. Description Length 1 10 100 250
28564CP Straight socket cord 24 $.89 $.75 $.69 $.65
104192CP | 90" angle socket cord 24" 1.19 1.09 .96 .87 28564CP 104192CP

or Heat

See page 76 f

Sink Compounds
—— « Excellent for avoiding CPU overheating
. during extended system on-time
\_ A : y * High efficiency cooling fans
« Easy installation — just snap it in
151298CP 196242CP 181278CP 195784CP 196074CP 190545CP
g ﬂ ‘ /E W See page 155 for detailed
\ specifications and prices!
206244CP 185607CP 118092CP  129226CP/129234CP  191636CP 174115CP 203123CP
Sy Lonie Logmend
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Motor Controllers

12-Bit Analog/Digital DAC and

Stepper Motor Control Board

* High speed serial port
interface up to 230.4kbps

* 4 channels with precision
signal conditioning —
100mV, 2.5V and 5.0V
inputs

» 24 digital I/0 (TTL compatible), priver schematic
11 analog channels with
12-bit resolution

* PWM, period measurement ’
and stepper motor functions :

* Free 32-bit DLL, OCX and
Labview driver for rapid .
system development - >

* Size: 6.0'L x 2.6'W « Weight: 0.7 Ibs. gh\\\"//

Requires: External driver circuit parts kit %> d

(P/N 208573CP, below) — 5 ea. 1kQ & 330Q2 1/4W

resistors, MJE 3055T transistor and 1N4003 diode

Part No. Description 1 10

Bz e

109911CP  Analog/digital DAC board.... $129.95 $116.99

208573CP  Ext. driver circuit parts kit ........ 3.49 3.15

[ESIERE Servo Controller Board

« Controls 1 to 8 servos per
board, 8-hit precision

* Interface to PC
through RS-232 port =
@ 2400-19,200bps =

e 5channel, 8-bitA/D !

input port for reading 0 to 5V
* IR-receiver & transmitter feature
* Source/sink: 25mA per pin * 8k EEPROM
* Size: 1.7"L x 1.4"W (main board);
1.1"L x 0.9'W (infrared board)
Includes: Manual, supplement & sample code software

Part No.

Description 1 10

Scoll Edwards Electronics, Inc.

Mini SSC Il Module

(Serial Servo Controller)

« Controls 8 pulse-
proportional servos
* Receives serially at
2400 or 9600 baud
* Module is addressable, thus
allowing two units to share the same
line to control a
total of 16 servos
« Connections to serial input can be established using
a modular jack (P/N 115553CP, pg 175) or modular
adapter from DB9 to RJ11 (P/N 114737CP, pg 175)
* Size (PCB): 1.9'L x 1.4"W  « One-year warranty

Part No. Description 1 10
151001CP  Serial servo controller module $49.95  $42.95

One Axis

« Controls one bipolar stepper
motor with 32-bit
absolute position

« Interface to PC through
RS232 or RS485 @
2400-19,200 bps

* Full, half or wave step modes

 Multiple boards may share same
serial line (RS485 only)

« 2 channel general purpose 8-bit A/D
input port for reading 0 to 5V

* 4-bit digital input for home limits

» Addressable up to 255 boards

e Size: 4.4'L x 2.3'H <+ Weight: 0.7 Ibs.

Includes: Manual and sample code software
Part No.

32-Bit Stepper
Motor Controller

Description 1 10

153648CP  Servo controller board ....... $89.95  $80.95

153621CP  32-bit controller .............. $159.95 $149.95

rmv electronics
Multi-Stepper Motor Control Board

« Simultaneous/independent control
of up to 16 stepper motors
through a single serial port
High speed serial
communication interface
9.6kbps-230.4kbps

11 analog channels,

A/D converter, 10 or 12
bits resolution

24-bit position

register; can be read

while motor is moving
Linear acceleration/deceleration

capability up to 8500 step/sec.

Full step (monophasic and biphasic), half step

and external driver modes

Current mode driver drives coils up to 2A/45V
Automatic power down prevents motor overheating
External driver control outputs: step, direction

and power control

26 digital 1/0 and two SPI interfaces for control

of external devices

32 bits DDL interface for Windows® 9X, NT & Linux
Internal FIFO RAM (128 bytes) allows

customized motion profiles

e Size: 7.7"L x 5.0"W x 1.0"H + Weight: 0.7 Ibs.

Part No. Description 1 10
168727CP  Stepper motor control brd  $399.95 $379.95

Shown w/ motors
—not included

Opening an account
is easy!!

Corporate Customers

Call 1-800-831-4242
for details today

KAE

Industrial Motion Controllers for Brush, Brushless and Stepper Motors

All'JR Kerr Automation Engineering controllers include integrated power amplifiers. Up to 32 controllers can be daisy-chained
from a single full-duplex R5485 port. For RS-232 to RS-485 adapter see P/N 184971CP (below).

o

184989CP

185009CP

184989CP: PIC-SERVO motor control board

« For brush-type DC motors with 2 or 3 channel incremental encoders
« P.1.D. Servo control, trapezoidal position profiling, velocity mode,

32-hit resolution

* Integrated 12 to 48VDC supply power amplifier @ 3A continuous, 6A peak
« Limit switch inputs, general purpose analog input, PWM, DIR output for use

with external amps

185009CP: PIC-SERVO 3PH motor control board for brush or brushless motors
« For 3-phase brushless motors with hall effect sensors or conventional DC

brush-type motors

* High current amplifier: 7A continuous, 10A peak, 12 to 48VDC supply
» Same features as 184989CP above but with support for linear & circular

interpolation using the PIC-SERVO CMC chipset
184971CP: Z232-485 serial port adapter

* Lets you operate the controllers above from any standard RS-232 port

i

184971CP 184997CP

184962CP

184954CP

184997CP: PIC-STEP motor control board

« Integrated indexer and driver for 2 or 4 phase stepper motors
« Full/half step bipolar chopper drive, 2A per phase, 7.5 to 46VDC supply

« Trapezoidal position profiling, velocity mode, up to 50,000 steps

per second

external drivers

 One counter input

« Limit switch inputs, general purpose outputs, step/dir outputs for use with

184962CP: PIC-I/0 multifunction 1/0 control board
12 1/0 bits software configurable as inputs or outputs

* Three 8-bit analog inputs, two PWM outputs with high current drivers
184954CP: Simple sequencer stand-alone controller

» Programmable master controller for building stand-alone systems with the

controllers above

* Plugs into a socket on the Z232-485 board (P/N 184971CP, left)

Part No. Description Size (L" x W" x H") 1 10  Part No. Description Size (L"x W" x H") 1 10
184989CP  PIC-SERVO 31x21X0.9 ciiii $179.95 $161.95 184997CP  PIC-STEP 31x21X09 ciiiii $159.95 $143.95
185009CP  PIC-SERVO 3PH 31x31x10 .. ... 239.95 215.95 184962CP  PIC-1/0 31x21x06. 89.95
184971CP  Z232-485 3.1x21x05 .. .59.95 53.95 184954CP  Simple sequencer 21x1.0x04. 53.95
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12VDC Bipolar Stepper Motor
3.6° / Step

 No. of phases: 2
 Detent torque: 80 g-cm

* Holding torque: 600 g-cm
« Phase resistance: 25Q

« Phase inductance: 31mH * Phase inductance: 39mH
e Current: 480mA e Current: 150mA

* Mounting hole size: 0.11" * Mounting hole size: 0.11"
« Shaft size: 0.43'L x 0.197"Dia. * Shaft size: 0.43'L x 0.197"Dia.
» Motor size: 1.66"Dia. x 1.31"H » Motor size: 1.66"Dia. x 1.28"H

12VDC Unipolar Stepper Motor
3.6° / Step

* No. of phases: 4

* Detent torque: 80 g-cm

* Holding torque: 600 g-cm
* Phase resistance: 75Q

12VDC Unipolar Stepper Motor
.09° / Step

 No. of phases: 4

 Detent torque: 400 g-cm

* Holding torque: 400 g-cm

« Phase resistance: 200Q

« Phase inductance: 49.5mH

e Current: 60mA

* Mounting hole size: 0.14"

« Shaft size: 0.36'L x 0.194"Dia.
» Motor size: 1.18"Dia. x 0.68"H

Part No. Mfr. Cross Ref. No. 1 10 50  Part No. Mfr. Cross Ref. No. 1 10 50  Part No. Mfr. Cross Ref. No. 1 10 50
105881CP  SM4203 ........cccoovuene $6.49 $5.85 $5.29 105890CP  SM4200 ............c...... $9.69 $8.75 $7.85 173180CP  30BYJO2AH ............ $11.49 $10.35 $9.35
Bipolar and Unipolar Stepper Motors
._“' =I—|_\_:".; rl
a\:. i
L, ot ik
Fig. 1 Fig. 2 Fig. 3 Fig. 4 Fig. 5 Fig. 6 Fig. 7 Fig. 8
« Excellent for precision control  « Can be operated in forward/reverse mode < See pages 7-11 for compatible power supplies
No. Phase Phase Detent | Holding Mounting Mounting | Shaft | Shaft Motor | Motor .
Part Mfr. Cross Step of Drive Volt. | Resis. | Curr. | Inductance | Torque | Torque Hole Space Holes Dia. | Length | Dia. | Height Pricing
Number Ref. No. Fig. | Angle | Phases | System | (VDC) | (Ohms) | (mA) (mH) (g-cm) | (g-cm) | Diagonal (in.) (in.) (in.) (in.) (in.) (in.) 1 10 50
117954CP |LB82773-M1 | 1 | 7.5° 2 Bipolar | 5 6 800 7 100 1080 2.60 195 |0.250| 0.75 | 2.25 | 1.00 $4.29 | $3.45 | $2.59
163395CP [5017-9351 2|09 2 Bipolar | 8.4 30 280 25 36 791 173 015 |0.155| 0.29 | 1.64 | 1.20 4.95| 3.75| 2.65
163408CP [4017-8061 2 | 18° 2 Bipolar | 9.2 38 240 52 36 664 1.73 0.15 |0.155| 0.23 | 1.66 | 1.25 2.49| 1.89| 1.35
105881CP  [SM42032/3 | 3 | 3.6° 2 Bipolar | 12 25 480 31 80 600 173 011 |0197| 043 | 1.66 | 1.31 6.49| 5.85| 5.29
164056CP |M82101-P1 | 1 | 7.5° 3 Unipolar| 5 20 255 B 9 94 14 0.13 |0.078| 0.35 | 1.00 | 0.46 1.85| 1.69 | 1.55
151861CP |C42M048A04 | 4 | 7.5° 4 Unipolar| 5 9 550 10 90 750 1.94 0.13 |0.117| 040 | 1.65 | 0.83 6.19| 5.59 | 5.05
171601CP |PF35T48L44| 1 | 3.6° 4 Unipolar| 7 20 350 9 40 680 1.68 0.14 |0.078| 047 | 1.38 | 0.58 4.39| 3.49| 2.65
166705CP |PM42S-096 | 1 | 3.8° 4 Unipolar| 12 84 140 16 60 450 1.95 0.13 |0.117| 040 | 1.66 | 1.64 3.95| 2.95| 2.15
105890CP  [SM42003 3| 36° 4 Unipolar| 12 75 150 39 80 600 173 011 |0197| 043 | 1.66 | 1.28 9.69| 8.75| 7.85
213321CP |35BY48-27 | 7 | 7.5° 4 Unipolar| 12 15 800 68 90 460 1.96 0.13 |0.078| 025 | 1.38 | 830 14.95| 13.49 | 12.29
173180CP [30BY102AH°| 6 | .09° 4 Unipolar| 12 200 60 49.5 400 400 1.42 0.14 |0194| 036 | 1.18 | 0.68 11.49| 10.35 | 9.35
192794CP |PM4250486 | 5 | 7.5° 4 Unipolar | 24 45 500 17.5 39 570 1.97 0.09 |0.117| 0.33 | 1.66 | 0.54 2.05| 1.85| 1.69
210382CP |5620 1] 75° 4 Unipolar | 24 100 | 436 60 40 380 1.67 0.13 |0.078| 040 | 1.38 | 0.58 5.95| 5.49| 4.95
210391CP |STP42N196S | 8 | 3.75° 4 Unipolar| 24 110 | 436 60 60 600 1.95 013 [0.118)| 042 | 1.65 | 0.54 6.95| 6.25| 5.59

1 163395CP/163408CP: Dual shaft
2 105881CP: P/N 25216CP (IC, MC3479P, pg 72) biphase stepper motor driver can be used to operate
3 105881CP/105890CP: Use P/N 161998CP for shaft coupler, see page 190

4171601CP: Dual shaft w/ 10 tooth gear
5 173180CP: Geared (7.5°/Step)
6 192794CP: Single shaft w/ 12 tooth gear

GBM is an I1SO-9001 Certified Company
GBM  Bipolar and Unipolar Stepper Motors

+ Bearing type: ball Bipolar (Fig. 1) Unipolar (Fig. 2)

« Dielectric strength:

. A

500V, 50Hz/minute Rﬁd
+ 18" lead wires Brown
« Step angle: 1.8° _ O )
« Ambient temperature: Yeﬁ‘ow White O

-10°C to +55°C X
« Insulation resistance: 100MQ @ 500VDC Yellow
* Use P/N 161998CP, pg 190, + NEMA 23

for shaft coupler Or'cgnge Brgwn Red Black Blue t NEMA 17

B
Phase Phase | Detent | Holding | Mounting | Mounting |  Shaft Shaft Motor | Motor Prici
Part Product NEMAT| No. of | Drive |Voltage| Resistance | Current | Inductance | Torque | Torque | Hole Space Holes | Diameter | Length | Diameter | Height | Weight ricing
Number Number Fig.| Form | Phases| System | (VDC) | (Ohms) | (mA) (mH) (g-cm) | (g-cm) | Diagonal (in.)| (in.) (in.) (in.) (in.) (in.) (Ibs.) 1 10 50
155432CP 42BYG228 2 17 4 |Unipolar | 12 30 400 23 220 | 2,000 173 0.1 0.197 0.9 17 15 05 |$17.95 | $16.29 | $14.59
155459CP 42BYG023* | 1 17 2 | Bipolar 12 30 400 36 220 | 2,100 173 0.1 0.197 0.6 17 13 05 17.95| 16.29| 14.59
172646CP 42BYG205 2 17 4 |Unipolar | 9.6 75 480 15 220 | 2,300 173 0.1 0.197 0.9 17 14 05 17.95| 16.19| 14.55
162026CP 57BYG084 2 23 4 |Unipolar | 12 20 600 22 725 | 6,000 2.65 0.2 0.250 1.0 22 20 13 26.95 | 24.29| 21.85
206025CP 23PMC10804 | 2 23 4 |Unipolar | 5.4 8 1500 56 1300 | 20,000 2.65 0.2 0.184 0.9 22 3.0 19 29.95| 26.95| 24.25
* dual shaft
Sy Lonie Logmend
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DC Motors

3-150VDC Motors

MITSUMI
NMB 154915CP/154923CP 177498CP 181411CP 192807CP 153656CP 174991CP
SBCH BOTCH
o odb PP
JEFMEDN
! BLECTRC: 181112CP 174692CP 162579CP 206949CP 181964CP 173681CP
Manufacturer Nominal | Voltage
Part Cross Voltage Range Current RPM Torque Terminal Shaft Shaft Size Pricing
Number Reference No. | Manufacturer (VDC) (VDC) (Amps) | (max.) (g-cm) Type Dia. | Length (D" xL") 1 10| 100
154915CP | ST-130-12240%| Star Motor 3 1.5-3 0.070 | 5200 4.0 .09"/solder 0.08" | 0.32" 0.79x1.13 |$1.25| $1.15|%$1.05 @
154923CP | ST-130-227701| Star Motor 3 1.5-3 0.240 | 16000 8.3 .09/solder 0.08" | 0.32" 0.79x1.13 .95 89| .79 190035CP
177498CP | RC280RA-2485| Mabuchi Motor 45 3-14 0.150 | 10300 333 11"/solder 0.08" | 0.43" 0.95x1.20 1.75| 1.55| 1.39
181411CP | HC685G-61810 | Johnson Electric 5.0 3-14 0.470 | 10000 18.8 .187"/solder 0.13" | 0.54" 1.40x1.98 3.15| 2.39| 1.69
192807CP | RF500TB Mabuchi Motor 6.0 1.5-9 0.028 | 3700 145 .08"/solder 0.08" | 0.35" 1.25x0.76 1.75| 1.30| .90
153656CP | RS550PF2 Mabuchi Motor 12 6-15 1.400 | 6500 44.1 .15"/solder 0.13" | 0.66" 1.45x2.25 2.95| 2.49| 2.25
174991CP | 6424CLO9WB20| NMB 10 8-12 0.430 | 4100 — 8" wires 0.12" | 0.64" 1.62x0.64 1.85| 1.65| 1.49
181112CP | M25N-2 Mitsumi 12 5-15 0.018 | 3000 18 11"/solder 0.08" | 0.26" 0.97 x 1.30 1.95| 1.45| 1.05
174692CP | 21226-384221| Johnson Electric 12 9-14 0.015 | 3000 — .11"/solder 0.08" | 0.69" 0.97 x1.19 1.65| 1.49| 1.35 161082CP
162579CP | TID20E Operating Tech T&I 12 9-14 0.025 | 2150 — .20"/solder 0.12" | 0.48" 1.48x1.42 1.49| 1.10| .79
206949CP | QJT360S14280 | Nichibo 12 9-30 0.350 | 4930 445 .11"/solder 0.09" | 0.45" 1.09x 1.30 1.95| 1.75| 1.59
181964CP | NF203G12 Johnson Electric 12 9-14 0.030 | 5000 — .07"/solder 0.08" | 0.57" 0.95x1.20 1.49| 1.15| .78 @
173681CP  |HC610F3 Johnson Electric 12 9-14 0.950 | 6600 20.0 .187"/fast on 0.12" | 0.92" 1.40x1.80 1.95| 1.49| 1.05
190035CP | HC685L Johnson Electric 15 7.2-24 0.720 | 7800 232 .187"/solder 0.13" | 0.38" 1.47x2.25 1.75| 1.29| .89 .
161082CP | 84055 Johnson Electric 150 145-152 | 0.168 | 6500 305.9 .187"/fast on 0.16 | 0.55" 2.48x1.51 1.45| 1.29| 1.19 SA\ \/ A
1 154915CP/154923CP: Use bushing P/N 162392CP, pg 190 2 Manufacturer may vary 3 173681CP: Eccentric gear

Vibrating Motors

1.3VDC 8,500 RPM 3VDC 4,500 RPM Vibrating Motor “A\‘\'@ Electric Motors and
Vibrating Motor . Iggcitﬁﬁgicgﬂg;l; beepers, small SAYE control Techniques
‘ T%g'ﬁs; apgllgsstloar:]sa: tcgllsular k « Rated RPM: 4,500 or more @ 3VDC TAB Publishing - ‘
. pRated I'\;FE)Mg 3 S’OO 0 1y3VDC « Direction of rotation: dual Explains how different types of
Direction of rotation: Clockwi * Operating voltage: 3VDC @ 45mA motors operate, and how
* Direction of rotation: c